SIZE :

AA0x20mm (1.57"1 .57"0.79)
CONSTRUCTION

Gloss finer reinforced plastic:

ImpEeller and housing PBT are UL 94V-0 rating
OPERATING TEMPERATURE :
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Eall bearing - 30°C to +75°C
Sleave bearing - 10°C to +70°C
INSULATION RESISTANCE :

10meag Ohrm min, ot 500 VDC
(between fraome and terminal)
DIELECTRIC STRENGTH :

SmA max, at 500 VAC 60Hz one minute
{(between frame and terminal)

FUNCTION :
frequency genarator signal option
WEIGHT :
SpE"CJﬁ cahons 40 grams Speciications are subject to change without nofice
RATED GFET‘?&TEIEG RATED II!#;EII% SPEED MAX. AlR MAX. AIR NOIS
MODELNO.  BEARING  VOLTAGE RANGE CURRENT POWER FLOW PRESSURE
vDC v A w REM.  mimin CFM  mmHz0 INH:0  dB-A
BP402005L-03 Bl
SP402005L03  Sleeve 05 45-57 0,12 0,80 5000 0.2 6.4 2.8 a.1 26.7
BP402005M-03 Ball
“SPA0ZI0SMO?  Sleeve 05 4557 0,20 1,00 B000 0,2 T2 3.4 0.1 28.4
BP402005H -03 Ball
SP402005H-03  Sleeve 05 4.5-56.T 0,25 1,25 7000 0.2 85 4.9 0.2 27
BP402012L-03 Ball
TSP402012L03  Sleeve 12 10.2-13.8 0.08 0.96 2000 0.2 6.4 2.8 0.1 26.7
BP402012M03  Ball
m Sl 12 10.2-13.8 0.10 1.20 BOOO 0.2 7.2 34 0.1 28.4
BP4020M2ZH-03  Ball
SP402012H-03  Slesve 12 10.2-13.8 0.16 1.82 7000 0.2 8.5 4.9 0.2 32.7
BP402012HH-03  Ball
SP402012HH03 Sleeve 12 10.2-13.8 0.20 2.40 8000 0.3 9.8 5.7 0.2 352
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DC4020-03
T

SIZE :
40x40x20mm (1.57"x1.57"x0.79")
CONSTRUCTION :

Glass fiber reinforced plastic:

Impeller and housing PBT are UL 94V-0 rating
OPERATING TEMPERATURE :

Ball bearing -30°C to +75°C

Sleeve bearing - 10°C to +70°C
INSULATION RESISTANCE :

10meg Ohm min. at 500 VDC

(between frame and terminal)

DIELECTRIC STRENGTH :

5mA max. at 500 VAC 60Hz one minute

(between frame and terminal)
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FUNCTION :
frequency generator signal option
WEIGHT :
o - 40 grams
SpeC|f|C01'|0nS Specifications are subject to change without notice
RATED 0\75%6{3@ RATED Im;ﬁl]? SPEED MAX. AIR MAX. AIR NOIS
MODEL NO. BEARING VOLTAGE RANGE CURRENT POWER FLOW PRESSURE
VDC Vv A w R.PM. m3min CFM mmH20 IN H20 dB-A
JERAPORSLAG  Eal 24 20.4-27.6 0.10 2.40 5000 0.2 6.4 2.8 0.1 26.7
SP402024L-03  Sleeve et ' ' ! ' ' ’ :
SEHENE 6 Eall 24 20.4-27.6 0.13 3.12 6000 0.2 7.2 34 0.1 28.4
SP402024M-03  Sleeve et : : : : : ¢ :
BP402024H-03 Ball
' SP402024H-03  Sleeve 24 20.4-27.6 0.18 4.32 7000 0.2 8.5 4.9 0.2 32.7
BP402024HH-03  Ball
SP402024HH-03 Sleeve 24 20.4-27.6 0.20 4.80 8000 0.3 9.8 BT 0.2 35.2
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Mouser Electronics

Authorized Distributor

Click to View Pricing, Inventory, Delivery & Lifecycle Information:

Bi-Sonic:
SP402012M W-G SP402024L-03 SP402024H-03 BP402024HH-03 SP402024HH-03 BP402024M-03 BP402024L-
03 BP402024H-03 SP402024M-03



http://www.mouser.com/
http://www.mouser.com/access/?pn=SP402012M W-G
http://www.mouser.com/access/?pn=SP402024L-03
http://www.mouser.com/access/?pn=SP402024H-03
http://www.mouser.com/access/?pn=BP402024HH-03
http://www.mouser.com/access/?pn=SP402024HH-03
http://www.mouser.com/access/?pn=BP402024M-03
http://www.mouser.com/access/?pn=BP402024L-03
http://www.mouser.com/access/?pn=BP402024L-03
http://www.mouser.com/access/?pn=BP402024H-03
http://www.mouser.com/access/?pn=SP402024M-03

