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KEYBOARDKEYBOARDKEYBOARDKEYBOARD PRODUCTIONPRODUCTIONPRODUCTIONPRODUCTION

COMPANYCOMPANYCOMPANYCOMPANY PROFILEPROFILEPROFILEPROFILE
Key Technology (China) Limited designs, develops, manufactures, markets and sells a wide range of high quality,
vandal-proof IP65 rated stainless steel keyboards, normal numeric keypads, metal PINPAD with DES/Triple DES
and all kinds of industrial pointing devices for the usage in the most of industrial conditions or harsh outdoor
environments. Especially, we have very professional quality advanced input devices with IP67/IP68 rated. All our
range of professional products features various integral pointing devices such as touch pads, trackballs, mouse
buttons and joysticks etc. Our range includes long travel, short travel, Metal-dome, Silicone Rubber, Stainless
Steel vandal-proof, Flexible Membrane Keyboards.

Key Technology (China) Limited is with one-stop-shop for your requirements of products services in the areas of
advanced industrial input devices. Satisfied Key Technology (China) Limited's customers include Finance,
Aerospace, Chemicals/Petro, Food & Beverage, Medical/Healthcare, Telecom/Media, High Technology,
Transportation-Automotive, Manufacturing, Utilities & Resources, Pulp and Paper - Government/Defense/Military,
Universities and Academia, Museums/Public Displays and Miscellaneous industries.

So far, the below keyboard layouts are available now: Chinese (Traditional/Simplified)/English, Japanese,
Korean, Nepali, Arabic, Hebrew, Farsi, English (US and UK), Finnish, Norwegian, Swedish, Swiss, Portuguese,
German, Dutch, Danish, French, Greek, Spanish, Belgium, Azerbaijian, Bulgarian, Romanian, Russian, Ukrainian,
Hungarian, Turkish, Slovakian, Slovenian, Czech, Croatian, Latvian, Polish, Kazakstan, Estonian, etc... any
customized key layouts/languages are available per customer's requirements.

"Active, positive, and works as a team" is a special attribute of the people in Key Technology (China) Limited. The
purpose of the operation of the company is to "create value", which is the "creation of customer value, creation of
employee value, and the creation of shareholder value". The principle of business is basing on "Righteousness,
Integrity, Diligence and Thrift", which stands as our guideline of conduct in the future.

One of the key elements to Key Technology (China) Limited success is its never-ending pursuit of superior quality
in all its endeavors. To exist as a market leader in a global competitive marketplace, Key Technology (China)
Limited believes in the total quality management philosophy. As a means for continuous improvement, total
employee participation in quality improvement & customer satisfaction. Its concept of quality addresses people,
processes and products.

Over the past years, we have been adapting to newer and better quality standards that helped us effectively tie
quality with business goal, leading to customers and employees satisfactions.

By doing so, Key Technology (China) Limited is moving towards a global technology firm with an optimistic long
future.

VISIONVISIONVISIONVISION ANDANDANDAND MISSIONMISSIONMISSIONMISSION

VISIONVISIONVISIONVISION STATEMENTSTATEMENTSTATEMENTSTATEMENT
"Together we create the enterprises of tomorrow"

MISSIONMISSIONMISSIONMISSION STATEMENTSTATEMENTSTATEMENTSTATEMENT
"To provide world-class industrial products, technology solutions and services to enable our customers to serve
their customers better"

QUALITYQUALITYQUALITYQUALITY POLICYPOLICYPOLICYPOLICY
We deliver defect-free products, services and solutions to meet the requirements of our external and internal
customers, the first time, every time.
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BACKLIGHT/ILLUMINATEDBACKLIGHT/ILLUMINATEDBACKLIGHT/ILLUMINATEDBACKLIGHT/ILLUMINATED
IP65IP65IP65IP65 VANDALVANDALVANDALVANDAL PROOFPROOFPROOFPROOF STAINLESSSTAINLESSSTAINLESSSTAINLESS STEELSTEELSTEELSTEEL INDUSTRIALINDUSTRIALINDUSTRIALINDUSTRIAL BACKLIGHTBACKLIGHTBACKLIGHTBACKLIGHT KEYPADKEYPADKEYPADKEYPAD ANDANDANDAND KEYBOARDKEYBOARDKEYBOARDKEYBOARD

MAINMAINMAINMAIN FEATUREFEATUREFEATUREFEATURE
• NVIS-compliant adjustable red backlighting, while NVIS backlighting makes this keyboard ideal for military,

aviation or vehicle applications where night vision goggles are necessary;
• Imposing stainless steel design, specially designed keyboards meet the highest demands with regard to

design, functionality, longevity and high protection level.
• Stainless steel fascia and key-tops guard willful destruction, vandal-proof, against corrosion, weather-proof

especially under extreme climatic conditions, water proof/dirt proof, operation under hostile environments.
• Waterproof execution according to IP65 protection from top panel, rear aluminium plate with mounting

holes easily & tightly mounting to enclosure or panel.
• An excellent tactile feel with full-long travel switches and allow users to achieve fast and accurate data

input without any noise. With firm tactile perception for comfortable operation
• Internet friendly key layout, key-tops are laser-etched in legends and characters for easy readability, long

life to prevent lettering rub-off.
• Metal keys are protected against twisting and levering which can not be dislodged from front, or defaced

removing key covers.
• Ease of customizing with multiple languages, to accommodate foreign or custom variants.
• Complete electronic modules including controller in close consultation with our customers are available.
•••• PS/2, USB connection plug and play with PC via PC existing OS driver, no needing of install separate

driver.
MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA

• Actuator/keys: super quality SUS304 brushed stainless steel
• Key top style: Protuberant rectangular keys, laser engraved & etched legends & raised braille on keys are

available
• Key Size: 14.0mm x 14.0mm for normal keys, 14.0mm x 28.0mm for enter key, 14.0mm x 100.0mm for

space bar.
• Key travel: 2.0mm
• Actuation Force: 0.6 N+/-0.1N for key 14.0mm x 14.0mm (pressure point ), 1.2 N+/-0.1N for key 14.0mm

x 28.0mm (pressure point)
• Switch life: more than 10 million of operations.
• Front Plate: 1.5mm thickness super quality brushed stainless steel
• Back Plate：3.0mm thickness brushed & oxidized aluminium

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA
• Supply Voltage: +5V DC +/-5%
• Current Rating: appr. 30mA
• EMC Standard: It is compliance with the council EMC directive 89/336/EEC
• EN55022: 1988+A1:2000+A2:2003
• EN55024: 1988+A1:2001+A2:2003
• Emission: EN 50081-1
• Immunity: EN 50082-1
• Lifespan > 5 years
• Switch Contact Material: Carbon-on-Gold key switch technology PCB.
• Interface: PS2, USB available
• OS:OS:OS:OS: Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX
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ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY
• Operating temperature:-20oC to +60oC
• Storage temperature: -30oC to +70oC
• Operating RH: 30-90%
• Atmospheric pressure: 60-106Kpa.
• Saline mist: 96 hours, IEC 60512-6
• Damp heat test at + 40oC: 21 days, IEC 60512-6
• Dry heat test at + 85oC: 10 days, IEC 60512-6

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
•••• RoHSRoHSRoHSRoHS Compliant,Compliant,Compliant,Compliant, CECECECE andandandand FCC,FCC,FCC,FCC, ESDESDESDESD
•••• ProtectionProtectionProtectionProtection Level:Level:Level:Level: IP65(frontIP65(frontIP65(frontIP65(front panel)panel)panel)panel)
• VandalVandalVandalVandal resistantresistantresistantresistant IK09IK09IK09IK09
• Key Lifespan >10 million actuations
• MTBF >50000H
• MTTR <30min
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K-TEK-K-TEK-K-TEK-K-TEK-A88KP-BLA88KP-BLA88KP-BLA88KP-BL
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 12 keys vandal proof IP65 Stainless Steel keypad with dot matrix circuit with socket on the back

panel of PCB for connecting electronics controller, with carbon-on-gold key switch technology
for fast and accurate data input, top panel mounting. Backlight (red/blue/white/green) optional

DimensionsDimensionsDimensionsDimensions: 88.0mm x 102.0mm (front panel)
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MAINMAINMAINMAIN FEATUREFEATUREFEATUREFEATURE
� Stainless steel fascia and key-tops guard willful destruction, against corrosion, shock, dust, falling raining,

splashing, hose-directed water and vandal resistant, operation under hostile environments.
� key-tops are sunk laser-etched in legends and characters via using high quality ink for easy readability,

long life to prevent lettering rub-off. Or protrusive engraving available.
� With carbon-on-gold key contact with long stroke 2.0mm, with unique double over-travel protection.
� Waterproof/dirt-proof execution according to degree of protection IP65, waterproof and dirt proof

encapsulation with unique membrane.
� Easily mounting into enclosure or panel, and is provided with PS/2, or USB, RS232, connection output

cables that plug directly into the host computer for normal keypad operations.
���� OS:OS:OS:OS: Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX

COMMUNICATIONCOMMUNICATIONCOMMUNICATIONCOMMUNICATION PARAMETERPARAMETERPARAMETERPARAMETER
� USB, PS2 or RS232 are all available.
� 12 actuator on the keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9,*, #. Any keys can be re-defined per customers'

requirements.

MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA
� Switching material: Carbon-on-Gold.
� Actuation Force: 0.6N +/-0.1N (pressure point).
� Key Travel: 2.0mm.
� Lettering: laser engraving, or raised letters.
� Front panel: brushed stainless steel.
� Actuator/keys materials: stainless steel.
� Dimensions: 88.0mm x 102.0mm.
� G.W. 0.5KGs.

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA
� Power supply voltage: 5V DC.
� Power Consumption: Under 300mW for operation, under 200mW for non-operation.
� Electrical lifetime: > 5 years.
� EMC:EN55022(B).
� Communication interface: PS2, USB or RS232 are all available.

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY
� Operating temperature:-20°C to +60°C.
� Storage temperature: -30°C to +70°C.
� Operating RH: 30-90%.
� Atmospheric pressure: 60-106Kpa.

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
� RoHS Compliant, CE and FCC,ESD
� Protection Level: IP65(front panel)
� Vandal resistant IK09
� Key Lifespan >10 million actuations.
� MTBF >50000H.
� MTTR <30min.
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K-TEK-A120KP-BLK-TEK-A120KP-BLK-TEK-A120KP-BLK-TEK-A120KP-BL
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 16 keys vandal proof IP65 Stainless Steel keypad with dot matrix circuit with socket on the back
panel of PCB for connecting electronics controller, with carbon-on-gold key switch technology for fast and accurate
data input, top panel mounting. Backlight (red/blue/white/green) optional
DIMENSIONS:DIMENSIONS:DIMENSIONS:DIMENSIONS: 120.0mm x 98.0mm (Front Panel)
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MAINMAINMAINMAIN FEATUREFEATUREFEATUREFEATURE
� Stainless steel fascia and key-tops guard willful destruction, against corrosion, shock, dust, falling raining,

splashing, hose-directed water and vandal resistant, operation under hostile environments.
� key-tops are sunk laser-etched in legends and characters via using high quality ink for easy readability,

long life to prevent lettering rub-off. Or protrusive engraving available.
� With carbon-on-gold key contact with long stroke 2.0mm, with unique double over-travel protection.
� Waterproof/dirt-proof execution according to degree of protection IP65, waterproof and dirt proof

encapsulation with unique membrane.
� Easily mounting into enclosure or panel, and is provided with PS/2, or USB, RS232, connection output

cables that plug directly into the host computer for normal keypad operations.
���� OS:OS:OS:OS: Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX

COMMUNICATIONCOMMUNICATIONCOMMUNICATIONCOMMUNICATION PARAMETERPARAMETERPARAMETERPARAMETER
� USB, PS2 or RS232 are all available.
� 16 actuator on the keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, ., Exit, P-Up, P-Down, Enter, Clear, 4 x 4 scanning

code. Any keys can be re-defined per customers’ requirements.

MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA
� Switching material: Carbon-on-Gold.
� Actuation Force: 0.6N +/-0.1N (pressure point).
� Key Travel: 2.0mm.
� Lettering: laser engraving, or raised letters.
� Front panel: brushed stainless steel.
� Actuator/keys materials: stainless steel.
� Dimensions: 120.0mm x 98.0mm (Front Panel)
� G.W. 0.7KGs.

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA
� Power supply voltage: 5V DC.
� Power Consumption: Under 300mW for operation, under 200mW for non-operation.
� Electrical lifetime: > 5 years.
� EMC:EN55022(B).
� Communication interface: PS2, USB or RS232 are all available.

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY
� Operating temperature:-20°C to +60°C.
� Storage temperature: -30°C to +70°C.
� Operating RH: 30-90%.
� Atmospheric pressure: 60-106Kpa.

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
� RoHS Compliant, CE and FCC,ESD
� Protection Level: IP65(front panel)
� Vandal resistant IK09
� Key Lifespan >10 million actuations.
� MTBF >50000H.
� MTTR <30min.
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K-TEK-K-TEK-K-TEK-K-TEK-A3A3A3A308-FN-BL08-FN-BL08-FN-BL08-FN-BL
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 87 keys compact format vandal proof IP65 stainless steel industrial backlight keyboard with

function keys, carbon-on-gold key switch technology with long stroke (2.0mm) for fast and
accurate data input, top stainless steel plate with threaded bolt for front mounting.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This durable and black Keyboard is mainly targeted for use for unsupervised or semi supervised positions of
varied access applications, internet terminals and information kiosks at universities, shopping malls, hotels,
airports, railway stations and other public areas, ticket vending machines, gas stations, cash machines
(ATMs), Internet public phones etc.

Product Name IP Rated

K-TEK-A308-FN-BL Backlight Keyboard (Red, blue, white optional) PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 87

� G.W.:G.W.:G.W.:G.W.:1.50 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 308.0mm x 145.0mm (front panel)
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K-TEK-K-TEK-K-TEK-K-TEK-A343A343A343A343-CTB-BL-CTB-BL-CTB-BL-CTB-BL
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 68 keys compact format vandal proof IP65 stainless steel keyboard with IP65 Static rated

38.0mm stainless steel chameleon trackball module with 400 DPI resolutions, with extremely
smooth operation without noise, carbon-on-gold key switch technology with long stroke (2.0mm)
for fast and accurate data input, one compete silicone rubber along mounting aluminum plate
for easy mounting & sealing with cabinet, 3 mouse buttons designed for right & left clicking and
scrolling up and down with ball rolling, rear panel mounting solution.

.DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS: 343.0mm x 105.0mm (front panel)
APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This durable and black Keyboard is mainly targeted for use for unsupervised or semi supervised positions of
varied access applications, internet terminals and information kiosks at universities, shopping malls, hotels,
airports, railway stations and other public areas, ticket vending machines, gas stations, cash machines (ATM),
Internet public phones etc.

Product Name IP Rated TB

K-TEK-A343-CTB-BL
Backlight Keyboard; 400 DPI Touch Chameleon Trackball

(Adjustable seven colors backlight)

PS/2;USB IP65 Static

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 69

� G.W.:G.W.:G.W.:G.W.:1.80 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 343.0mm x 105.0mm (top panel)
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K-TEK-K-TEK-K-TEK-K-TEK-A361A361A361A361-C-C-C-CTB-BTB-BTB-BTB-BLLLL
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 69 keys compact format vandal proof IP65 stainless steel keyboard with IP65 static 38mm

trackball with touch changeable chameleon backlight, with 400 DPI resolutions, carbon-on-gold
key switch technology with long stroke (2.0mm) for fast and accurate data input, 3 mouse
buttons designed for right & left clicking and scrolling up and down with ball rolling, top panel
mounting solution.

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS: 361.0mm x 125.0mm (front panel)

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION
• This Keyboard is mainly targeted for use for unsupervised or semi-supervised positions of varied access

applications, internet terminals and information kiosks at universities, shopping malls, hotels, banks,
airports, railway-stations and other public areas, ticket vending machines, gas stations, cash machines
(ATMs/CDM), Internet public phones etc.

Product Name IP Rated

K-TEK-A361-CTB-BL Backlight Keyboard; 400 DPI Touch Chameleon Trackball (adjustable seven colors backlight); PS/2;USB IP65 Static

Other language versions/interfaces/configuration available on request

����    NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 69

����    GGGG.W.:.W.:.W.:.W.: 1.80 kgs

����    Dimensions:Dimensions:Dimensions:Dimensions:361.0mm x 125.0mm (front panel)
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K-TEK-A392TB-KP-BLK-TEK-A392TB-KP-BLK-TEK-A392TB-KP-BLK-TEK-A392TB-KP-BL

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 84 Keys Compact Format Vandal Proof IP65 Stainless Steel Keyboard with 38mm trackball, carbon-on-gold key
switch technology with long stroke (2.0mm) for fast and accurate data input, numeric keypad (optional PINPAD
with Encryption Electronics Controller supporting DES/TDES) , with rear panel mounting solution,optional
backlight .(Red,Green,Blue,White color ....) .

DIMENSIONS:DIMENSIONS:DIMENSIONS:DIMENSIONS: 392.0mm x 110.0mm (top panel)

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

•••• This Keyboard is mainly targeted for use for unsupervised or semi-supervised positions of varied access applications,

internet terminals and information kiosks at universities, shopping malls, hotels, banks, airports, railway-stations and other

public areas, ticket vending machines, gas stations, cash machines (ATMs/CDM), Internet public phones etc.

Product Name IP Rated

K-TEK-A392-MTB-KP-BL Backlight Keyboard; 400 DPI Mechanical Trackball (Red,Blue,Green,White...); PS/2;USB IP65 Static

K-TEK-A392-OTB-KP-BL Backlight Keyboard; +800 DPI Optical Trackball (Red,Blue,Green,White...); PS/2;USB IP6 8 Dynamic

K-TEK-A392-LTB-KP-BL Backlight Keyboard; +1200 DPI Laser Trackball (Red,Blue,Green,White...); PS/2;USB IP6 8 Dynamic

Other language versions/interfaces/configuration available on request
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K-TEK-A420-CTB-KP-BT-BLK-TEK-A420-CTB-KP-BT-BLK-TEK-A420-CTB-KP-BT-BLK-TEK-A420-CTB-KP-BT-BL
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 84 Keys Compact Format Vandal Proof IP65 Stainless Steel Keyboard with 38mm trackball, carbon-on-gold key
switch technology with long stroke (2.0mm) for fast and accurate data input, numeric keypad (optional PINPAD with Encryption
Electronics Controller supporting DES/TDES), super quality durable Black Titanium Electroplated on stainless steel housing, with top
panel mounting solution.,optional and adjustable backlight.

DIMENSIONS:DIMENSIONS:DIMENSIONS:DIMENSIONS: 420.0mm x 125.0mm (top panel)

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

• This Keyboard is mainly targeted for use for unsupervised or semi-supervised positions of varied access applications,

internet terminals and information kiosks at universities, shopping malls, hotels, banks, airports, railway-stations and other

public areas, ticket vending machines, gas stations, cash machines (ATMs/CDM), Internet public phones etc.

Product Name IP Rated

K-TEK-A420-MTB-KP-BL-BT Backlight Keyboard; 400 DPI Mechanical Trackball (Red,Blue,Green,White...); PS/2;USB IP65 Static

K-TEK-A420-OTB-KP-BL-BT Backlight Keyboard; +800 DPI Optical Trackball (Red,Blue,Green,White...); PS/2;USB IP6 8 Dynamic

K-TEK-A420-LTB-KP-BL-BT Backlight Keyboard; +1200 DPI Laser Trackball (Red,Blue,Green,White...); PS/2;USB IP6 8 Dynamic

K-TEK-A420-CTB-KP-BL-BT Backlight Keyboard; 400 DPI Touch Chameleon Trackball (seven colors) PS/2;USB IP6 5 Static

Other language versions/interfaces/configuration available on request
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BLACKBLACKBLACKBLACK WIDOWWIDOWWIDOWWIDOW
STAINLESSSTAINLESSSTAINLESSSTAINLESS STEELSTEELSTEELSTEEL KEYBOARDKEYBOARDKEYBOARDKEYBOARD WITHWITHWITHWITH ELECTROPLATEDELECTROPLATEDELECTROPLATEDELECTROPLATED BLACKBLACKBLACKBLACK TITANIUMTITANIUMTITANIUMTITANIUM

MAINMAINMAINMAIN FEATUREFEATUREFEATUREFEATURE
� Durable and scratch-proof Electroplated titanium black , adjustable Industrial Backlight technology optional,
� Strong polymer keys or stainless steel keys ensure the keyboard’s resistance to be willful destruction, vandal

proof, against corrosion, weatherproof especially under extreme climatic conditions, water proof/dirt proof,
operation under hostile environments.

� Waterproof execution according to degree of protection IP65 from the panel, the keyboard is sealed against
the ingress of liquid and dirt, when mounted in a suitable enclosure.

� The keyboards have an excellent tactile feel with full-long travel switches and allow users to achieve fast and
accurate data input without any noise. With firm tactile perception for comfortable operation.

� Internet friendly key layout, key-tops are laser-etched or high quality ink print in legends and characters for
easy readability, long life to prevent lettering rub-off.

� Ease of customizing with multiple languages, to accommodate foreign or custom variants.
� Easily mounting into enclosure or panel, and is provided with PS/2, USB connection output cables that plug

directly into the host computer for normal keyboard operations.
� Operational life of more than 10 million cycles per key.
� Resistant to most commonly used cleaning agents.
� Integral 38mm IP65 Mechanical trackball /IP68 washable optical trackball /IP65 chameleon trackball with left,

middle & right mouse keys

MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA
� Key top style: Protuberant rectangular keys.
� Key Size: 11.4mm x 11.4mm for normal keys, 11.4mm x 20.9mm for enter key, 11.4mm x 64.8mm for space

bar
� Key travel: 2.0mm
� Switch life: more than 10 million of operations.
� Lettering: Sunk laser legends & characters in high quality ink
� Actuator/keys materials: polymer or stainless steel

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA
� Supply Voltage: +5V DC +/-5%
� Current Rating: appr. 20mA
� EMC Standard: It is compliance with the council EMC directive 89/336/EEC
� EN55022:1988+A1:2000+A2:2003
� EN55024: 1988+A1:2001+A2:2003
� Emission: EN 50081-1
� Immunity: EN 50082-1
� Lifespan>5 years
� Switch Contact Material: Carbon-on-Gold key switch technology PCB.
� Interface: PS2, USB available.
� OS:OS:OS:OS: Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY
� Operating temperature:-20oC to +60oC
� Storage temperature: -30oC to +70oC
� Operating RH: 30-90%
� Atmospheric pressure: 60-106Kpa.
� Saline mist: 96 hours, IEC 60512-6
� Damp heat test at + 40oC: 21 days, IEC 60512-6
� Dry heat test at + 85oC: 10 days, IEC 60512-6

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
���� RoHSRoHSRoHSRoHS Compliant,Compliant,Compliant,Compliant, CECECECE andandandand FCC,ESDFCC,ESDFCC,ESDFCC,ESD
���� ProtectionProtectionProtectionProtection Level:Level:Level:Level: IP65(frontIP65(frontIP65(frontIP65(front panel)panel)panel)panel)
� VandalVandalVandalVandal resistantresistantresistantresistant IK10IK10IK10IK10
� Key Lifespan >10 million actuations
� MTBF >50000H
� MTTR <30min

http://www.key-tek.cn/en/products.asp?Sid=48
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K-TEK-K-TEK-K-TEK-K-TEK-A343TB-BTA343TB-BTA343TB-BTA343TB-BT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 66 keys Vandal proof IP65 compact format stainless steel keyboard with durable and

scratch-proof electroplated titanium black, integrated 38mm trackball, carbon-on-gold
key switch technology with long stroke 2.0mm, rear panel mounting solution.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This durable and black Keyboard is mainly targeted for use for unsupervised or semi supervised positions of
varied access applications, internet terminals and information kiosks at universities, shopping malls, hotels,
airports, railway stations and other public areas, ticket vending machines, gas stations, cash machines
(ATMs), Internet public phones etc.

Product Name IP Rated TB

K-TEK-A343-MTB-BT Keyboard; 400 DPI Mechanical Trackball; Adjustable Backlight is optional PS/2;USB IP65 Static

K-TEK-A343-CTB-BT
Keyboard; 400 DPI Touch Chameleon Trackball (Adjustable seven colors backlight);

Adjustable Backlight is optional

PS/2;USB IP65 Static

K-TEK-A343-LTB-BT Keyboard; 1200 DPI IP65 Laser Trackball; Adjustable Industrial Backlight is optional PS/2;USB IP68 Dynamic

K-TEK-A343-OTB-BT
Keyboard; 800 DPI IP68 Optical Trackball; Adjustable Industrial Backlight is

optional

PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 69

� G.W.:G.W.:G.W.:G.W.:1.80 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 343.0mm x 105.0mm (top panel)
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K-TEK-K-TEK-K-TEK-K-TEK-A361TB-BTA361TB-BTA361TB-BTA361TB-BT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 66 keys Vandal proof IP65 compact format stainless steel keyboard with durable and

scratch-proof electroplated titanium black, integrated 38mm trackball, carbon-on-gold key
switch technology with long stroke 2.0mm, top panel mounting solution.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This Keyboard is mainly targeted for use for unsupervised or semi supervised positions of varied access
applications, internet terminals and information kiosks at universities, shopping malls, hotels, airports, railway
stations and other public areas, ticket vending machines, gas stations, cash machines (ATMs), Internet
public phones etc.

Product Name IP Rated

K-TEK-A361-MTB-BT Keyboard; 400 DPI Mechanical Trackball; Adjustable industrial backlight is optional PS/2;USB IP65 Static

K-TEK-A361-CTB-BT
Keyboard; 400 DPI Touch Chameleon Trackball (adjustable seven colors backlight);

Adjustable industrial backlight is optional

PS/2;USB IP65 Static

K-TEK-A361-LTB-BT Keyboard; 1200 DPI IP65 Laser Trackball; Adjustable industrial Backlight is optional PS/2;USB IP68 Dynamic

K-TEK-A361-OTB-BT Keyboard; 800 DPI IP68 Optical Trackball; Adjustable Industrial Backlight is optional PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

����    NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 69

����    GGGG.W.:.W.:.W.:.W.: 1.80 kgs

����    Dimensions:Dimensions:Dimensions:Dimensions:361.0mm x 125.0mm (front panel)
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KKKK-TEK-A-TEK-A-TEK-A-TEK-A420420420420TBTBTBTB-KP-FN-KP-FN-KP-FN-KP-FN-BT-BT-BT-BT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 97 Keys Compact Format Vandal Proof IP65 Stainless Steel Keyboard with full keyboard

functionalities, with IP65 static 38.0mm mechanical trackball module with 400 DPI resolutions,
carbon-on-gold key switch technology with long stroke (2.0mm) for fast and accurate data input,
numeric keypad (optional PINPAD with Encryption Electronics Controller supporting
DES/TDES), function keys F1, F2..F10, F11, F12 are on the top panel for easy operation, with
top panel mounting solution.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This Keyboard is mainly targeted for use for unsupervised or semi supervised positions of varied access
applications, internet terminals and information kiosks at universities, shopping malls, hotels, airports, railway
stations and other public areas, ticket vending machines, gas stations, cash machines (ATMs), Internet
public phones etc.

ProductProductProductProduct CCCClassificationlassificationlassificationlassificationssss andandandand DescriptionsDescriptionsDescriptionsDescriptions IPIPIPIP RatedRatedRatedRated TBTBTBTB

K-TEK-A420K-TEK-A420K-TEK-A420K-TEK-A420-MTB--MTB--MTB--MTB-KP-FNKP-FNKP-FNKP-FN-BT-BT-BT-BT
Keyboard; IP65 static Mechanical Trackball Module with 400 DPI;

Numeric Keypad; FN Keys (4-in-1, all-in-one)

PS/2;USB IP65 static

K-TEK-A420K-TEK-A420K-TEK-A420K-TEK-A420-LTB--LTB--LTB--LTB-KP-FNKP-FNKP-FNKP-FN-BT-BT-BT-BT
Keyboard; IP68 dynamic Laser Trackball Module with 1200 DPI;

Numeric Keypad; FN Keys (4-in-1, all-in-one)

PS/2;USB IP68 dynamic

K-TEK-A420K-TEK-A420K-TEK-A420K-TEK-A420-OTB--OTB--OTB--OTB-KP-FNKP-FNKP-FNKP-FN-BT-BT-BT-BT
Keyboard; IP68 dynamic washable Optical Trackball Module with

800 DPI; Numeric Keypad; FN Keys (4-in-1, all-in-one)

PS/2;USB IP68 dynamic

����    NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 97

����    GGGG.W.:.W.:.W.:.W.: 2.30 kgs

����    Dimensions:Dimensions:Dimensions:Dimensions: 420.0mm x 145.0mm (front panel)
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KKKK-TEK-A340KP-FN-DT-BT-TEK-A340KP-FN-DT-BT-TEK-A340KP-FN-DT-BT-TEK-A340KP-FN-DT-BT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 95 keys compact format vandal proof IP65 stainless steel keyboard with carbon-on-gold key

switch technology with long stroke 2.0mm for fast and accurate data input, with integrated
numeric keypad, function keys F1, F2..F10, F11, F12 are on the top panel for easy operation,
super quality durable Black Titanium Electroplated on stainless steel housing, Stand alone desk
top version.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This Keyboard is mainly targeted for use for unsupervised or semi supervised positions of varied access
applications, internet terminals and information kiosks at universities, shopping malls, hotels, airports, railway
stations and other public areas, ticket vending machines, gas stations, cash machines (ATMs), Internet
public phones etc.

����    NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 95

����    GGGG.W.:.W.:.W.:.W.: 2.30 kgs

����    Dimensions:Dimensions:Dimensions:Dimensions:343.0mm x 148.0mm x 20.0mm

(L x W x H)
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K-TEK-K-TEK-K-TEK-K-TEK- A111KPA111KPA111KPA111KP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 13 keys Vandal proof IP65 compact format stainless steel keyboard in durable and

scratch-proof electroplated titanium black with industrial backlight, carbon-on-gold key switch
technology with long stroke 2.0mm, top panel mounting solution.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This Keyboard is mainly targeted for use for unsupervised or semi supervised positions of varied access
applications, internet terminals and information kiosks at universities, shopping malls, hotels, airports, railway
stations and other public areas, ticket vending machines, gas stations, cash machines (ATMs), Internet
public phones etc.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 13

� G.W.:G.W.:G.W.:G.W.: 0.50 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 130.0mm x 111.0mm (top panel)
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K-TEK-M380TB-BTK-TEK-M380TB-BTK-TEK-M380TB-BTK-TEK-M380TB-BT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION:71 keys vandal proof IP65 industrial & military keyboard with adjustable industrial backlight and
38.0mm trackball, with carbon-on-gold key switch technology with long stroke 2.0mm, high quality durable
Electroplate Titanium Black on the top stainless steel plate, rear panel mounting solution, USB or PS2 interface.
APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This keyboard is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force and so on.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front & back plates and polymer keys ensure the keyboard’s resistance
to hard use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete
and ideal solution for PC data entry in menu based ‘point & click’ application

Product Name IP Rated Trackball

K-TEK-M380-MTB-BT Keyboard; 400 DPI Mechanical Trackball; Adjustable industrial backlight is optional PS/2;USB IP65 Static

K-TEK-M380-CTB-BT
Keyboard; 400 DPI Touch Chameleon Backlight Trackball (Adjustable seven colors

backlight); Adjustable industrial backlight is optional

PS/2;USB IP65 Static

K-TEK-M380-LTB-BT Keyboard; 1200 DPI IP68 Laser Trackball; Adjustable industrial backlight is optional PS/2;USB IP68 Dynamic

K-TEK-M380-OTB-BT Keyboard; 800 DPI IP68 Optical Trackball; Adjustable industrial backlight is optional PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 71

� G.W.:G.W.:G.W.:G.W.: 2.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 380.0mm x 108.0mm(top panel)
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K-TEK-K-TEK-K-TEK-K-TEK-M380TB-FN-BTM380TB-FN-BTM380TB-FN-BTM380TB-FN-BT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 85 keys vandal proof IP65 industrial and military keyboard with adjustable industrial backlight
and 38mm IP68 dynamic washable stainless steel laser trackball module with 1200DPI resolutions, with FN (F1,
F2, F3, F4, F5, F6, F7, F8, F9, F10, F11, F12) on the top line for easy operation, with carbon-on-gold key switch
technology with stroke 1.50mm, red clean key lock/disable the keyboard for cleaning and washing without needing
to take out the keyboard from PC, high quality durable black titanium electroplated on the top stainless steel plate,
rear panel mounted.
APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This keyboard is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force and so on.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front & back plates and polymer keys ensure the keyboard’s resistance
to hard use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete
and ideal solution for PC data entry in menu based ‘point & click’ application.

Product Name IP Rated Trackball

K-TEK-M380-MTB-FN-BT
Keyboard; Function keys; 400 DPI Mechanical Trackball; Adjustable industrial

backlight is optional

PS/2;USB IP65 Static

K-TEK-M380-CTB-FN-BT
Keyboard; Function keys; 400 DPI Touch Chameleon Backlight Trackball

(Adjustable seven colors backlight); Adjustable industrial backlight is optional

PS/2;USB IP65 Static

K-TEK-M380-LTB-FN-BT
Keyboard; Function keys; 1200 DPI IP68 Laser Trackball; Adjustable industrial

backlight is optional

PS/2;USB IP68 Dynamic

K-TEK-M380-OTB-FN-BT
Keyboard; Function keys; 800 DPI IP68 Optical Trackball; Adjustable industrial

backlight is optional

PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 85

� G.W.:G.W.:G.W.:G.W.: 2.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 380.0mm x 129.5mm (top panel)
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K-TEK-M380TB-FN-DT-BTK-TEK-M380TB-FN-DT-BTK-TEK-M380TB-FN-DT-BTK-TEK-M380TB-FN-DT-BT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 85 keys vandal proof IP65 movable stand alone desk top industrial & military keyboard with
adjustable industrial backlight and 38.0mm IP65 static mechanical trackball module with 400 DPI resolutions, with
FN (F1, F2, F3, F4, F5, F6, F7, F8, F9, F10, F11, F12) on the top line for easy operation, with carbon-on-gold key
switch technology with stroke 1.50mm, red clean key lock/disable the keyboard for easy cleaning and washing
without needing to take out the keyboard from PC, high quality durable black titanium electroplated on stainless
steel desk top housing (optional)
APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This keyboard is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force and so on.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front & back plates and polymer keys ensure the keyboard’s resistance
to hard use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete
and ideal solution for PC data entry in menu based ‘point & click’ application.

Product Name IP Rated Trackball

K-TEK-M380-MTB-FN-DT-BT
Keyboard; Function keys; 400 DPI Mechanical Trackball; stand lone desktop

version; Adjustable industrial backlight is optional

PS/2;USB IP65 Static

K-TEK-M380-CTB-FN-DT-BT

Keyboard; Function keys; 400 DPI Touch Chameleon Backlight Trackball

(Adjustable seven colors backlight); stand lone desktop version; Adjustable

industrial backlight is optional

PS/2;USB IP65 Static

K-TEK-M380-OTB-FN-DT-BT
Keyboard; Function keys; 800 DPI IP68 Optical Trackball; stand lone desktop

version; Adjustable industrial backlight is optional

PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 85

� G.W.:G.W.:G.W.:G.W.: 2.50 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 393.0mm x 155.0mm x 36.0mm (L x W x H)
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K-TEK-K-TEK-K-TEK-K-TEK-M380TP-BTM380TP-BTM380TP-BTM380TP-BT
DescriptionDescriptionDescriptionDescription::71 keys vandal proof IP65 (dynamic) industrial and military keyboard with sealed & ruggedized tough

touchpad, with adjustable industrial backlight (red/blue/white optional), with carbon-on-gold key
switch technology with stroke 1.50mm, super quality durable Black Titanium Electroplated on
the top stainless steel plate (optional), rear panel mounting.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This keyboard is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force and so on.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front & back plates and polymer keys ensure the keyboard’s resistance
to hard use, abuse and vandalism. A water and impact resistant sealed and ruggedized tough touchpad
makes this keyboard the complete and ideal solution for PC data entry in menu based ‘point & click’
application.

Product Name IP Rated Touchpad

K-TEK-M380TP-BT Keyboard; integrated ruggedized touchpad; Adjustable Backlight is optional PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 71

� G.W.:G.W.:G.W.:G.W.: 1.60 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 380.0mm x 108.0mm (top panel)
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K-TEK-K-TEK-K-TEK-K-TEK-M380TP-FN-BTM380TP-FN-BTM380TP-FN-BTM380TP-FN-BT
DescriptionDescriptionDescriptionDescription 85 keys vandal proof IP65 industrial and military keyboard with adjustable industrial backlight,

sealed & ruggedized tough touchpad, with FN (F1, F2, F3, F4, F5, F6, F7, F8, F9, F10, F11,
F12) on the top line for easy operation, with carbon-on-gold key switch technology with stroke
1.50mm, red clean key lock/disable the keyboard for easy cleaning and washing without
needing to take out the keyboard from PC, high quality durable black titanium electroplated on
the top stainless steel plate, rear panel mounted.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This keyboard is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force and so on.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front & back plates and polymer keys ensure the keyboard’s resistance
to hard use, abuse and vandalism. A water and impact resistant sealed and ruggedized tough touchpad
makes this keyboard the complete and ideal solution for PC data entry in menu based ‘point & click’
application.

Product Name IP Rated Touchpad

K-TEK-M380TP-FN-BT
Keyboard; Function Keys; integrated ruggedized touchpad;

Adjustable Backlight is optional

PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 85

� G.W.:G.W.:G.W.:G.W.: 1.80 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 380.0mm x 129.5mm (top panel)
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K-TEK-M380TP-FN-DT-BTK-TEK-M380TP-FN-DT-BTK-TEK-M380TP-FN-DT-BTK-TEK-M380TP-FN-DT-BT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 85 keys vandal proof IP65 movable stand alone desk top industrial & military keyboard with
adjustable industrial backlight and IP65 dynamic sealed and ruggedized tough touchpad, with FN (F1, F2, F3, F4,
F5, F6, F7, F8, F9, F10, F11, F12) on the top line for easy operation, with carbon-on-gold key switch technology
with stroke 1.50mm, red clean key lock/disable the keyboard for easy cleaning and washing without needing to
take out the keyboard from PC, high quality durable black titanium electroplated on stainless steel desk top
housing (optional)
APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This keyboard is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force and so on.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front & back plates and polymer keys ensure the keyboard’s resistance
to hard use, abuse and vandalism. A water and impact resistant sealed and ruggedized tough touchpad
makes this keyboard the complete and ideal solution for PC data entry in menu based ‘point & click’
application.

Product Name IP Rated Touchpad

K-TEK-M380TP-FN-DT-BT
Keyboard; Function Keys; stand lone desktop version; integrated ruggedized

touchpad; Adjustable Backlight is optional

PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 85

� G.W.:G.W.:G.W.:G.W.: 2.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 393.0mmx154.4mmx23.0mm( LxWxH)
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K-TEK-K-TEK-K-TEK-K-TEK-M398KP-FN-BTM398KP-FN-BTM398KP-FN-BTM398KP-FN-BT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 103 keys vandal proof IP65 (dynamic) industrial & military keyboard with adjustable industrial

backlight and carbon-on-gold key switch technology with stroke 1.50mm, with FN (F1, F2, F3,
F4, F5, F6, F7, F8, F9, F10, F11, F12) on the top line for easy operation, with individual numeric
keypad on the right side, CLEAN key to lock/disable the keyboard for easy cleaning and
washing without needing to take out the keyboard from PC,high quality durable black titanium
electroplated on the top stainless steel plate, rear panel mounted.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

Product Name IP Rated

K-TEK-M398KP-FN-BT Keyboard; keypad; Function Keys; Adjustable industrial backlight is optional PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

����    NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 103

����    GGGG.W.:.W.:.W.:.W.: 1.80 kgs

����    Dimensions:Dimensions:Dimensions:Dimensions: 398.0mm x 129.5mm ( L x W )
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K-TEK-M460TB-KP-FN-BTK-TEK-M460TB-KP-FN-BTK-TEK-M460TB-KP-FN-BTK-TEK-M460TB-KP-FN-BT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 106 keys vandal proof IP65 (dynamic) industrial & military keyboard with full keyboard

functionalities, with adjustable industrial backlight, integrated 38mm IP65 static mechanical
trackball module with 400 DPI resolutions, numeric keypad and function keys (F1, F2…F11,
F12) on the top line, with carbon-on-gold key switch technology with stroke 1.50mm, red clean
key lock/disable the keyboard for easy cleaning and washing without needing to take out the
keyboard from PC, high quality durable black titanium electroplated on the top stainless steel
plate,rear panel mounting solution.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

Product Name IP Rated Trackball

K-TEK-M460-MTB--KP-FN-BT
Keyboard; Function keys; keypad; 400 DPI Mechanical Trackball;

Adjustable industrial backlight is optional

PS/2;USB IP65 Static

K-TEK-M460-CTB--KP-FN-BT
Keyboard; Function keys; keypad;400 DPI Touch Chameleon Backlight

Trackball; Adjustable industrial backlight is optional

PS/2;USB IP65 Static

K-TEK-M460-LTB--KP-FN-BT
Keyboard; Function keys; keypad;1200 DPI IP68 Laser Trackball;

Adjustable industrial backlight is optional

PS/2;USB IP68 Dynamic

K-TEK-M460-OTB--KP-FN-BT
Keyboard; Function keys; keypad; 800 DPI IP68 Optical Trackball;

Adjustable industrial backlight is optional

PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

����    NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 106

����    GGGG.W.:.W.:.W.:.W.: 2.50 kgs

����    Dimensions:Dimensions:Dimensions:Dimensions: 460.0mm x 129.5mm (top panel)
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K-TEK-M460TP-KP-FN-BTK-TEK-M460TP-KP-FN-BTK-TEK-M460TP-KP-FN-BTK-TEK-M460TP-KP-FN-BT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 106 keys vandal proof IP65 (dynamic) industrial & military keyboard with full keyboard

functionalities, with adjustable industrial backlight, integrated sealed & ruggedized tough
touchpad, numeric keypad and function keys (F1, F2…F11, F12) on the top line, with
carbon-on-gold key switch technology with stroke 1.50mm, red clean key lock/disable the
keyboard for easy cleaning and washing without needing to take out the keyboard from PC,
high quality durable black titanium electroplated on the top stainless steel plate, rear panel
mounting solution.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This keyboards is constructed to su
� rvive in exposed, unsupervised, public environments, and military as Army, Navy, Air force.
� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile

conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

Product Name IP Rated Touchpad

K-TEK-M460TP-KP-FN-DT-BT
Keyboard; Function keys; keypad; integrated ruggedized touchpad;

Adjustable Backlight is optional

PS/2;USB IP65 dynamic

Other language versions/interfaces/configuration available on request

����    NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 106

����    GGGG.W.:.W.:.W.:.W.: 2.20 KGs

����    Dimensions:Dimensions:Dimensions:Dimensions: 460.0mm x 129.5mm (top panel)
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MINIMINIMINIMINI IP65IP65IP65IP65 VANDALVANDALVANDALVANDAL PROOFPROOFPROOFPROOF STAINLESSSTAINLESSSTAINLESSSTAINLESS STEELSTEELSTEELSTEEL KEYBOARDKEYBOARDKEYBOARDKEYBOARD
MAINMAINMAINMAIN FEATUREFEATUREFEATUREFEATURE
� Imposing MINIMINIMINIMINI stainless steel design, specially designed keyboards meet the highest demands with regard to

design, functionality, longevity and high protection level. We design and manufacture complete electronic
modules including controller in close consultation with our customers.

� Stainless steel fascia and key-tops guard willful destruction, vandal-proof, against corrosion, weather-proof
especially under extreme climatic conditions, water proof/dirt proof, operation under hostile environments.

� Waterproof execution according to degree of protection IP65 from the panel, the keyboard is sealed against
the ingress or liquid and dirt, when mounted in a suitable enclosure.

� The keyboards have an excellent tactile feel with full-long travel switches and allow users to achieve fast and
accurate data input without any noise. With firm tactile perception for comfortable operation.

� Internet friendly key layout, key-tops are laser-etched in legends and characters for easy readability, long life
to prevent lettering rub-off.

� Metal keys are protected against twisting and levering which can not be dislodged from front, or defaced
removing key covers.

� Ease of customizing with multiple languages, to accommodate foreign or custom variants.
� Easily mounting into enclosure or panel, and is provided with PS/2, USB connection output cables that plug

directly into the host computer for normal keyboard operations.

MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA
� Key top style: Protuberant rectangular keys.
� Key Size: 10.0mm x 11.0mm for normal keys, 10.0mm x 20.0mm for enter key, and space bar keys.
� Key travel: 2.0mm
� Switch life: more than 10 million of operations.
� Lettering: Sunk laser legends & characters in high quality ink
� Actuator/keys materials: stainless steel

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA
� Supply Voltage: +5V DC +/-5%
� Current Rating: appr. 20mA
� EMC Standard: It is compliance with the council EMC directive 89/336/EEC
� EN55022:1988+A1:2000+A2:2003
� EN55024: 1988+A1:2001+A2:2003
� Emission: EN 50081-1
� Immunity: EN 50082-1
� Lifespan>5 years
� Switch Contact Material: Carbon-on-Gold key switch technology PCB.
� Interface: PS2, USB available.
� OS:OS:OS:OS: Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY
� Operating temperature:-20oC to +60oC
� Storage temperature: -30oC to +70oC
� Operating RH: 30-90%
� Atmospheric pressure: 60-106Kpa.
� Saline mist: 96 hours, IEC 60512-6
� Damp heat test at + 40oC: 21 days, IEC 60512-6
� Dry heat test at + 85oC: 10 days, IEC 60512-6

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
���� RoHSRoHSRoHSRoHS Compliant,Compliant,Compliant,Compliant, CECECECE andandandand FCC,ESDFCC,ESDFCC,ESDFCC,ESD
���� ProtectionProtectionProtectionProtection Level:Level:Level:Level: IP65(frontIP65(frontIP65(frontIP65(front panel)panel)panel)panel)
� VandalVandalVandalVandal resistantresistantresistantresistant IK10IK10IK10IK10
� Key Lifespan >10 million actuations
� MTBF >50000H
� MTTR <30min
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K-TEK-K-TEK-K-TEK-K-TEK-B255B255B255B255-O-O-O-OTBTBTBTB
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: MINI IP65 dynamic 68 keys compact format vandal proof stainless steel industrial keyboard

with IP68 dynamic rated washable 25mm stainless steel optical trackball module with 800 DPI
resolutions, with extremely smooth operation without noise, and 3 mouse keys, with metal
dome PCB with gold-on-gold key switch technology with short stroke 0.45mm, rear panel
mounting.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This Keyboard is mainly targeted for use for unsupervised or semi-supervised positions of varied access
applications, internet terminals and information kiosks at universities, shopping malls, hotels, airports, railway
stations and other public areas, ticket vending machines, gas stations, cash machines (ATMs), Internet public
phones etc.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 68

� G.W.:G.W.:G.W.:G.W.: 1.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 255.0mm x 90.0mm (front panel)
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K-TEK-B255K-TEK-B255K-TEK-B255K-TEK-B255-O-O-O-OTB-FNTB-FNTB-FNTB-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: MINI IP65 dynamic 81 Keys Compact Format Vandal Proof IP65 Stainless Steel Industrial

Keyboard with IP68 dynamic rated washable 25mm stainless steel optical trackball module with
800 DPI resolutions, with extremely smooth operation without noise, metal dome PCB with
gold-on-gold key switch technology with short stroke (0.45mm), function keys F1, F2..F10, F11,
F12 are on the top panel for easy operation, with rear panel mounting solution .

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This Keyboard is mainly targeted for use for unsupervised or semi-supervised positions of varied access
applications, internet terminals and information kiosks at universities, shopping malls, hotels, banks, airports,
railway-stations and other public areas, ticket vending machines, gas stations, cash machines (ATMs/CDM),
Internet public phones etc.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 81

� G.W.:G.W.:G.W.:G.W.:1.30 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 255.0mm x 105.0mm (top panel)
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K-TEK-B312K-TEK-B312K-TEK-B312K-TEK-B312-O-O-O-OTB-KP-FNTB-KP-FNTB-KP-FNTB-KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: MINI IP65 dynamic 102 Keys Compact Format Vandal Proof IP65 Stainless Steel Industrial Full

keyboard functionalities Keyboard with IP68 dynamic rated washable 25mm stainless steel
optical trackball module with 800 DPI resolutions, metal dome PCB with gold-on-gold key
switch technology with short stroke (0.45mm), numeric keypad, function keys F1, F2..F10, F11,
F12 are on the top panel for easy operation, with rear panel mounting solution

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This MINI Keyboard is mainly targeted for use for unsupervised or semi-supervised positions of varied access
applications, internet terminals and information kiosks at universities, shopping malls, hotels, banks, airports,
railway-stations and other public areas, ticket vending machines, gas stations, cash machines (ATMs/CDM),
Internet public phones etc.

�

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 102

� G.W.:G.W.:G.W.:G.W.:1.50 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 312.0mmx105.0mm(top panel)
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K-TEK-A293K-TEK-A293K-TEK-A293K-TEK-A293-O-O-O-OTBTBTBTB
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: MINI IP65 dynamic 71 keys Vandal proof stainless steel industrial keyboard with IP68 dynamic

rated washable 25mm stainless steel optical trackball module with 800 DPI resolutions, with
extremely smooth operation without noise, carbon-on-gold key switch technology with long
stroke (2.0mm) for fast and accurate data input, one compete silicone rubber along mounting
aluminum plate for easy mounting & sealing with cabinet, rear panel mounting solution

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This Keyboard is mainly targeted for use for unsupervised or semi-supervised positions of varied access
applications, internet terminals and information kiosks at universities, shopping malls, hotels, airports, railway
stations and other public areas, ticket vending machines, gas stations, cash machines (ATM), Internet public
phones etc.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 71

� G.W.:G.W.:G.W.:G.W.: 1.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 293.0mm x 87.0mm (front panel)
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K-TEK-A300K-TEK-A300K-TEK-A300K-TEK-A300-O-O-O-OTB-FNTB-FNTB-FNTB-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: MINI IP65 dynamic 89 keys Vandal proof stainless steel industrial keyboard with IP68 dynamic

rated washable 25mm stainless steel optical trackball module with 800 DPI resolutions, with
extremely smooth operation without noise, function keys on the top line for easy operation,
carbon-on-gold key switch technology with long stroke (2.0mm) for fast and accurate data input,
one compete silicone rubber along mounting aluminum plate for easy mounting and sealing
with cabinet, rear panel mounting solution.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This MINI Keyboard is mainly targeted for use for unsupervised or semi-supervised positions of MINI varied
access applications, MINI internet terminals and MINI information kiosks at universities, shopping malls,
hotels, airports, railway stations and other public areas, ticket vending machines, gas stations, MINI cash
machines (ATM), Internet public phones etc.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 89

� G.W.:G.W.:G.W.:G.W.: 1.30 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 300.0mm x104.0mm(front panel)
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K-TEK-A320K-TEK-A320K-TEK-A320K-TEK-A320-O-O-O-OTB-FNTB-FNTB-FNTB-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: MINI IP65 dynamic 89 keys Vandal proof stainless steel industrial keyboard with IP68 dynamic

rated washable 25mm stainless steel optical trackball module with 800 DPI resolutions, with
extremely smooth operation without noise, function keys on the top line for easy operation,
carbon-on-gold key switch technology with long stroke (2.0mm) for fast and accurate data input,
top panel mounting solution.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� This MINI Keyboard is mainly targeted for use for unsupervised or semi supervised positions of MINI varied
access applications, MINI internet terminals and MINI information kiosks at universities, shopping malls,
hotels, airports, railway stations and other public areas, ticket vending machines, gas stations, MINI cash
machines (ATMs), Internet public phones etc.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 89

� G.W.:G.W.:G.W.:G.W.:1.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 320.0mm x 124.0mm (top panel)
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DARKDARKDARKDARK ELF-ELF-ELF-ELF-IP65IP65IP65IP65 VANDALVANDALVANDALVANDAL PROOFPROOFPROOFPROOF INDUSTRIALINDUSTRIALINDUSTRIALINDUSTRIAL &&&& MILITARYMILITARYMILITARYMILITARY KEYBOARDKEYBOARDKEYBOARDKEYBOARD

MAINMAINMAINMAIN FEATUREFEATUREFEATUREFEATURE

���� keyboardkeyboardkeyboardkeyboard withwithwithwith NVIS-compliantNVIS-compliantNVIS-compliantNVIS-compliant redredredred adjustableadjustableadjustableadjustable backlighting,backlighting,backlighting,backlighting, whilewhilewhilewhile NVISNVISNVISNVIS backlightingbacklightingbacklightingbacklighting makesmakesmakesmakes thisthisthisthis
keyboardkeyboardkeyboardkeyboard idealidealidealideal forforforfor military,military,military,military, aviationaviationaviationaviation orororor vehiclevehiclevehiclevehicle applicationsapplicationsapplicationsapplications wherewherewherewhere nightnightnightnight visionvisionvisionvision gogglesgogglesgogglesgoggles areareareare necessary.necessary.necessary.necessary.

� polymer keys ensure the keyboard’s resistance to willful destruction, vandal-proof, against corrosion,
weather-proof especially under extreme climatic conditions, water proof/dirt proof, operation under hostile
environments.

� Waterproof execution according to degree of protection IP65 from the panel, the keyboard is sealed against
the ingress or liquid and dirt, when mounted in a suitable enclosure.

� The keyboards have an excellent tactile feel with full-long travel switches and allow users to achieve fast and
accurate data input without any noise. With firm tactile perception for comfortable operation

� Internet friendly key layout, key-tops are laser-etched or high quality ink print in legends and characters for
easy readability, long life to prevent lettering rub-off.

� RFI / EMI Protection in accordance with current European and U.S. directives.
� Ease of customizing with multiple languages, to accommodate foreign or custom variants.
� They are provided with PS/2, USB connection output cables that plug directly into the host computer for

normal keyboard operations.
� Operational life of more than 10 million cycles per key.
� Resistant to most commonly used cleaning agents.

MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA

� Key top style: Protuberant rectangular keys.
� Key Size: 11.4mm x 11.4mm for normal keys, 11.4mm x 20.9mm for enter key, 11.4mm x 64.8mm for space

bar.
� Key travel: 2.0mm
� Switch life: more than 10 million of operations.
� Lettering: laser-etched or high quality ink print.
� Actuator/keys materials: polymer

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA

� Supply Voltage: +5V DC +/-5%
� Current Rating: appr. 30mA
� EMC Standard: It is compliance with the council EMC directive 89/336/EEC
� EN55022:1988+A1:2000+A2:2003
� EN55024: 1988+A1:2001+A2:2003
� Emission: EN 50081-1
� Immunity: EN 50082-1
� Lifespan>5 years
� Switch Contact Material: Carbon-on-Gold key switch technology PCB.
� Interface: PS2, USB available.
� OS:OS:OS:OS: Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY

� Operating temperature:-20oC to +60oC
� Storage temperature: -30oC to +70oC
� Operating RH: 30-90%
� Atmospheric pressure: 60-106Kpa.
� Saline mist: 96 hours, IEC 60512-6
� Damp heat test at + 40oC: 21 days, IEC 60512-6
� Dry heat test at + 85oC: 10 days, IEC 60512-6

RELIABILITYRELIABILITYRELIABILITYRELIABILITY

���� RoHSRoHSRoHSRoHS Compliant,Compliant,Compliant,Compliant, CECECECE andandandand FCC,ESDFCC,ESDFCC,ESDFCC,ESD
���� ProtectionProtectionProtectionProtection Level:Level:Level:Level: IP65(frontIP65(frontIP65(frontIP65(front panel)panel)panel)panel)
� VandalVandalVandalVandal resistantresistantresistantresistant IK10IK10IK10IK10
� Key Lifespan >10 million actuations
� MTBF >50000H
� MTTR <30min
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K-TEK-M380TBK-TEK-M380TBK-TEK-M380TBK-TEK-M380TB
DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION:::: 71 keys vandal proof IP65 industrial keyboard & military with adjustable industrial backlight and
38.0mm trackball, with carbon-on-gold key switch technology with long stroke 2.0mm, high quality durable
Electroplate Titanium Black on the top stainless steel plate, rear panel mounting solution.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

Product Name IP Rated Trackball

K-TEK-M380-MTB Keyboard; 400 DPI Mechanical Trackball; Adjustable Backlight is optional PS/2;USB IP65 Static

K-TEK-M380-CTB
Keyboard; 400 DPI Touch Chameleon Backlight Trackball (Adjustable seven colors

backlight); Adjustable Backlight is optional

PS/2;USB IP65 Static

K-TEK-M380-LTB Keyboard; 1200 DPI IP68 Laser Trackball; Adjustable Backlight is optional PS/2;USB IP68 Dynamic

K-TEK-M380-OTB Keyboard; 800 DPI IP68 Optical Trackball; Adjustable Backlight is optional PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 71

� G.W.G.W.G.W.G.W. 2.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 380.0mm x 108.0mm (top panel)
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K-TEK-M380TPK-TEK-M380TPK-TEK-M380TPK-TEK-M380TP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 71 keys vandal proof IP65 industrial & military keyboard with adjustable industrial backlight and

IP65 dynamic sealed & ruggedized tough touchpad with scroll function (optional), with
carbon-on-gold key switch technology with stroke 1.50mm, high quality durable black titanium
electroplated on the top stainless steel plate,rear panel mounted.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

Product Name IP Rated Touchpad

K-TEK-M380TP Keyboard; integrated sealed & ruggedized touchpad; Adjustable Backlight is optional PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 71

� G.W.G.W.G.W.G.W. 1.60 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 380.0mm x 108.0mm (top panel)
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K-TEK-M380TBK-TEK-M380TBK-TEK-M380TBK-TEK-M380TB-FN-FN-FN-FN
DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION:::: 85 keys vandal proof IP65 industrial and military keyboard with adjustable industrial backlight and
integrated 38mm IP65 static mechanical trackball module with 400 DPI resolutions, with FN (F1, F2, F3, F4, F5,
F6, F7, F8, F9, F10, F11, F12) on the top line for easy operation, with carbon-on-gold key switch technology with
stroke 1.50mm, red clean key lock/disable the keyboard for easy cleaning and washing without needing to take out
the keyboard from PC, USB interface, high quality durable black titanium electroplated on the top stainless steel
plate, rear panel mounted.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

Product Name IP Rated Trackball

K-TEK-M380-MTB-FN
Keyboard; Function keys; 400 DPI Mechanical Trackball;

Adjustable Backlight is optional

PS/2;USB IP65 Static

K-TEK-M380-CTB-FN
Keyboard; Function keys; 400 DPI Touch Chameleon Backlight Trackball

(Adjustable seven colors backlight); Adjustable Backlight is optional

PS/2;USB IP65 Static

K-TEK-M380-LTB-FN
Keyboard; Function keys; 1200 DPI IP68 Laser Trackball;

Adjustable Backlight is optional

PS/2;USB IP68 Dynamic

K-TEK-M380-OTB-FN
Keyboard; Function keys; 800 DPI IP68 Optical Trackball;

Adjustable Backlight is optional

PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 85

� G.W.G.W.G.W.G.W. 2.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 380.0mmx129.5mm (top panel)
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K-TEK-M380TPK-TEK-M380TPK-TEK-M380TPK-TEK-M380TP-FN-FN-FN-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 85 keys vandal proof IP65 industrial and military keyboard with adjustable industrial backlight,

sealed & ruggedized tough touchpad, with FN (F1, F2, F3, F4, F5, F6, F7, F8, F9, F10, F11,
F12) on the top line for easy operation, with carbon-on-gold key switch technology with stroke
1.50mm, red clean key lock/disable the keyboard for easy cleaning and washing without
needing to take out the keyboard from PC, high quality durable black titanium electroplated on
the top stainless steel plate, rear panel mounted.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

Product Name IP Rated

K-TEK-M380TP-FN
Keyboard; Function keys; integrated sealed & ruggedized touchpad; Adjustable

Backlight is optional

PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 85

� G.W.G.W.G.W.G.W. :::: 1.80 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 380.0mm x 129.5mm (top panel)
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K-TEK-M298-FNK-TEK-M298-FNK-TEK-M298-FNK-TEK-M298-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION:82 keys vandal proof IP65 (dynamic) industrial & military keyboard with adjustable industrial

backlight and carbon-on-gold key switch technology with stroke 1.50mm, with FN (F1, F2, F3, F4, F5,
F6, F7, F8, F9, F10, F11, F12) on the top line for easy operation, with CLEAN key to lock/disable the
keyboard for easy cleaning and washing without needing to take out the keyboard from PC, high
quality durable black titanium electroplated on the top stainless steel plate, rear panel mounted.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 82

� G.W.G.W.G.W.G.W.:::: 1.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 298.0mm x 129.5mm (top panel)
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K-TEK-M398KP-FNK-TEK-M398KP-FNK-TEK-M398KP-FNK-TEK-M398KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 103 keys vandal proof IP65 (dynamic) industrial & military keyboard with adjustable industrial

backlight and carbon-on-gold key switch technology with stroke 1.50mm, with FN (F1, F2, F3, F4,
F5, F6, F7, F8, F9, F10, F11, F12) on the top line for easy operation, with individual numeric keypad
on the right side, CLEAN key to lock/disable the keyboard for easy cleaning and washing without
needing to take out the keyboard from PC,high quality durable black titanium electroplated on the
top stainless steel plate, rear panel mounted.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 103

� G.W.:G.W.:G.W.:G.W.:1.80 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 398.0mm x 129.5mm (top panel)
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K-TEK-M298-DTK-TEK-M298-DTK-TEK-M298-DTK-TEK-M298-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 68 keys vandal proof IP65 dynamic movable stand alone desk top industrial & military keyboard

with adjustable industrial backlight and carbon-on-gold key switch technology with stroke 1.50mm, ,
high quality durable black titanium electroplated on stainless steel desk top housing (optional).

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 68

� G.W.G.W.G.W.G.W.:::: 2.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 315.0mm x 134.0mm x 23.0mm (L x W x H)
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K-TEK-M298-FN-DTK-TEK-M298-FN-DTK-TEK-M298-FN-DTK-TEK-M298-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 82 keys vandal proof IP65 dynamic movable stand alone desk top industrial & military keyboard

with adjustable industrial backlight and carbon-on-gold key switch technology with stroke 1.50mm,
with FN (F1, F2, F3, F4, F5, F6, F7, F8, F9, F10, F11, F12) on the top line for easy operation, with
CLEAN key to lock/disable the keyboard for easy cleaning and washing without needing to take out
the keyboard from PC, high quality durable black titanium electroplated on stainless steel desk top
housing (optional).

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 82

� G.W.G.W.G.W.G.W.:::: 1.80 kgs

� DimensionsDimensionsDimensionsDimensions: 318.0mm x 154.0mm x 23.0mm

( L x W x H)
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K-TEK-M380TB-DTK-TEK-M380TB-DTK-TEK-M380TB-DTK-TEK-M380TB-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 71 keys vandal proof IP65 movable stand alone desk top industrial & military keyboard with

adjustable industrial backlight and 38.0mm IP65 static mechanical trackball module with 400 DPI
resolutions, with carbon-on-gold key switch technology with stroke 1.50mm, high quality durable
black titanium electroplated on stainless steel desk top housing (optional).

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

Product Name IP Rated

K-TEK-M380-MTB-DT Desktop Keyboard; 400 DPI Mechanical Trackball; Adjustable Backlight is optional PS/2;USB IP65 Static

K-TEK-M380-CTB-DT
Desktop Keyboard; 400 DPI Touch Chameleon Backlight Trackball (Adjustable seven

colors backlight); Adjustable Backlight is optional

PS/2;USB IP65 Static

K-TEK-M380-OTB-DT Desktop Keyboard; 800 DPI IP68 Optical Trackball; Adjustable Backlight is optional PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 71

� G.W.:G.W.:G.W.:G.W.: 2.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 380.0mm x 134.0mm x 36.0mm

(L x W x H)
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K-TEK-M380TP-DTK-TEK-M380TP-DTK-TEK-M380TP-DTK-TEK-M380TP-DT
DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION:::: 71 keys vandal proof IP65 dynamic movable stand alone desk top industrial & military keyboard

with adjustable industrial backlight and IP65 dynamic sealed & ruggedized tough touchpad, with
carbon-on-gold key switch technology with stroke 1.50mm, USB interface, high quality durable
black titanium electroplated on stainless steel desk top housing (optional)

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

Product Name IP Rated Touchpad

K-TEK-M380TP-DT Keyboard; integrated ruggedized touchpad; Adjustable Backlight is optional PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 71

� G.W.G.W.G.W.G.W.:::: 1.80 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 380.0mm x 135.0mm x 23.0mm

( L x W x H)
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K-TEK-M380TB-MDTK-TEK-M380TB-MDTK-TEK-M380TB-MDTK-TEK-M380TB-MDT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 71 keys vandal proof IP65 (dynamic) mounting desktop industrial and military keyboard with

adjustable industrial backlight with 38mm integrated trackball, with carbon-on-gold key switch
technology with long stroke 2.0mm.can be hinged down/ for wall mounting. Trackball is with
adjustable seven color backlight optional.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

Product Name IP Rated

K-TEK-M380-MTB-MDT Desktop Keyboard; 400 DPI Mechanical Trackball; Adjustable Backlight is optional PS/2;USB IP65 Static

K-TEK-M380-CTB-MDT
Desktop Keyboard; 400 DPI Chameleon Trackball(Adjustable seven colors backlight);

Adjustable Backlight is optional

PS/2;USB IP65 Static

K-TEK-M380-OTB-MDT Desktop Keyboard; 800 DPI IP68 Optical Trackball; Adjustable Backlight is optional PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 71

� G.W.G.W.G.W.G.W.:::: 3.50 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 403.0mm x 165.0mm x 37.0mm

( L x W x H)
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K-TEK-M460TP-KP-FN-DTK-TEK-M460TP-KP-FN-DTK-TEK-M460TP-KP-FN-DTK-TEK-M460TP-KP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 106 keys vandal proof IP65 dynamic movable stand alone desk top industrial & military keyboard

with full keyboard functionalities, with adjustable industrial backlight, integrated sealed and
ruggedized tough touchpad, numeric keypad and function keys (F1, F2......,F11, F12) on the top line
for easy operation, with carbon-on-gold key switch technology with stroke 1.50mm, red clean key
lock/disable the keyboard for easy cleaning and washing without needing to take out the keyboard
from PC, high quality durable black titanium electroplated on stainless steel desk top
housing(optional).

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 106

� G.W.G.W.G.W.G.W.:::: 2.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 480.0mm x 154.5mm x 23.0mm

( L x W x H)
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K-TEK-M460TB-KP-FN-DTK-TEK-M460TB-KP-FN-DTK-TEK-M460TB-KP-FN-DTK-TEK-M460TB-KP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 106 keys vandal proof IP65 movable stand alone desk top industrial & military keyboard with full

keyboard functionalities, with adjustable industrial backlight, integrated 38mm IP65 static
mechanical trackball module with 400 DPI resolutions, numeric keypad and function keys (F1,
F2…F11, F12) on the top line for easy operation, with carbon-on-gold key switch technology with
stroke 1.50mm, red clean key lock/disable the keyboard for easy cleaning and washing without
needing to take out the keyboard from PC, high quality durable black titanium electroplated on
stainless steel desk top housing(optional).

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 106

� G.W.:G.W.:G.W.:G.W.: 3.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 480.0mm x154.5mm x 36.0mm

( L x W x H)
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K-TEK-M380TP-FN-DTK-TEK-M380TP-FN-DTK-TEK-M380TP-FN-DTK-TEK-M380TP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 85 keys vandal proof IP65 (dynamic) stand alone desk top industrial and military keyboard with

adjustable industrial backlight, with sealed & ruggedized touchpad, function keys F1...F12 are
on the top line for easy operation, with carbon-on-gold key switch technology with long stroke
2.0mm.,red clean key lock/disable the keyboard for easy cleaning and washing without needing
to take out the keyboard from PC, high quality durable black titanium electroplated on stainless
steel desk top housing (optional)

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 85

� G.W.:G.W.:G.W.:G.W.:2.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 393.0mm x 154.5mm x 23.0mm

(L x W x H)
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K-TEK-M380TB-FN-DTK-TEK-M380TB-FN-DTK-TEK-M380TB-FN-DTK-TEK-M380TB-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 85 keys vandal proof IP65 stand alone desk top industrial & military keyboard with adjustable

industrial backlight and 38.0mm trackball , with FN (F1, F2, F3, F4, F5, F6, F7, F8, F9, F10, F11,
F12) on the top line for easy operation, with carbon-on-gold key switch technology with long
stroke 1.5mm, red clean key lock/disable the keyboard for cleaning and washing without
needing to take out the keyboard from PC, USB interface, high quality durable Electroplate
Titanium Black on the top stainless steel plate (optional).

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 85

� G.W.:G.W.:G.W.:G.W.: 2.50 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 393.0mm x 154.5mm x 36.0mm

( L x W x H)
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K-TEK-M460TP-KP-FNK-TEK-M460TP-KP-FNK-TEK-M460TP-KP-FNK-TEK-M460TP-KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 106 keys vandal proof IP65 (dynamic) industrial & military keyboard with adjustable industrial

backlight, integrated sealed ruggedized touchpad, numeric keypad and function keys (F1, F2…F11,
F12) on the top line with full keyboard functionalities, with carbon-on-gold key switch technology
with long stroke 2.0mm, rear panel mounting solution, red clean key lock/disable the keyboard for
cleaning and washing without needing to take out the keyboard from PC, high quality durable
Electroplate Titanium Black on the top stainless steel plate.

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 106

� G.W.:G.W.:G.W.:G.W.: 2.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 460.0mm x 129.5mm (top panel)
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K-TEK-M460TB-KP-FNK-TEK-M460TB-KP-FNK-TEK-M460TB-KP-FNK-TEK-M460TB-KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 106 keys vandal proof IP65 (dynamic) industrial & military keyboard with adjustable industrial

backlight, integrated 38mm trackball with 800 DPI resolutions, numeric keypad and function keys (F1,
F2…F11, F12) on the top line with full keyboard functionalities, with carbon-on-gold key switch
technology with long stroke 1.5mm, rear panel mounting solution, red clean key lock/disable the
keyboard for cleaning and washing without needing to take out the keyboard from PC, high quality
durable Electroplate Titanium Black on the top stainless steel plate..

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 106

� G.W.:G.W.:G.W.:G.W.: 1.60 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 460.0mm x 129.5mm (top panel)
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K-TEK-M398KP-FN-DTK-TEK-M398KP-FN-DTK-TEK-M398KP-FN-DTK-TEK-M398KP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 103 keys vandal proof IP65 dynamic movable stand alone desk top industrial & military keyboard

with adjustable industrial backlight and carbon-on-gold key switch technology with stroke 1.50mm,
with FN (F1, F2, F3, F4, F5, F6, F7, F8, F9, F10, F11, F12) on the top line for easy operation, with
individual numeric keypad on the right side, CLEAN key to lock/disable the keyboard for easy
cleaning and washing without needing to take out the keyboard from PC, high quality durable black
titanium electroplated on stainless steel desk top housing (optional).

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 103

� G.W.:G.W.:G.W.:G.W.: 2.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 404.50mm x 154.5mm x 23.0mm

( L x W x H)



58

K-TEK-M185TP-KP-DTK-TEK-M185TP-KP-DTK-TEK-M185TP-KP-DTK-TEK-M185TP-KP-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 24 keys vandal proof IP65 (dynamic) stand alone desktop industrial & military keypad with

industrial backlight, with sealed &ruggedized tough touchpad & carbon-on-gold key switch
technology for fast and accurate data input, high quality durable Electroplate Titanium Black on
the top stainless steel plate (optional).

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’application.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 24

� G.W.:G.W.:G.W.:G.W.: 1.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 185.mm x 154.4mm x 23.0mm (L x W x H)
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K-TEK-M185TB-KP-DTK-TEK-M185TB-KP-DTK-TEK-M185TB-KP-DTK-TEK-M185TB-KP-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 24 keys vandal proof IP65 (dynamic) stand alone desktop industrial and military keypad with

ruggedized trackball, with carbon-on-gold key switch technology with long stroke 2.0mm.
Trackball is with adjustable seven color backlight optional.high quality durable Electroplate
Titanium Black on the top stainless steel plate (optional).

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 24

� G.W.:G.W.:G.W.:G.W.: 1.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 185.00mm x 154.4mm x 36.0mm(L x W x H)
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K-TEK-M116KP-DTK-TEK-M116KP-DTK-TEK-M116KP-DTK-TEK-M116KP-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 21 keys vandal proof IP65 (dynamic) stand alone desktop industrial and military keypad with

industrial backlight and integrated numeric keypad, with carbon-on-gold key switch technology
with long stroke 2.0mm.high quality durable Electroplate Titanium Black on the top stainless
steel plate (optional).

APPLICATIONAPPLICATIONAPPLICATIONAPPLICATION

� keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard ideal
for military, aviation or vehicle applications where night vision goggles are necessary.

� This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as Army,
Navy, Air force.

� Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboard’s resistance to hard
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and ideal
solution for PC data entry in menu based ‘point & click’ application.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 21

� G.W.:G.W.:G.W.:G.W.: 0.80 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 116.0mm x 154.4mm x 23.0mm (L x W x H)
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IP65/IP65/IP65/IP65/ 67/67/67/67/ 68686868 ADVANCEDADVANCEDADVANCEDADVANCED INPUTINPUTINPUTINPUT DEVICEDEVICEDEVICEDEVICE
IP6IP6IP6IP65555 INDUSTRIALINDUSTRIALINDUSTRIALINDUSTRIAL MEMBRANEMEMBRANEMEMBRANEMEMBRANE KEYBOARDKEYBOARDKEYBOARDKEYBOARD

SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION KEYBOARD:KEYBOARD:KEYBOARD:KEYBOARD:

• Key switch Technology: metal dome key switch technology with short travel keys
• Actuation Force: 1.0N for key 11.0mm x 11.0mm and 14.0mm x 14.0mm (press point)
• Key Travel: 0.45mm
• Key switch Lifetime: 3 mil. operations
• Protection Level: IP65, NEMA 4x
• Mounting Type: panel mounting or Desk Top.
• Operating Temperature: -20 °C to +50 °C;
• Colors: 4 (Blue, white, grey, black)
• Key Dimensions (print area): 11.0mm x 11.0mm or 14.0mm x 14.0mm

TOUCHPAD:TOUCHPAD:TOUCHPAD:TOUCHPAD:

• Touchpad cover: Composite
• Motion Detection
• Method: capacitive
• Resolution: 40 counts / mm
• More than Lifetime 10 million strokes
• Mutual Capacitance sensing
• X/Y position sensing resolution: 40 counts/mm
• X/Y position reporting: Relative
• Output (self-detectable depending on cable): PS2 or USB
• Tracking speed: Maximum 1,016 m/sec
• Power supply voltage: 5 V DC ±0.25V
• Current rating (active mode): 17 ma

ELECTRICALELECTRICALELECTRICALELECTRICAL DATA:DATA:DATA:DATA:

• Supply Voltage: +5V DC +/- 5%
• Current Rating: appr. 20mA
• EMC Standard: It is compliance with the council EMC directive 89/336/EECEN55022: 1988+A1:
2000+A2: 2003 EN55024: 1988+A1: 2001+A2: 2003
• Emission EN 50081-1
• Immunity: EN 50082-1
• Lifespan > 5 years
• Interface: PS2, USB available.
• OS:OS:OS:OS: Window95/98/NT/ME/2000/2003/XP/Window95/98/NT/ME/2000/2003/XP/Window95/98/NT/ME/2000/2003/XP/Window95/98/NT/ME/2000/2003/XP/Vista/WIN7Vista/WIN7Vista/WIN7Vista/WIN7,,,, Linux,Linux,Linux,Linux, Unit,Unit,Unit,Unit, MacMacMacMac OSXOSXOSXOSX

RELIABILITYRELIABILITYRELIABILITYRELIABILITY

• RoHSRoHSRoHSRoHS Compliant,Compliant,Compliant,Compliant, CECECECE andandandand FCC,ESDFCC,ESDFCC,ESDFCC,ESD
• Protection Level: IP65 (front panel)
• Key Lifespan >3 million actuations
• Touchpad lifespan > 10 million of times
• MTBF >50000H
• MTTR <30min
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K-K-K-K-TEK-D321KP-FNTEK-D321KP-FNTEK-D321KP-FNTEK-D321KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 105 keys IP65 rated compact format industrial membrane keyboard with integrated numeric keypad and function
keys, foil-covered aluminum front plate is mounted flush with durable polyester withstand to most chemicals and liquids under the
harshest environments, with gold-on-gold metal dome key switch technology with short stroke 0.45mm with tactile feeling for reliable
data input, with anti-microbial keyboard surface, Clean key for easy cleaning without needing to take out the keyboard from PC, top
panel mounted.

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:

� The foil-covered aluminum front plate is mounted flush for easy cleaning. The polyester front foil is wear-and tear-resistant and
can withstand most chemicals and liquids. The keyboard is protected against dust, dirt, grease and liquids to IP65/NEMA4 and is
available in PS/2 and USB versions. Custom keyboard layouts or imprints are available upon request.
� This keyboard is available in different keyboard layouts with integrated capacitive touchpad. This stylish, yet rugged medical
keyboard is ideal for any application requiring a rugged enclosure and low profile.

Product Name IP Rate

K-TEK-D321TP-KP-FN Keyboard; Touchpad; Numeric Keypad; Function keys PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 105

� Clean key

-Prevents data from being sent while the keyboard is wiped

down, allowing user to clean at any interval with minimal

downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN KEY

� G.W.G.W.G.W.G.W.:::: 1.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 321.0mm x 139.0mm(Front Panel)
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K-K-K-K-TEK-D321TB-KP-FNTEK-D321TB-KP-FNTEK-D321TB-KP-FNTEK-D321TB-KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 107 keys IP65 rated compact format industrial membrane keyboard with full keyboard

functionalities with integrated numeric keypad, IP68 rated washable optical trackball module with
800 DPI resolutions, function keys, foil-covered aluminum front plate is mounted flush with
durable polyester withstand to most chemicals and liquids under the harshest environments, with
gold-on-gold metal dome key switch technology with short stroke 0.45mm with tactile feeling for
reliable data input, Clean key for easy cleaning without needing to take out the keyboard from PC,
top panel mounted.

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:

� The foil-covered aluminum front plate is mounted flush for easy cleaning. The polyester front foil is wear-and
tear-resistant and can withstand most chemicals and liquids. The keyboard is protected against dust, dirt,
grease and liquids to IP65/NEMA4 and is available in PS/2 and USB versions. Custom keyboard layouts or
imprints are available upon request.

� This keyboard is available in different keyboard layouts with integrated capacitive touchpad. This stylish, yet
rugged medical keyboard is ideal for any application requiring a rugged enclosure and low profile.

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 107

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit

CLEAN KEY

� G.W.G.W.G.W.G.W.:::: 1.30 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 321.0mm x 139.0mm(Front Panel)
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K-K-K-K-TEK-D321TP-KP-FNTEK-D321TP-KP-FNTEK-D321TP-KP-FNTEK-D321TP-KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 111107 keys IP65 rated compact format industrial membrane keyboard with full keyboard
functionalities with integrated numeric keypad, sealed & ruggedized tough touchpad & function keys, foil-covered
aluminum front plate is mounted flush with durable polyester withstand to most chemicals and liquids under the
harshest environments, with gold-on-gold metal dome key switch technology with short stroke 0.45mm with tactile
feeling for reliable data input, Clean key for easy cleaning without needing to take out the keyboard from PC, top
panel mounted.

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:
� The foil-covered aluminum front plate is mounted flush for easy cleaning. The polyester front foil is wear-and

tear-resistant and can withstand most chemicals and liquids. The keyboard is protected against dust, dirt,
grease and liquids to IP65/NEMA4 and is available in PS/2 and USB versions. Custom keyboard layouts or
imprints are available upon request.

� This keyboard is available in different keyboard layouts with integrated capacitive touchpad. This stylish, yet
rugged medical keyboard is ideal for any application requiring a rugged enclosure and low profile.

Product Name IP Rate

K-TEK-D321TP-KP-FN Keyboard; Touchpad; Numeric Keypad; Function keys PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 107

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit

CLEAN KEY

� G.W.G.W.G.W.G.W.:::: 1.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 321.0mm x 139.0mm (Front Panel)



65

K-TEK-D379TP-KP-FNK-TEK-D379TP-KP-FNK-TEK-D379TP-KP-FNK-TEK-D379TP-KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 120 keys IP65 rated compact format industrial membrane keyboard with full keyboard functionalities with integrated
numeric keypad, sealed & ruggedized tough touchpad & function keys, foil-covered aluminum front plate is mounted flush with
durable polyester withstand to most chemicals and liquids under the harshest environments, with gold-on-gold metal dome key switch
technology with short stroke 0.45mm with tactile feeling for reliable data input, Clean key for easy cleaning without needing to take
out the keyboard from PC, top panel mounted.

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:
� The foil-covered aluminum front plate is mounted flush for easy cleaning. The polyester front foil is wear-and tear-resistant and

can withstand most chemicals and liquids. The keyboard is protected against dust, dirt, grease and liquids to IP65/NEMA4 and
is available in PS/2 and USB versions. Custom keyboard layouts or imprints are available upon request.

� This keyboard is available in different keyboard layouts with integrated capacitive touchpad. This stylish, yet rugged medical
keyboard is ideal for any application requiring a rugged enclosure and low profile.

Product Name IP Rate

K-TEK-D376TP-KP-FN Keyboard; Touchpad; Numeric Keypad; Function keys PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 120

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit

CLEAN KEY

� G.W.G.W.G.W.G.W.:::: 1.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 389.30mm x 179.2mm (Front Panel)
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K-K-K-K-TEK-D410KP-FNTEK-D410KP-FNTEK-D410KP-FNTEK-D410KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 106 keys IP65 rated industrial membrane keyboard with full keyboard functionalities, foil-covered
aluminum front plate is mounted flush with durable polyester withstand to most chemicals and liquids under the
harshest environments, with gold-on-gold metal dome key switch technology with short stroke 0.45mm with tactile
feeling for reliable data input, with anti-microbial keyboard surface, Clean key for easy cleaning without needing
to take out the keyboard from PC, top panel mounted.

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:
� The foil-covered aluminum front plate is mounted flush for easy cleaning. The polyester front foil is wear-and

tear-resistant and can withstand most chemicals and liquids. The keyboard is protected against dust, dirt,
grease and liquids to IP65/NEMA4 and is available in PS/2 and USB versions. Custom keyboard layouts or
imprints are available upon request.

� This keyboard is available in different keyboard layouts. This stylish, yet rugged medical keyboard is ideal for
any application requiring a rugged enclosure and low profile.

Product Name IP Rate

K-TEK-D410KP-FN Keyboard; Numeric Keypad; Function keys PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 106

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN

KEY

� G.W.:G.W.:G.W.:G.W.: 1.30 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 410.0mm x 160.0mm (Front Panel)



67

KKKK----TEK-D410-OTB-KP-FNTEK-D410-OTB-KP-FNTEK-D410-OTB-KP-FNTEK-D410-OTB-KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 108 keys IP65 rated compact format industrial membrane keyboard with full keyboard
functionalities with integrated numeric keypad, IP68 dynamic washable 38mm optical trackball with 800 DPI
resolutions & function keys, foil-covered aluminum front plate is mounted flush with durable polyester withstand to
most chemicals and liquids under the harshest environments, with gold-on-gold metal dome key switch technology
with short stroke 0.45mm with tactile feeling for reliable data input, with anti-microbial keyboard surface, Clean key
for easy cleaning without needing to take out the keyboard from PC, top panel mounted.

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:
� The foil-covered aluminum front plate is mounted flush for easy cleaning. The polyester front foil is wear-and

tear-resistant and can withstand most chemicals and liquids. The keyboard is protected against dust, dirt,
grease and liquids to IP65/NEMA4 and is available in PS/2 and USB versions. Custom keyboard layouts or
imprints are available upon request.

� This keyboard is available in different keyboard layouts with IP68 optical trackball. This stylish, yet rugged
medical keyboard is ideal for any application requiring a rugged enclosure and low profile.

Product Name IP Rate

K-TEK-D410-OTB-KP-FN Keyboard; IP68 optical trackball; Numeric Keypad; Function keys PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 108

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit

CLEAN KEY

� G.W.G.W.G.W.G.W.:::: 1.60 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 410.0mm x 160.0mm (Front Panel)
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TEK-D410TP-KP-FNTEK-D410TP-KP-FNTEK-D410TP-KP-FNTEK-D410TP-KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 108 keys IP65 rated industrial membrane keyboard with full keyboard functionalities with

integrated numeric keypad, sealed & ruggedized tough touchpad & function keys, foil-covered
aluminum front plate is mounted flush with durable polyester withstand to most chemicals and
liquids under the harshest environments, with gold-on-gold metal dome key switch technology
with short stroke 0.45mm with tactile feeling for reliable data input, with anti-microbial keyboard
surface, Clean key for easy cleaning without needing to take out the keyboard from PC, top panel
mounted. .

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:
� The foil-covered aluminum front plate is mounted flush for easy cleaning. The polyester front foil is wear-and

tear-resistant and can withstand most chemicals and liquids. The keyboard is protected against dust, dirt,
grease and liquids to IP65/NEMA4 and is available in PS/2 and USB versions. Custom keyboard layouts or
imprints are available upon request.

� This keyboard is available in different keyboard layouts with integrated capacitive touchpad. This stylish, yet
rugged medical keyboard is ideal for any application requiring a rugged enclosure and low profile

Product Name IP Rate

K-TEK-D410TP-KP-FN Keyboard; touchpad; Numeric Keypad; Function keys PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 108

� Clean key

-Prevents data from being sent while the keyboard is wiped

down, allowing user to clean at any interval with minimal

downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN

KEY

� G.W.G.W.G.W.G.W.:::: 1.30 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 410.0mm x 160.0mm (Front Panel)
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K-TEK-D275TP-FN-DTK-TEK-D275TP-FN-DTK-TEK-D275TP-FN-DTK-TEK-D275TP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 89 keys IP65 rated industrial membrane keyboard with full keyboard functionalities with sealed &
ruggedized tough touchpad, F1,F2,F3,F4...F12 function keys, foil-covered aluminum front plate is mounted flush
with durable polyester withstand to most chemicals and liquids under the harshest environments, with
gold-on-gold metal dome key switch technology with short stroke 0.45mm with tactile feeling, with anti-microbial
keyboard surface, Clean key for easy cleaning without needing to take out the keyboard from PC, mounting
movable desk top version with robust polycarbonate case.

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:

� The foil-covered aluminum front plate is mounted flush for easy cleaning. The polyester front foil is wear-and
tear-resistant and can withstand most chemicals and liquids. The keyboard is protected against dust, dirt,
grease and liquids to IP65/NEMA4 and is available in PS/2 and USB versions. Custom keyboard layouts or
imprints are available upon request.

� This keyboard is available in different keyboard layouts with integrated capacitive touchpad. This stylish, yet
rugged medical keyboard is ideal for any application requiring a rugged enclosure and low profile.

Product Name IP Rate

K-TEK-D275KP-FN-DT Keyboard; Numeric Keypad; Function keys ; desktop version PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request
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K-TEK-D321KP-FN-DTK-TEK-D321KP-FN-DTK-TEK-D321KP-FN-DTK-TEK-D321KP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 107 keys IP65 rated compact format industrial membrane keyboard with integrated numeric keypad and function
keys, foil-covered aluminum front plate and around sides are mounted flush with durable polyester withstand to most chemicals and
liquids under the harshest environments, with gold-on-gold metal dome key switch technology with short stroke 0.45mm with tactile
feeling for reliable data input, with anti-microbial keyboard surface, Clean key for easy cleaning without needing to take out the
keyboard from PC, movable stand alone desktop version.

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:

� The foil-covered aluminum front plate is mounted flush for easy cleaning. The polyester front foil is wear-and tear-resistant and
can withstand most chemicals and liquids. The keyboard is protected against dust, dirt, grease and liquids to IP65/NEMA4 and is
available in PS/2 and USB versions. Custom keyboard layouts or imprints are available upon request.
� This keyboard is available in different keyboard layouts with integrated capacitive touchpad. This stylish, yet rugged medical
keyboard is ideal for any application requiring a rugged enclosure and low profile.

Product Name IP Rate

K-TEK-D321KP-FN-DT Keyboard; Numeric Keypad; Function keys ; desktop version PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 107

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN

KEY

� G.W.G.W.G.W.G.W.:::: 1.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 355.0mm x 139.0mm(Front Panel)
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K-TEK-D321TP-KP-FN-DTK-TEK-D321TP-KP-FN-DTK-TEK-D321TP-KP-FN-DTK-TEK-D321TP-KP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 1057 keys IP65 rated compact format industrial membrane keyboard with sealed and ruggedized touch-pad, with

integrated numeric keypad and function keys, foil-covered aluminum front plate and around sides are mounted flush
with durable polyester withstand to most chemicals and liquids under the harshest environments, with gold-on-gold
metal dome key switch technology with short stroke 0.45mm with tactile feeling for reliable data input, with
anti-microbial keyboard surface,with Clean key for easy cleaning without needing to take out the keyboard from PC,
movable stand alone desktop version.

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:

� The foil-covered aluminum front plate is mounted flush for easy cleaning. The polyester front foil is wear-and tear-resistant and
can withstand most chemicals and liquids. The keyboard is protected against dust, dirt, grease and liquids to IP65/NEMA4 and
is available in PS/2 and USB versions. Custom keyboard layouts or imprints are available upon request.

� This keyboard is available in different keyboard layouts with integrated capacitive touchpad. This stylish, yet rugged medical
keyboard is ideal for any application requiring a rugged enclosure and low profile.

Product Name IP Rate

K-TEK-D321TP-KP-FN -DT Keyboard; Touchpad; Numeric Keypad; Function keys ,Desktop version PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 107

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN

KEY

� G.W.G.W.G.W.G.W.:::: 1.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 355.0mm x 139.0mm(Front Panel)
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KKKK-TEK-D396TP-KP-FN-DT-TEK-D396TP-KP-FN-DT-TEK-D396TP-KP-FN-DT-TEK-D396TP-KP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 108 keys IP68 rated industrial membrane keyboard with full keyboard functionalities with

integrated numeric keypad, sealed & ruggedized tough touchpad & function keys, foil-covered
aluminum front plate is mounted flush with durable polyester withstand to most chemicals and
liquids under the harshest environments, integrated sealed & ruggedized touchpad, with
gold-on-gold metal dome key switch technology with short stroke 0.45mm with tactile feeling
for reliable data input, with anti-microbial keyboard surface, Clean key for easy cleaning without
needing to take out the keyboard from PC, mountable mounting desk top version with robust
polycarbonate case.

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:
� Keyboard provides full-size versatility in a rugged, compact design, rugged construction for reliable

functionality.
� The keyboard lacks the crevices found between the keys of a regular keyboard, which is protected against

dust, dirt, grease and corrosive liquids to NEMA 4X, which means it can withstand directed hose water,
disinfectants, environmental contaminants and heavy industrial use.

� Special dura-coating for excellent mechanical and chemical resistance
� With firm tactile key feel, 0.45mm key travel.
� Integrated touchpad.
� Integrated numeric keypad.
� Optical IP68 trackball mouse available
� Ease of customizing with multiple languages, to accommodate foreign or custom variants.
� PS/2, USB connection cables that plug directly into computer like keyboard operations.
� Enclosure: polystyrene, ABS Polycarbonate Case
� Low-profile keys for easy cleaning
� Key life: 3 millions

Product Name IP Rate

K-TEK-D396TP-KP-FN-DT
Keyboard; Touchpad; Numeric Keypad; Function keys;

Mounting Desk Top keyboard

PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 108

� Clean key

-Prevents data from being sent while the keyboard is wiped down,

allowing user to clean at any interval with minimal downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN KEY

� G.W.:G.W.:G.W.:G.W.: 1.30 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 396.0mm x 150.0mm x 27.0mm(L x W x H)
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K-TEK-D396-OTB-KP-FN-DTK-TEK-D396-OTB-KP-FN-DTK-TEK-D396-OTB-KP-FN-DTK-TEK-D396-OTB-KP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 108 keys IP68 rated industrial membrane keyboard with full keyboard functionalities with
integrated numeric keypad, IP68 washable optical trackball & function keys, foil-covered aluminum front plate is
mounted flush with durable polyester withstand to most chemicals and liquids under the harshest environments,
with gold-on-gold metal dome key switch technology with short stroke 0.45mm with tactile feeling for reliable data
input, with anti-microbial keyboard surface, Clean key for easy cleaning without needing to take out the keyboard
from PC, mountable desk top version with robust polycarbonate case.

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:
� Keyboard provides full-size versatility in a rugged, compact design, rugged construction for reliable

functionality.
� The keyboard lacks the crevices found between the keys of a regular keyboard, which is protected against

dust, dirt, grease and corrosive liquids to NEMA 4X, which means it can withstand directed hose water,
disinfectants, environmental contaminants and heavy industrial use.

� Clean key
� -Prevents data from being sent while the keyboard is wiped down, allowing user to clean at any interval with

minimal downtime
� -User is notified of ‘lock down mode’ by brightly lit CLEAN KEY
� Special dura-coating for excellent mechanical and chemical resistance
� Surface touch-key,
� Optical IP68 trackball mouse available
� Integrated numeric keypad.
� Ease of customizing with multiple languages, to accommodate foreign or custom variants.
� PS/2, USB connection cables that plug directly into computer like keyboard operations.
� Enclosure: polystyrene, ABS Polycarbonate Case
� Low-profile keys for easy cleaning
� Key life: 3 millions

Product Name IP Rate

K-TEK-D396-OTB-KP-FN-DT
Keyboard; IP68 Trackball; Numeric Keypad; Function keys; Mounting Desk Top

keyboard

PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 108

� Clean key

-Prevents data from being sent while the keyboard is wiped

down, allowing user to clean at any interval with minimal

downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN

KEY

� G.W.G.W.G.W.G.W.:::: 1.40 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 396.0mm x 150.0mm x 27.0mm (L x W x H)
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K-TEK-D399KP-FN-DTK-TEK-D399KP-FN-DTK-TEK-D399KP-FN-DTK-TEK-D399KP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 107 keys IP68 rated industrial membrane keyboard with integrated numeric keypad & function

keys, foil-covered aluminum front plate is mounted flush with durable polyester withstand to
most chemicals and liquids under the harshest environments, with gold-on-gold metal dome
key switch technology with short stroke 0.45mm with tactile feeling for reliable data input, with
anti-microbial keyboard surface, Clean key for easy cleaning without needing to take out the
keyboard from PC, movable stand alone desk top version with robust polycarbonate case.

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:
� Keyboard provides full-size versatility in a rugged, compact design, rugged construction for reliable

functionality.
� The keyboard lacks the crevices found between the keys of a regular keyboard, which is protected against

dust, dirt, grease and corrosive liquids to NEMA 4X, which means it can withstand directed hose water,
disinfectants, environmental contaminants and heavy industrial use.

� Special dura-coating for excellent mechanical and chemical resistance
� With firm tactile key feel, 0.45mm key travel.
� Integrated numeric keypad.
� Ease of customizing with multiple languages, to accommodate foreign or custom variants.
� PS/2, USB connection cables that plug directly into computer like keyboard operations.
� Enclosure: polystyrene, ABS Polycarbonate Case
� Low-profile keys for easy cleaning
� Key life: 3 millions

Product Name IP Rate

K-TEK-D399KP-FN-DT Keyboard; Numeric Keypad; Function keys; Desk Top keyboard PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 107

� Clean key

-Prevents data from being sent while the keyboard is wiped

down, allowing user to clean at any interval with minimal

downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN KEY

� G.WG.WG.WG.W.:.:.:.: 1.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 399.0mm x 150.0mm x 20.0mm(L x W x H)
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K-TEK-D399TP-KP-FN-DTK-TEK-D399TP-KP-FN-DTK-TEK-D399TP-KP-FN-DTK-TEK-D399TP-KP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 108 keys IP68 rated industrial membrane keyboard with full keyboard functionalities, with

integrated numeric keypad, sealed & ruggedized tough touchpad & function keys, foil-covered
aluminum front plate is mounted flush with durable polyester withstand to most chemicals and
liquids under the harshest environments, with gold-on-gold metal dome key switch technology
with short stroke 0.45mm with tactile feeling for reliable data input, with anti-microbial
keyboard surface, Clean key for easy cleaning without needing to take out the keyboard from
PC, movable stand alone desk top version with robust polycarbonate case.

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:
� Keyboard provides full-size versatility in a rugged, compact design, rugged construction for reliable

functionality.
� The keyboard lacks the crevices found between the keys of a regular keyboard, which is protected against

dust, dirt, grease and corrosive liquids to NEMA 4X, which means it can withstand directed hose water,
disinfectants, environmental contaminants and heavy industrial use.

� Special dura-coating for excellent mechanical and chemical resistance
� With firm tactile key feel, 0.45mm key travel.
� Integrated touchpad.
� Integrated numeric keypad.
� Ease of customizing with multiple languages, to accommodate foreign or custom variants.
� PS/2, USB connection cables that plug directly into computer like keyboard operations.
� Enclosure: polystyrene, ABS Polycarbonate Case
� Low-profile keys for easy cleaning
� Key life: 3 millions

Product Name IP Rate

K-TEK-D399TP-KP-FN-DT Keyboard; Touchpad; Numeric Keypad; Function keys; Desk Top keyboard PS/2; USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 108

� Clean key

-Prevents data from being sent while the keyboard is wiped

down, allowing user to clean at any interval with minimal

downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN

KEY

� G.W.G.W.G.W.G.W.:::: 1.30 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 399.0mm x 150.0mm x 20mm (L x W x H)
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IPIPIPIP 65/IP65/IP65/IP65/IP68686868 INDUSTRIALINDUSTRIALINDUSTRIALINDUSTRIAL SILICONESILICONESILICONESILICONE KEYBOARDKEYBOARDKEYBOARDKEYBOARD
MAINMAINMAINMAIN FEATUREFEATUREFEATUREFEATURE

• keyboard with NVIS-compliant red adjustable backlighting optional, while NVIS backlighting makes this
keyboard ideal for aviation or vehicle applications where night vision goggles are necessary.

• Keyboard provides full-size versatility in a rugged, compact design, rugged construction for reliable
functionality

• The keyboard lacks the crevices found between the keys of a regular keyboard, which is protected against
dust, dirt, grease and corrosive liquids to NEMA 4X, which means it can withstand directed hose water,
disinfectants, environmental contaminants and heavy industrial use.

• Special dura-coating for excellent mechanical and chemical resistance
• Clean key

-Prevents data from being sent while the keyboard is wiped down, allowing user to clean at any interval
with minimal downtime
-User is notified of ‘lock down mode’ by brightly lit CLEAN KEY

• With firm tactile key feel, 1.5mm key travel.
• Integrated numeric keypad.
• Optical IP68 mouse available
• Ease of customizing with multiple languages, to accommodate foreign or custom variants.
• PS/2, USB connection cables that plug directly into computer like keyboard operations.

MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA
• Key top style: Protuberant rectangular keys with tactile feeling.
• Touchpad cover: Composite
• More than Lifetime 10 million strokes
• Mutual Capacitance sensing
• X/Y position sensing resolution: 40 counts/mm
• X/Y position reporting: Relative
• Output (self-detectable depending on cable): PS2 or USB
• Tracking speed: Maximum 1,016 m/sec
• Power supply voltage: 5 VDC ±0.25V
• Current rating (active mode): 17 mA
• Switch life: more than 10 million of operations.
• Cable Length: 2.5m

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA
• Supply Voltage: +5V DC +/-5%
• Current Rating:

PS2: keyboard with 210mA@5V (from keyboard port)
USB: 220mA@5V (from CPU port)

• EMC Standard: It is compliance with the council EMC directive 89/336/EEC EN55022:
1988+A1:2000+A2:2003 EN55024: 1988+A1: 2001+A2:2003

• Emission: EN 50081-1
• Immunity: EN 50082-1
• Lifespan> 3 years
• Switch Contact Material: Carbon-on-Gold key switch technology with gold PCB.
• Interface: PS2, USB available.
• OS:OS:OS:OS: Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX
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ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY

• Operating temperature:-30oC to +65oC
• Storage temperature: :-40oC to +65oC
• Humidity: 100%
• Atmospheric pressure: 60-106Kpa
•••• Shock: 3x11 ms pulses of 50g on each of 3 axes
•••• Vibration:::: POWER SPECTRAL DENSITY: 0.04g/Hz, FREQUENCY RANGE: 20Hz - 2kHz, DURATION OF

TEST PER AXIS: 3 hours
•••• Flammability

PRINTED CIRCUIT BOARD: 94 VO
SILICONE OVERLAY: 94 HB
INTERFACE CABLE: 94 V

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
•••• RoHSRoHSRoHSRoHS Compliant,Compliant,Compliant,Compliant, CECECECE andandandand FCC,ESDFCC,ESDFCC,ESDFCC,ESD
• ProtectionProtectionProtectionProtection Level:Level:Level:Level: IP68,IP68,IP68,IP68, NEMANEMANEMANEMA 6P6P6P6P
• Key Lifespan >10 million actuations
• MTBF >50000H
• MTTR <30min
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K-TEK-M270FN-DTK-TEK-M270FN-DTK-TEK-M270FN-DTK-TEK-M270FN-DT
DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION: IP68 rated ruggedized industrial silicone rubber keyboard with 83 keys, 12 function keys and
carbon-on-gold key switch technology with stroke 1.50mm, with durable coating & antimicrobial keyboard surface
withstand to most chemicals and liquids under harsh environment, Clean key for easy cleaning, stand alone desk
top version with sealed aluminum back plate with sand blasting & oxygenation surface treatment, adjustable
industrial backlight optional.

Product Name IP Rate

K-TEK-M270FN-DT Keyboard; Function keys; Desk top keyboard PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 83838383

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN

KEY

� G.W.G.W.G.W.G.W.:::: 1.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 304.40mm x 195.8mm x 47.3(22.3)



79

K-TEK-M270FN-OEMK-TEK-M270FN-OEMK-TEK-M270FN-OEMK-TEK-M270FN-OEM
DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION: IP65 rated ruggedized industrial silicone rubber keyboard with 83 keys, 12 function keys and
carbon-on-gold key switch technology with stroke 1.50mm, tactile feedback,with durable coating & antimicrobial
keyboard surface withstand to most chemicals and liquids under harsh environment, Clean key for easy cleaning,
front panel mounting solution, adjustable industrial backlight optional.

Product Name IP Rate

K-TEK-M270FN-OEM Keyboard; Function keys; Front panel mounting solution PS2/USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 83838383

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN

KEY

� G.W.G.W.G.W.G.W.:::: 0.80 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 304.40mm x 195.8mm x 47.3(22.3)
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K-TEK-M275-OTB-FN-DTK-TEK-M275-OTB-FN-DTK-TEK-M275-OTB-FN-DTK-TEK-M275-OTB-FN-DT
DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION: IP68 rated ruggedized industrial silicone rubber keyboard with full keyboard functionalities with
92 keys, IP68 dynamic rated optical trackball module with 800 DPI resolutions, function keys and carbon-on-gold
key switch technology with stroke 1.50mm, with durable coating & antimicrobial keyboard surface withstand to
most chemicals and liquids under harsh environment, Clean key for easy cleaning, mountable desk top version
with robust polycarbonate case, adjustable industrial backlight optional.

Product Name IP Rate

K-TEK-M275-OTB-FN-DT Keyboard; Trackball; Function keys; Desk top keyboard PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 92929292

� Clean key

-Prevents data from being sent while the keyboard is wiped

down, allowing user to clean at any interval with minimal

downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN KEY

� G.W.G.W.G.W.G.W.:::: 1.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 304.40mm x 195.8mm x 47.3(22.3)
(L x W x H)
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K-TEK-MK-TEK-MK-TEK-MK-TEK-M275TP-FN-DT275TP-FN-DT275TP-FN-DT275TP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 89 keys IP68 rated compact format ruggedized industrial silicone rubber keyboard with full

keyboard functionalities with sealed & ruggedized tough touchpad, integrated numeric keypad &
function keys, with carbon-on-gold key switch technology with stroke 1.50mm, tactile feed back,
with durable coating & antimicrobial keyboard surface resistant to most chemicals and corrosive
liquids, Clean key for easy cleaning, wall mounting desk top version with robust polycarbonate
case, adjustable industrial backlight optional, wired and wireless optional.

Product Name IP Rate

K-TEK-M275TP-FN-DT Keyboard; Touchpad; Function keys; Desk top keyboard PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 89

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit

CLEAN KEY

� G.W.G.W.G.W.G.W.:::: 1.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 304.40mm x 195.8mm x 47.3(22.3)
（L x W x H)
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K-TEK-MK-TEK-MK-TEK-MK-TEK-M275TP-FN-OEM275TP-FN-OEM275TP-FN-OEM275TP-FN-OEM
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 89 keys IP65 dynamic rated ruggedized industrial silicone rubber keyboard with full keyboard

functionalities with sealed & ruggedized tough touchpad, integrated numeric keypad & function
keys, with carbon-on-gold key switch technology with stroke 1.50mm, tactile feedback, with
durable coating & antimicrobial keyboard surface resistant to most chemicals and corrosive
liquids, Clean key for easy cleaning without taking out from PC, front panel mounting solution,
adjustable industrial backlight optional, Industrial level keyboard and Military level keyboard
optional.

Product Name IP Rate

K-TEK-M275TP-FN-OEM Keyboard; Touchpad; Function keys PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 89

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit

CLEAN KEY

� G.W.G.W.G.W.G.W.:::: 0.800.800.800.80 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 275.0mm x 167.60mm (L x W )
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K-TEK-M368-OTB-FN-DTK-TEK-M368-OTB-FN-DTK-TEK-M368-OTB-FN-DTK-TEK-M368-OTB-FN-DT
DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION: IP68 rated ruggedized industrial silicone rubber keyboard with full keyboard functionalities with
86keys, IP68 dynamic rated 12mm optical trackball module with 400 DPI resolutions, function keys and
carbon-on-gold key switch technology with stroke 1.50mm, with durable coating & antimicrobial keyboard surface
withstand to most chemicals and liquids under harsh environment, Clean key for easy cleaning, mountable desk
top version with robust polycarbonate case, adjustable industrial backlight optional.

Product Name IP Rate

K-TEK-M3 68-OTB-FN-DT Keyboard; Optical trackball; Function keys; Desk top keyboard PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 86

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval

with minimal downtime

-User is notified of ‘lock down mode’ by brightly lit

CLEAN KEY

� G.W.G.W.G.W.G.W.:::: 1.31.31.31.30000 kgs

� Dimensions:Dimensions:Dimensions:Dimensions:368.0mm x 142.90mm x 31.0mm

(L x W x H)
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K-TEK-M375KP-FN-DTK-TEK-M375KP-FN-DTK-TEK-M375KP-FN-DTK-TEK-M375KP-FN-DT
DDDDESCRIPTION:ESCRIPTION:ESCRIPTION:ESCRIPTION: IP68 rated ruggedized industrial silicone rubber keyboard with 106 keys, integrated numeric

keypad, function keys and carbon-on-gold key switch technology with stroke 1.50mm, with durable
coating & antimicrobial keyboard surface withstand to most chemicals and liquids under harsh
environment, Clean key for easy cleaning, movable stand alone desk top version, adjustable
industrial backlight optional.

APPLICATIONS:APPLICATIONS:APPLICATIONS:APPLICATIONS:
This keyboard provides full-size versatility in a rugged, compact design with the added convenience of an
integrated numeric keypad. For working in low-light areas, it is also available with optional LED backlighting.
Engineered for NEMA 4X protection from dust, water and corrosive liquids. This keyboard is ideal for use in
environments ranging from manufacturing to material handling to medical settings. Its numeric pad allows for
easy data entry.

� MEDICAL:::: lab, hospital, clinic, dental, such as carts, diagnostic equipments, operation rooms, dialysis centers

etc;

� MATERIAL HANDLING:::: mobile keyboard, data entry, assembly line etc

� MILITARY:::: Army, Navy, Air force

� INDUSTRIAL:::: Industrial automation, pharmaceutical, oil and gas, food and beverage, clean or dirty

manufacturing environments, warehouses

� OTHER INDUSTRIES

Product Name IP Rate

K-TEK-M375KP-FN-DT Keyboard; Numeric Keypad; Function keys; Desk top keyboard PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 106

� Clean key

-Prevents data from being sent while the keyboard is wiped down,

allowing user to clean at any interval with minimal downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN KEY

� G.W.G.W.G.W.G.W.:::: 1.80 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: .379.0mmx142.8mmx15.5mm(L x W x H)
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K-TEK-M376KP-FN-DTK-TEK-M376KP-FN-DTK-TEK-M376KP-FN-DTK-TEK-M376KP-FN-DT
DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION: IP68 rated ruggedized industrial silicone rubber keyboard with full keyboard functionalities with
119 keys, integrated numeric keypad, 24 function keys and carbon-on-gold key switch technology with stroke
1.50mm, with durable coating & antimicrobial keyboard surface withstand to most chemicals and liquids under
harsh environment, Clean key for easy cleaning, stand alone desk top version with sealed aluminum back plate
with sand blasting & oxygenation surface treatment, adjustable industrial backlight optional.

APPLICATIONS:APPLICATIONS:APPLICATIONS:APPLICATIONS:
This keyboard provides full-size versatility in a rugged, compact design with the added convenience of an
integrated numeric keypad. For working in low-light areas, it is also available with optional LED backlighting.
Engineered for NEMA 4X protection from dust, water and corrosive liquids. This keyboard is ideal for use in
environments ranging from manufacturing to material handling to medical settings. Its numeric pad allows for easy
data entry.
MEDICAL: lab, hospital, clinic, dental, such as carts, diagnostic equipments, operation rooms, dialysis centers etc;
MATERIAL HANDLING: mobile keyboard, data entry, assembly line etc
MILITARY: Army, Navy, Air force
INDUSTRIAL: Industrial automation, pharmaceutical, oil and gas, food and beverage, clean or dirty manufacturing
environments, warehouses
OTHER INDUSTRIES

Product Name IP Rate

K-TEK-M375KP-FN-DT Keyboard; Numeric Keypad; Function keys; Desk top keyboard PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 119

� Clean key

-Prevents data from being sent while the keyboard is wiped

down, allowing user to clean at any interval with minimal

downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN

KEY

� G.W.G.W.G.W.G.W.:::: 1.60 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 376.0mm x 170.0mm x 18.0mm (L x W x H)
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K-TEK-M390KP-FN-DTK-TEK-M390KP-FN-DTK-TEK-M390KP-FN-DTK-TEK-M390KP-FN-DT
DDDDESCRIPTION:ESCRIPTION:ESCRIPTION:ESCRIPTION: IP68 rated ruggedized industrial silicone rubber keyboard with 106 keys, integrated numeric

keypad, function keys and carbon-on-gold key switch technology with stroke 1.50mm, with durable
coating & antimicrobial keyboard surface withstand to most chemicals and liquids under harsh
environment, Clean key for easy cleaning, movable stand alone desk top version with sealed
5.0mm aluminum back plate with sand blasting & oxygenation surface treatment, adjustable
industrial backlight optional.

APPLICATIONS:APPLICATIONS:APPLICATIONS:APPLICATIONS:
This keyboard provides full-size versatility in a rugged, compact design with the added convenience of an integrated numeric

keypad. For working in low-light areas, it is also available with optional LED backlighting. Engineered for NEMA 4X protection

from dust, water and corrosive liquids. This keyboard is ideal for use in environments ranging from manufacturing to material

handling to medical settings. Its numeric pad allows for easy data entry.

� MEDICAL:::: lab, hospital, clinic, dental, such as carts, diagnostic equipments, operation rooms, dialysis centers etc;

� MATERIAL HANDLING:::: mobile keyboard, data entry, assembly line etc

� MILITARY:::: Army, Navy, Air force

� INDUSTRIAL:::: Industrial automation, pharmaceutical, oil and gas, food and beverage, clean or dirty manufacturing environments,

warehouses

� OTHER INDUSTRIES

Product Name IP Rate

K-TEK-M390KP-FN-DT Keyboard; Numeric Keypad; Function keys; Desk top keyboard PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 106

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN

KEY

� Enclosure: industrial silicone, Aluminum (rear side).

� G.W.G.W.G.W.G.W.:::: 1.40 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 390.0mm x 159.0mm x 19.0mm (L x W x H)
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K-TEK-M399KP-FN-DTK-TEK-M399KP-FN-DTK-TEK-M399KP-FN-DTK-TEK-M399KP-FN-DT
DDDDESCRIPTION:ESCRIPTION:ESCRIPTION:ESCRIPTION: IP68 rated ruggedized industrial silicone rubber keyboard with 106 keys, integrated numeric

keypad, function keys and carbon-on-gold key switch technology with stroke 1.50mm, with durable coating &

antimicrobial keyboard surface withstand to most chemicals and liquids under harsh environment, Clean key for

easy cleaning, movable stand alone desk top version with robust polycarbonate case, adjustable industrial

backlight optional.

APPLICATIONS:APPLICATIONS:APPLICATIONS:APPLICATIONS:
This keyboard provides full-size versatility in a rugged, compact design with the added convenience of an
integrated numeric keypad. For working in low-light areas, it is also available with optional LED backlighting.
Engineered for NEMA 4X protection from dust, water and corrosive liquids. This keyboard is ideal for use in
environments ranging from manufacturing to material handling to medical settings. Its numeric pad allows for
easy data entry.

� MEDICAL:::: lab, hospital, clinic, dental, such as carts, diagnostic equipments, operation rooms, dialysis centers

etc;

� MATERIAL HANDLING:::: mobile keyboard, data entry, assembly line etc

� MILITARY:::: Army, Navy, Air force

� INDUSTRIAL:::: Industrial automation, pharmaceutical, oil and gas, food and beverage, clean or dirty

manufacturing environments, warehouses

� OTHER INDUSTRIES

Product Name IP Rate

K-TEK-M399KP-FN-DT Keyboard; Numeric Keypad; Function keys; Desk top keyboard PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 106

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN

KEY

� Enclosure: industrial silicone, Aluminum (rear side).

� G.W.:G.W.:G.W.:G.W.: 1.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 399.0mm x 155.0mm x 20.0mm (L x W x H)
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K-TEK-MK-TEK-MK-TEK-MK-TEK-M379-OTB-KP-FN-OEM379-OTB-KP-FN-OEM379-OTB-KP-FN-OEM379-OTB-KP-FN-OEM
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 dynamic rated ruggedized industrial silicone rubber keyboard with full keyboard

functionalities with 120 keys, integrated numeric keypad and 24 FN keys, 25mm IP68 dynamic
rated washable optical trackball module with 800 DPI resolutions, function keys, with
carbon-on-gold key switch technology with stroke 1.50mm with tactile feeling, with durable
coating & antimicrobial keyboard surface withstand to most chemicals and liquids under harsh
environment, Clean key for easy cleaning, top silicone rubber tightly sealed with robust
polycarbonate frame with top panel mounted solution, adjustable industrial backlight optional.
(Industrial level and Military level optional).

Product Name IP Rate

K-TEK-M379-OTB-KP-FN-OEM
Keyboard; IP68 dynamic optical trackball with 800 DPI resolution;

Numeric Keypad, Function keys;

PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 120

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit

CLEAN KEY

� G.W.G.W.G.W.G.W.:::: 1.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 379.00mm x 169.00mm (L x W)
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K-TEK-MK-TEK-MK-TEK-MK-TEK-M379-OTB-KP-FN379-OTB-KP-FN379-OTB-KP-FN379-OTB-KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 dynamic rated ruggedized industrial silicone rubber keyboard with full keyboard

functionalities with 120 keys, integrated numeric keypad and 24 FN keys, 25mm IP68 dynamic
rated optical trackball module with 800 DPI resolutions, function keys, with carbon-on-gold key
switch technology with stroke 1.50mm with tactile feeling, with durable coating & antimicrobial
keyboard surface withstand to most chemicals and liquids under harsh environment, Clean key
for easy cleaning, top panel mounted with plastic frame sealed with top ruggedized industrial
silicone cover, adjustable industrial backlight optional.

Product Name IP Rate

K-TEK-M379--OTB-KP-FN
Keyboard; IP68 dynamic optical trackball with 800 DPI resolution;

Numeric Keypad, Function keys

PS/2;USB IP6 5 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 120

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit

CLEAN KEY

� G.W.G.W.G.W.G.W.:::: 1.30 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 379.0mm x 169.0mm( L x W)
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K-TEK-K-TEK-K-TEK-K-TEK-M379TP-KP-FN-OEMM379TP-KP-FN-OEMM379TP-KP-FN-OEMM379TP-KP-FN-OEM
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 dynamic rated ruggedized industrial silicone rubber keyboard with full keyboard

functionalities with 120 keys, integrated numeric keypad and 24 FN keys, sealed & ruggedized
tough touchpad, function keys, with carbon-on-gold key switch technology with stroke 1.50mm
with tactile feeling, with durable coating & antimicrobial keyboard surface withstand to most
chemicals and liquids under harsh environment, Clean key for easy cleaning, top silicone rubber
tightly sealed with robust polycarbonate frame with top panel mounted solutions , adjustable
industrial backlight optional.

Product Name IP Rate

K-TEK-M379TP-KP-FN-OEM Keyboard; Numeric Keypad; Touchpad; Function keys PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 120

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit

CLEAN KEY

� G.W.G.W.G.W.G.W.:::: 0.80 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 379.00mm x 167.00mm ( L x W )
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K-TEK-MK-TEK-MK-TEK-MK-TEK-M379TP-KP-FN379TP-KP-FN379TP-KP-FN379TP-KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 dynamic rated ruggedized industrial silicone rubber keyboard with full keyboard

functionalities with 120 keys, integrated numeric keypad and 24 FN keys, sealed & ruggedized
tough touchpad, function keys, with carbon-on-gold key switch technology with stroke 1.50mm
with tactile feeling, with durable coating & antimicrobial keyboard surface withstand to most
chemicals and liquids under harsh environment, Clean key for easy cleaning, top silicone rubber
tightly sealed with robust polycarbonate frame with top panel mounted solutions , adjustable
industrial backlight optional.

Product Name IP Rate

K-TEK-M379TP-KP-FN Keyboard; Numeric Keypad; Touchpad; Function keys PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 120

� Clean key

-Prevents data from being sent while the keyboard is

wiped down, allowing user to clean at any interval with

minimal downtime

-User is notified of ‘lock down mode’ by brightly lit

CLEAN KEY

� G.W.G.W.G.W.G.W.:::: 1.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 389.3.0mm x 179.2.0mm(L x W )
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K-TEK-M390TP-KP-FN-DTK-TEK-M390TP-KP-FN-DTK-TEK-M390TP-KP-FN-DTK-TEK-M390TP-KP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP68 rated ruggedized industrial silicone rubber keyboard with full keyboard functionalities with
108 keys, integrated numeric keypad, sealed & ruggedized tough touchpad, function keys; with carbon-on-gold
key switch technology with stroke 1.50mm, with durable coating & antimicrobial keyboard surface withstand to
most chemicals and liquids under harsh environment, Clean key for easy cleaning, movable stand alone desk top
version with sealed 5.0mm aluminum back plate with sand blasting & oxygenation surface treatment, adjustable
industrial backlight optional.

APPLICATIONS:APPLICATIONS:APPLICATIONS:APPLICATIONS:
This keyboard provides full-size versatility in a rugged, compact design with the added convenience of an integrated numeric

keypad. For working in low-light areas, it is also available with optional LED backlighting. Engineered for NEMA 4X protection

from dust, water and corrosive liquids. This keyboard is ideal for use in environments ranging from manufacturing to material

handling to medical settings. Its numeric pad allows for easy data entry.

� MEDICAL:::: lab, hospital, clinic, dental, such as carts, diagnostic equipments, operation rooms, dialysis centers etc;

� MATERIAL HANDLING:::: mobile keyboard, data entry, assembly line etc

� MILITARY:::: Army, Navy, Air force

� INDUSTRIAL:::: Industrial automation, pharmaceutical, oil and gas, food and beverage, clean or dirty manufacturing environments,

warehouses
� OTHER INDUSTRIES

Product Name IP Rate

K-TEK-M390TP-KP-FN-DT Keyboard; Touchpad; Numeric Keypad; Function keys; Desk top keyboard PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 108

� Clean key

-Prevents data from being sent while the keyboard is wiped

down, allowing user to clean at any interval with minimal

downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN

KEY

� Enclosure: industrial silicone, Aluminum (rear side).

� G.W.G.W.G.W.G.W.:::: 1.50 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 390.0mm x 159.0mm x 19.0mm(L x W x H)
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K-TEK-M396TP-KP-FN-DTK-TEK-M396TP-KP-FN-DTK-TEK-M396TP-KP-FN-DTK-TEK-M396TP-KP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP68 rated ruggedized industrial silicone rubber keyboard with full keyboard functionalities with

108 keys, integrated numeric keypad, sealed & ruggedized tough touchpad, function keys and carbon-on-gold key

switch technology with stroke 1.50mm, with durable coating & antimicrobial keyboard surface withstand to most

chemicals and liquids under harsh environment, Clean key for easy cleaning, mountable desk top version with

robust polycarbonate case, adjustable industrial backlight optional.

APPLICATIONS:APPLICATIONS:APPLICATIONS:APPLICATIONS:
This keyboard provides full-size versatility in a rugged, compact design with the added convenience of an
integrated touchpad. For working in low-light areas, it is also available with optional LED backlighting.
Engineered for NEMA 4X protection from dust, water and corrosive liquids. This keyboard is ideal for use in
environments ranging from manufacturing to material handling to medical settings. Its large numeric pad
allows for easy data entry, while its robust polycarbonate case protects it against any hazardous
environment.

� MEDICAL:::: lab, hospital, clinic, dental, such as carts, diagnostic equipments, operation rooms, dialysis centers
etc;

� MATERIAL HANDLING:::: mobile keyboard, data entry, assembly line etc
� MILITARY:::: Army, Navy, Air force
� INDUSTRIAL:::: Industrial automation, pharmaceutical, oil and gas, food and beverage, clean or dirty

manufacturing environments, warehouses
� OTHER INDUSTRIES

Product Name IP Rate

K-TEK-M396TP-KP-FN-DT Keyboard; Touchpad; Numeric Keypad; Function keys; Mounting Desk top keyboard PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 108

� Clean key

-Prevents data from being sent while the keyboard is wiped

down, allowing user to clean at any interval with minimal

downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN

KEY

� Enclosure: industrial silicone, Aluminum (rear side).

� G.W.G.W.G.W.G.W.:::: 1.30 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 396.0mm x 149.3mm x 20.1mm (L x W x H)



94

K-TEK-M396-OTB-KP-FN-DTK-TEK-M396-OTB-KP-FN-DTK-TEK-M396-OTB-KP-FN-DTK-TEK-M396-OTB-KP-FN-DT
DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION: IP68 rated ruggedized industrial silicone rubber keyboard with full keyboard functionalities with
109 keys, integrated numeric keypad, IP68 dynamic rated 16mm optical trackball module with 800 DPI resolutions,
function keys and carbon-on-gold key switch technology with stroke 1.50mm, with durable coating & antimicrobial
keyboard surface withstand to most chemicals and liquids under harsh environment, Clean key for easy cleaning,
mountable desk top version with robust polycarbonate case, adjustable industrial backlight optional.

APPLICATIONS:APPLICATIONS:APPLICATIONS:APPLICATIONS:
MEDICAL: lab, hospital, clinic, dental, such as carts, diagnostic equipments, operation rooms, dialysis centers etc
MATERIAL HANDLING: mobile keyboard, data entry, assembly line etc
MILITARY: Army, Navy, Air force
INDUSTRIAL: Industrial automation, pharmaceutical, oil and gas, food and beverage, clean or dirty manufacturing
environments, warehouses

Product Name IP Rate

K-TEK-M396TB-KP-FN-DT Keyboard; Trackball; Numeric Keypad; Function keys ; Desk top version keyboard PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 109

� Clean key

-Prevents data from being sent while the keyboard is wiped

down, allowing user to clean at any interval with minimal

downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN KEY

� Enclosure: industrial silicone, Aluminum (rear side).

� G.W.G.W.G.W.G.W.:::: 1.50 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 396.0mm x 149.3mm x 20.1mm (L x W x H)
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K-TEK-M399TP-KP-FN-DTK-TEK-M399TP-KP-FN-DTK-TEK-M399TP-KP-FN-DTK-TEK-M399TP-KP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP68 rated ruggedized industrial silicone rubber keyboard with full keyboard functionalities with

108 keys, integrated numeric keypad, sealed & ruggedized tough touchpad, function keys; with carbon-on-gold

key switch technology with stroke 1.50mm, with durable coating & antimicrobial keyboard surface withstand to

most chemicals and liquids under harsh environment, Clean key for easy cleaning, standard alone desk top

version with robust polycarbonate case, adjustable industrial backlight optional.

APPLICATIONS:APPLICATIONS:APPLICATIONS:APPLICATIONS:
This keyboard provides full-size versatility in a rugged, compact design with the added convenience of an integrated

touchpad. For working in low-light areas, it is also available with optional LED backlighting. Engineered for NEMA 4X

protection from dust, water and corrosive liquids. This keyboard is ideal for use in environments ranging from manufacturing

to material handling to medical settings. Its large numeric pad allows for easy data entry, while its robust polycarbonate case

protects it against any hazardous environment.

� MEDICAL:::: lab, hospital, clinic, dental, such as carts, diagnostic equipments, operation rooms, dialysis centers etc;

� MATERIAL HANDLING:::: mobile keyboard, data entry, assembly line etc

� MILITARY:::: Army, Navy, Air force

� INDUSTRIAL:::: Industrial automation, pharmaceutical, oil and gas, food and beverage, clean or dirty manufacturing environments,

warehouses

� OTHER INDUSTRIES

Product Name IP Rate

K-TEK-M399TP-KP-FN-DT Keyboard; Touchpad; Numeric Keypad; Function keys; Desk top keyboard PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� NumberNumberNumberNumber ofofofof Keys:Keys:Keys:Keys: 108

� Clean key

-Prevents data from being sent while the keyboard is wiped

down, allowing user to clean at any interval with minimal

downtime

-User is notified of ‘lock down mode’ by brightly lit CLEAN

KEY

� Enclosure: industrial silicone, Aluminum (rear side).

� G.W.G.W.G.W.G.W.:::: 1.20 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 399.0mm x 155.0mm x 20.0mm(L x W x H)
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IP68IP68IP68IP68 MOUSEMOUSEMOUSEMOUSE

K-TEK-M64-OMS-DTK-TEK-M64-OMS-DTK-TEK-M64-OMS-DTK-TEK-M64-OMS-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: The 5 keys Waterproof, Hygienic Optical Mouse is specially designed for use in medical,

industrial and marine applications. The mouse is full sized and features a 5-buttons designed for
right & left clicking and scrolling up and down just like to a conventional non-waterproof mouse,
and it is a fully sealed IP68 and compatible with both USB and PS/2. This waterproof and chemical
resistant mouse can be disinfected with standard cleaners and disinfectants, alcohol and even
10% bleach solution. stand alone desk top version.

MAINMAINMAINMAIN FEATURESFEATURESFEATURESFEATURES ANDANDANDAND BENEFITSBENEFITSBENEFITSBENEFITS ::::
� Optical IP68 mouse
� No raised or recessed surfaces
� May be disinfected as part of an infection control program
� Suitable for moist and dusty environments
� Three extra buttons for effortless scroll up, scroll down & scroll lock
� Excellent soft-touch tactile key response
� Special Dura-coating for excellent mechanical and chemical resistance
� Cable Length: 2.5m
� G.W.: 0.5KGs
� Dimensions: 126.0mm x 63.5mm x 34.0mm (L x W x H)

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA

• Supply Voltage: +5V DC +/-5%
• Current Rating:

PS2: keyboard with 210mA@5V
USB: 220mA@5V (from CPU port)

• EMC Standard: It is compliance with the council EMC directive 89/336/EEC EN55022:
1988+A1:2000+A2:2003 EN55024: 1988+A1: 2001+A2:2003

• Emission: EN 50081-1
• Immunity: EN 50082-1
• Lifespan> 3 years
• Switch Contact Material: Gold-on-Gold key switch technology with gold PCB.
• Interface: PS2, USB available.
• OS:OS:OS:OS: Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX
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ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY

• Operating temperature:-30oC to +65oC
• Storage temperature: :-40oC to +65oC
• Humidity: 100%
• Atmospheric pressure: 60-106Kpa
•••• Flammability

PRINTED CIRCUIT BOARD: 94 VO
SILICONE OVERLAY: 94 HB
INTERFACE CABLE: 94 V

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
•••• RoHSRoHSRoHSRoHS Compliant,Compliant,Compliant,Compliant, CECECECE andandandand FCC,ESDFCC,ESDFCC,ESDFCC,ESD
• ProtectionProtectionProtectionProtection Level:Level:Level:Level: IP68,IP68,IP68,IP68, NEMANEMANEMANEMA 6P6P6P6P
• Key Lifespan >5 million actuations
• MTBF >50000H
• MTTR <30min
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K-TEK-M65-OMS-DTK-TEK-M65-OMS-DTK-TEK-M65-OMS-DTK-TEK-M65-OMS-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP68 rated Ruggedized Easily Cleaned Optical Mouse Designed for Medical Environments, with

durable coating & antimicrobial mouse surface withstand to most chemicals and liquids under
harsh environments, the smooth latex-free surface provides hypoallergenic advantages,
while eliminating nooks and crannies where bacteria can hide, and it is a fully sealed IP68
and compatible with both USB and PS2.

MAINMAINMAINMAIN FEATURESFEATURESFEATURESFEATURES ANDANDANDAND BENEFITSBENEFITSBENEFITSBENEFITS ::::
� Optical IP68 mouse
� No raised or recessed surfaces
� May be disinfected as part of an infection control program
� Surface is comprised of pliant silicone-based material
� The comfortable, ergonomic design features standard right and left button functionality.
� Excellent soft-touch tactile key response
� Special Dura-coating for excellent mechanical and chemical resistance
� Cable Length: 2.5m
� G.W.: 0.5KGs
� Dimensions: 111.5mm x 64.8mm x 36.31mm (L x W x H)

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA

• Supply Voltage: +5V DC +/-5%
• Current Rating:

PS2: keyboard with 210mA@5V
USB: 220mA@5V (from CPU port)

• EMC Standard: It is compliance with the council EMC directive 89/336/EEC EN55022:
1988+A1:2000+A2:2003 EN55024: 1988+A1: 2001+A2:2003
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• Emission: EN 50081-1
• Immunity: EN 50082-1
• Lifespan> 3 years
• Switch Contact Material: Gold-on-Gold key switch technology with gold PCB.
• Interface: PS2, USB available.
• OSOSOSOS::::Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY

• Operating temperature:-30oC to +65oC
• Storage temperature: :-40oC to +65oC
• Humidity: 100%
• Atmospheric pressure: 60-106Kpa
•••• Flammability

PRINTED CIRCUIT BOARD: 94 VO
SILICONE OVERLAY: 94 HB
INTERFACE CABLE: 94 V

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
•••• RoHSRoHSRoHSRoHS Compliant,Compliant,Compliant,Compliant, CECECECE andandandand FCC,ESDFCC,ESDFCC,ESDFCC,ESD
• ProtectionProtectionProtectionProtection Level:Level:Level:Level: IP68,IP68,IP68,IP68, NEMANEMANEMANEMA 6P6P6P6P
• Key Lifespan >5 million actuations
• MTBF >50000H
• MTTR <30min
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K-TEK-M66-OMS-DTK-TEK-M66-OMS-DTK-TEK-M66-OMS-DTK-TEK-M66-OMS-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP68 rated Ruggedized industrial silicone rubber mouse with gold-on-gold key switch technology

with short stroke 0.45mm for mouse buttons, with durable coating & antimicrobial mouse surface
withstand to most chemicals and liquids under harsh environments, stand alone desk top
version with sealed 5.0mm aluminum back plate with sand blasting & oxygenation surface
treatment, and it is a fully sealed IP68 and compatible with both USB and PS/2.

MAINMAINMAINMAIN FEATURESFEATURESFEATURESFEATURES ANDANDANDAND BENEFITSBENEFITSBENEFITSBENEFITS ::::
� Optical IP68 mouse
� Rugged construction with metal base plate
� 2 integrated Mouse buttons with short travel switches (Positive tactile feedback)
� Rugged construction for reliable functionality
� Special Dura-coating for excellent mechanical and chemical resistance
� Cable Length: 2.5m
� G.W.: 0.5KGs
� Dimensions: 66.0mm x 127.0mm x 33.0mm (L x W x H)

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA

• Supply Voltage: +5V DC +/-5%
• Current Rating:

PS2: keyboard with 210mA@5V
USB: 220mA@5V (from CPU port)

• EMC Standard: It is compliance with the council EMC directive 89/336/EEC EN55022:
1988+A1:2000+A2:2003 EN55024: 1988+A1: 2001+A2:2003

• Emission: EN 50081-1
• Immunity: EN 50082-1
• Lifespan> 3 years
• Switch Contact Material: Gold-on-Gold key switch technology with gold PCB.
• Interface: PS2, USB available.
• OS:OS:OS:OS: Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX
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ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY

• Operating temperature:-30oC to +65oC
• Storage temperature: :-40oC to +65oC
• Humidity: 100%
• Atmospheric pressure: 60-106Kpa
•••• Flammability

PRINTED CIRCUIT BOARD: 94 VO
SILICONE OVERLAY: 94 HB
INTERFACE CABLE: 94 V

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
•••• RoHSRoHSRoHSRoHS Compliant,Compliant,Compliant,Compliant, CECECECE andandandand FCC,ESDFCC,ESDFCC,ESDFCC,ESD
• ProtectionProtectionProtectionProtection Level:Level:Level:Level: IP68,IP68,IP68,IP68, NEMANEMANEMANEMA 6P6P6P6P
• Key Lifespan >5 million actuations
• MTBF >50000H
• MTTR <30min
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VANDALVANDALVANDALVANDAL PROOFPROOFPROOFPROOF IP65IP65IP65IP65 STAINLESSSTAINLESSSTAINLESSSTAINLESS STEELSTEELSTEELSTEEL KEYBOARDKEYBOARDKEYBOARDKEYBOARD

� Easily mounting into enclosure or panel, and is provided with PS/2, USB connection output cables that plug directly
into the host computer for normal keyboard operations.

� To prevent tampering, Ctrl-Alt-Delete (optional) and Windows keys (optional) are disabled, but creating an
alternative key combination which performs the same function as the CTL+ALT+DEL for servicing the
system(optional).

MAINMAINMAINMAIN FEATURESFEATURESFEATURESFEATURES
� Imposing stainless steel design, specially designed keyboards meet

the highest demands with regard to design, functionality, longevity
and high protection level. We design and manufacture complete
electronic modules including controller in close consultation with our
customers.

� Stainless steel fascia and key-tops guard willful destruction,
vandal-proof, against corrosion, weather-proof especially under
extreme climatic conditions, water proof/dirt proof, operation under
hostile environments.

� Waterproof execution according to degree of protection IP65 from
the front panel, the keyboard is sealed against the ingress or liquid
and dirt when mounted in a suitable enclosure.

� Internet friendly key layout, key-tops are laser-etched in legends and
characters for easy readability, long life to prevent lettering rub-off.

� Metal keys are protected against twisting and levering which can not
be dislodged from front, or defaced removing key covers.

� Ease of customizing with multiple languages, to accommodate
foreign or custom variants.

MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA
� Key:Key:Key:Key: super quality brushed stainless steel.
� KeyKeyKeyKeySize:Size:Size:Size:14.0mm x 14.0mm for normal keys, 14.0mm x 28.0mm for

enter key, 14.0mm x 100.0mm for space bar.
� KeyKeyKeyKey travel:travel:travel:travel: 2.00mm for long stroke (Model A) .

0.45mm for short stroke (Model B),
� SwitchSwitchSwitchSwitch life:life:life:life: more than 10 million (mode A) or 5 million (mode B) of operations.
� Stainless Steel Ball or Hardened Resin Ball both are available.
� ActuationActuationActuationActuation Force:Force:Force:Force:

Model A, 0.6N+/-0.1N for key 14mm x 14mm (pressure point)
1.2N+/-0.1N for key 14mm x 28mm (pressure point).

Model B, 2N+/-0.1N for key 14mm x 14mm (pressure point),
4N+/-0.1N for key 14mm x 28mm (pressure point).

� FrontFrontFrontFrontPlate:Plate:Plate:Plate: Super quality brushed SUS304 stainless steel.
� Lettering:Lettering:Lettering:Lettering: Sunk laser legends & characters in high quality ink.
� Actuator/keysActuator/keysActuator/keysActuator/keysmaterials:materials:materials:materials: SUS304 stainless steel.
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ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA
� SupplySupplySupplySupplyVoltage:Voltage:Voltage:Voltage: +5V DC +/-5%.
� CurrentCurrentCurrentCurrentRating:Rating:Rating:Rating:appr. 20mA.
� EMCEMCEMCEMCStandard:Standard:Standard:Standard: It is compliance with the council

EMC directive 89/336/EEC,EN55022:
1988+A1:2000+A2:2003,EN55024:
1988+A1:2001+A2:2003.

� Emission:Emission:Emission:Emission:EN 50081-1.
� Immunity:Immunity:Immunity:Immunity:EN 50082-1.
� Lifespan:Lifespan:Lifespan:Lifespan:> 5 years.
� LED:LED:LED:LED:All the stainless steel keyboards are available to be with CAPS LOCK LED.
� KeyKeyKeyKeySwitchSwitchSwitchSwitch Technology:Technology:Technology:Technology: Carbon-on-gold technology for Model A

Gold-on-gold technology for Model B
� Interface:Interface:Interface:Interface: PS2, RS232, USB available. RS232 for EPP.
� IP65IP65IP65IP65 staticstaticstaticstatic MechanicalMechanicalMechanicalMechanical Trackball,Trackball,Trackball,Trackball, IP65IP65IP65IP65 dynamicdynamicdynamicdynamic laserlaserlaserlaser trackball,trackball,trackball,trackball, IP68IP68IP68IP68 washablewashablewashablewashable opticalopticalopticaloptical trackballtrackballtrackballtrackball areareareare allallallall availableavailableavailableavailable
� OS:OS:OS:OS:Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux,Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY
� OperatingOperatingOperatingOperatingTemperature:Temperature:Temperature:Temperature:-10oC to +60oC.
� StorageStorageStorageStorage Temperature:Temperature:Temperature:Temperature: -20oC to +70oC.
� OperatingOperatingOperatingOperatingRH:RH:RH:RH: 30-90%.
� AtmosphericAtmosphericAtmosphericAtmospheric Pressure:Pressure:Pressure:Pressure: 60-106Kpa.
� SalineSalineSalineSalineMist:Mist:Mist:Mist: 96 hours, IEC 60512-6.
� DampDampDampDamp HeatHeatHeatHeatTestTestTestTest atatatat++++ 40C:40C:40C:40C: 21 days, IEC 60512-6.
� DryDryDryDryHeatHeatHeatHeat TestTestTestTestatatatat ++++ 85C:85C:85C:85C: 10 days, IEC 60512-6..

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
� ROHSROHSROHSROHS Compliant,Compliant,Compliant,Compliant,ESD,ESD,ESD,ESD, CECECECE andandandand FCCFCCFCCFCC approval.approval.approval.approval.
� ProtectionProtectionProtectionProtection Level:Level:Level:Level: IP65
� VandalVandalVandalVandal resistant:resistant:resistant:resistant: IK09 (mode A) & IK10 (mode B) .
� KeyKeyKeyKey Lifespan:Lifespan:Lifespan:Lifespan:>10 million (mode A) or 5 million (mode B) of operations. .
� MTBF:MTBF:MTBF:MTBF: >50000H.
� MTTR:MTTR:MTTR:MTTR: <30min.
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KEYBOARDKEYBOARDKEYBOARDKEYBOARD WITHWITHWITHWITH TRACKBALLTRACKBALLTRACKBALLTRACKBALL

K-TEK-330TBK-TEK-330TBK-TEK-330TBK-TEK-330TB
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 65 keys compact format vandal proof IP65 stainless steel keyboard with integrated 25mm

stainless steel trackball and 6 mouse keys, with long stroke 2.0mm(Model A) or short stroke
0.45mm (Model B), with rear panel mounting solution.

Product Name IP Rated TB

K-TEK-A330-MTB Keyboard; IP65 static 400 DPI 25.4mm (1.0' ) Mechanical Trackball PS/2;USB IP65 static

K-TEK-A330-OTB Keyboard; IP68 dynamic 800 DPI 25.4mm (1.0' ) Optical Trackball PS/2;USB IP68 dynamic

K-TEK-B330-MTB Keyboard; IP65 static 400 DPI 25.4mm (1.0' ) Mechanical Trackball PS/2;USB IP65 static

K-TEK-B330-OTB Keyboard; IP68 dynamic 800 DPI 25.4mm (1.0' ) Optical Trackball PS/2;USB IP68 dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.30 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 330.0mm x 100.0mm (front panel), 354.0mm

x 124.0mm (back panel)K-TEK-A330TBK-TEK-A330TBK-TEK-A330TBK-TEK-A330TB

K-TEK-B330TBK-TEK-B330TBK-TEK-B330TBK-TEK-B330TB

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.30 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 330.0mm x 100.0mm (front panel), 354.0mm

x 124.0mm (back panel)
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K-TEK-340TBK-TEK-340TBK-TEK-340TBK-TEK-340TB
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 71 keys compact format vandal proof IP65 stainless steel keyboard with integrated 25mm

stainless steel trackball and 6 mouse keys, with long stroke 2.0mm(Model A) or short stroke
0.45mm (Model B), with top panel mounting solution.

Product Name IP Rated TB

K-TEK-A340-MTB Keyboard; IP65 static 400 DPI 25.4mm (1.0' ) Mechanical Trackball PS/2;USB IP65 static

K-TEK-A340-OTB Keyboard; IP68 dynamic 800 DPI 25.4mm (1.0' ) Optical Trackball PS/2;USB IP68 dynamic

K-TEK-B340-MTB Keyboard; IP65 static 400 DPI 25.4mm (1.0' ) Mechanical Trackball PS/2;USB IP65 static

K-TEK-B340-OTB Keyboard; IP68 dynamic 800 DPI 25.4mm (1.0' ) Optical Trackball PS/2;USB IP68 dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.40 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 340.0mm x 120.0mm (front panel), 330.0mm

x 100.0mm (back panel)

K-TEK-A340TBK-TEK-A340TBK-TEK-A340TBK-TEK-A340TB

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.40 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 340.0mm x 120.0mm (front panel), 330.0mm x

100.0mm (back panel)
K-TEK-B340TBK-TEK-B340TBK-TEK-B340TBK-TEK-B340TB
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K-TEK-343TBK-TEK-343TBK-TEK-343TBK-TEK-343TB
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 69 keys compact format vandal proof IP65 stainless steel long stroke(Model A) or short stroke

(Model B) Keyboard with integrated 38mm stainless steel trackball, with rear mounting solution.

Product Name IP Rated TB

K-TEK-A343-MTB Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution PS/2;USB IP65 static

K-TEK-A343-LTB Keyboard; IP68 dynamic Laser Trackball with 1200 DPI resolution PS/2;USB IP68 dynamic

K-TEK-A343-OTB Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution PS/2;USB IP68 dynamic

K-TEK-B343-MTB Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution PS/2;USB IP65 static

K-TEK-B343-LTB Keyboard; IP68 dynamic Laser Trackball with 1200 DPI resolution PS/2;USB IP68 dynamic

K-TEK-B343-OTB Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution PS/2;USB IP68 dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.70 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 343.0mm x 105.0mm (front panel), 367.0mm

x 129.0mm (back panel)K-TEK-A343TBK-TEK-A343TBK-TEK-A343TBK-TEK-A343TB
� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.70 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 343.0mm x 105.0mm (front panel), 367.0mm

x 129.0mm (back panel)

K-TEK-B343TBK-TEK-B343TBK-TEK-B343TBK-TEK-B343TB
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K-TEK-361TBK-TEK-361TBK-TEK-361TBK-TEK-361TB
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 69 keys compact format vandal proof stainless steel long stroke(Model A) or short stroke (Model

B) Keyboard with integrated 38mm stainless steel trackball, with front panel mounting solution.

Product Name IP Rated TB

K-TEK-A361-MTB Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution PS/2;USB IP65 static

K-TEK-A361-LTB Keyboard; IP68 dynamic Laser Trackball with 1200 DPI resolution PS/2;USB IP68 dynamic

K-TEK-A361-OTB Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution PS/2;USB IP68 dynamic

K-TEK-B361-MTB Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution PS/2;USB IP65 static

K-TEK-B361-LTB Keyboard; IP68 dynamic Laser Trackball with 1200 DPI resolution PS/2;USB IP68 dynamic

K-TEK-B361-OTB Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution PS/2;USB IP68 dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.80kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 361.0mm x 125.0mm (front panel), 343.0mm

x 105.0mm (back panel).K-TEK-A361TBK-TEK-A361TBK-TEK-A361TBK-TEK-A361TB

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 361.0mm x 125.0mm (front panel), 343.0mm

x 105.0mm (back panel)K-TEK-B361TBK-TEK-B361TBK-TEK-B361TBK-TEK-B361TB
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K-TEK-361TB-FNK-TEK-361TB-FNK-TEK-361TB-FNK-TEK-361TB-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 79 keys compact format vandal proof IP65 stainless steel long stroke(Model A) or short stroke

(Model B) Keyboard with integrated 38mm stainless steel trackball, function keys F1, F2…F11,
F12 are on the top line of keyboard for easy operations, with front panel mounting solution.

Product Name IP Rated TB

K-TEK-A361-MTB-FN Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution, FN keys PS/2;USB IP65 static

K-TEK-A361-LTB-FN Keyboard; IP68 dynamic Laser Trackball with 1200 DPI resolution, FN keys PS/2;USB IP68 dynamic

K-TEK-A361-OTB-FN Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution, FN keys PS/2;USB IP68 dynamic

K-TEK-B361-MTB-FN Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution, FN keys PS/2;USB IP65 static

K-TEK-B361-LTB-FN Keyboard; IP68 dynamic Laser Trackball with 1200 DPI resolution, FN keys PS/2;USB IP68 dynamic

K-TEK-B361-OTB-FN Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution, FN keys PS/2;USB IP68 dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.00 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 361.0mm x 145.0mm (front panel), 343.0mm x

125.0mm (back panel).K-TEK-A361TB-FNK-TEK-A361TB-FNK-TEK-A361TB-FNK-TEK-A361TB-FN
� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.00 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 361.0mm x 145.0mm (front panel),343.0mm x

125.0mm (back panel).

K-TEK-B361TB-FNK-TEK-B361TB-FNK-TEK-B361TB-FNK-TEK-B361TB-FN



109

K-TEK-392TBK-TEK-392TBK-TEK-392TBK-TEK-392TB
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 66 keys vandal resistant stainless steel long stroke(Model A) or short stroke (Model B)

Keyboard with integrated 38mm stainless steel trackball, with rear mounting solution.

Product Name IP Rated TB

K-TEK-A392-MTB Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution PS/2;USB IP65 static

K-TEK-A392-LTB Keyboard; IP68 dynamic Laser Trackball with 1200 DPI resolution PS/2;USB IP68 dynamic

K-TEK-A392-OTB Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution PS/2;USB IP68 dynamic

K-TEK-B392-MTB Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution PS/2;USB IP65 static

K-TEK-B392-LTB Keyboard; IP68 dynamic Laser Trackball with 1200 DPI resolution PS/2;USB IP68 dynamic

K-TEK-B392-OTB Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution PS/2;USB IP68 dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and etched

legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.90 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 392.0mm x 110.0mm (front panel), 416.0mm x

134.0mm (back panel).
K-TEK-A392TBK-TEK-A392TBK-TEK-A392TBK-TEK-A392TB

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.90 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 392.0mm x 110.0mm (front panel),416.0mm x

134.0mm (back panel).K-TEK-B392TBK-TEK-B392TBK-TEK-B392TBK-TEK-B392TB
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K-TEK-400TBK-TEK-400TBK-TEK-400TBK-TEK-400TB
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 69 keys vandal proof stainless steel long stroke(Model A) or short stroke (Model B) keyboard

with integrated 38mm stainless steel trackball, with front panel mounting solution.

Product Name IP Rated TB

K-TEK-A400-MTB Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution PS/2;USB IP65 static

K-TEK-A400-LTB Keyboard; IP68 dynamic Laser Trackball with 1200 DPI resolution PS/2;USB IP68 dynamic

K-TEK-A400-OTB Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution PS/2;USB IP68 dynamic

K-TEK-B400-MTB Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution PS/2;USB IP65 static

K-TEK-B400-LTB Keyboard; IP68 dynamic Laser Trackball with 1200 DPI resolution PS/2;USB IP68 dynamic

K-TEK-B400-OTB Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution PS/2;USB IP68 dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.90 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions:400.0mm x 124.0mm (front panel),392.0mm

x 110.0mm (back panel).
K-TEK-A400TBK-TEK-A400TBK-TEK-A400TBK-TEK-A400TB

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser

engraved and etched legends and raised braille on keys

are available.

� G.W.G.W.G.W.G.W.:::: 1.90 kgs. .

� Dimensions:Dimensions:Dimensions:Dimensions:400.0mm x 124.0mm (front panel), 392.0mm

x 110.0mm (back panel).

K-TEK-B400TBK-TEK-B400TBK-TEK-B400TBK-TEK-B400TB
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KEYBOARDKEYBOARDKEYBOARDKEYBOARD WITHWITHWITHWITH TRACKBALLTRACKBALLTRACKBALLTRACKBALL ANDANDANDAND NUMERICNUMERICNUMERICNUMERIC KEYPAKEYPAKEYPAKEYPADDDD

K-TEK-392TB-KPK-TEK-392TB-KPK-TEK-392TB-KPK-TEK-392TB-KP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION:
84 Keys Compact Format Vandal Proof IP65 Stainless Steel Keyboard with IP65 static 38.0mm trackball module ,
numeric keypad (optional PINPAD with Encryption Electronics Controller supporting DES/TDES), with rear panel
mounting solution.

Product Name IP Rated TB

K-TEK-A392-MTB-KP Keyboard; IP65 static mechanical trackball with 400 DPI resolution; Numeric Keypad PS/2;USB IP65 static

K-TEK-A392-LTB-KP Keyboard; IP68 dynamic laser trackball with 1200 DPI resolution; Numeric Keypad PS/2;USB IP68 dynamic

K-TEK-A392-OTB-KP Keyboard; IP68 dynamic optical trackball with 800 DPI resolution; Numeric Keypad PS/2;USB IP68 dynamic

K-TEK-B392-MTB-KP Keyboard; IP65 static mechanical trackball with 400 DPI resolution; Numeric Keypad PS/2;USB IP65 static

K-TEK-B392-LTB-KP Keyboard; IP65 dynamic laser trackball with 1200 DPI resolution; Numeric Keypad PS/2;USB IP68 dynamic

K-TEK-B392-OTB-KP Keyboard; IP68 dynamic optical trackball with 800 DPI resolution; Numeric Keypad PS/2;USB IP68 dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with
protuberant rectangular keys, with laser engraved and
etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.00 kgs.
� Dimensions:Dimensions:Dimensions:Dimensions: 392.0mm x 110.0mm (front panel), 416.0mm x

134.0mm (back panel).

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with
plain/Non-Protuberant rectangular keys, with laser engraved
and etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.90 kgs.
� Dimensions:Dimensions:Dimensions:Dimensions: 392.0mm x 110.0mm (front panel), 416.0mm x

134.0mm (back panel).

K-TEK-A392TB-KPK-TEK-A392TB-KPK-TEK-A392TB-KPK-TEK-A392TB-KP

K-TEK-B392TB-KPK-TEK-B392TB-KPK-TEK-B392TB-KPK-TEK-B392TB-KP
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K-TEK-400TB-KPK-TEK-400TB-KPK-TEK-400TB-KPK-TEK-400TB-KP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 84 Keys Compact Format Vandal Proof IP65 Stainless Steel Keyboard with IP65 static 38.0mm

trackball module , numeric keypad (optional PINPAD with Encryption Electronics Controller
supporting DES/TDES), with top panel mounting solution.

Product Name IP Rated TB

K-TEK-A400-MTB-KP Keyboard; IP65 static mechanical trackball with 400 DPI resolution; Numeric Keypad PS/2;USB IP65 static

K-TEK-A400-LTB-KP Keyboard; IP68 dynamic laser trackball with 1200 DPI resolution; Numeric Keypad PS/2;USB IP68 dynamic

K-TEK-A400-OTB-KP Keyboard; IP68 dynamic optical trackball with 800 DPI resolution; Numeric Keypad PS/2;USB IP68 dynamic

K-TEK-B400-MTB-KP Keyboard; IP65 static mechanical trackball with 400 DPI resolution; Numeric Keypad PS/2;USB IP65 static

K-TEK-B400-LTB-KP Keyboard; IP68 dynamic laser trackball with 1200 DPI resolution; Numeric Keypad PS/2;USB IP68 dynamic

K-TEK-B400-OTB-KP Keyboard; IP68 dynamic optical trackball with 800 DPI resolution; Numeric Keypad PS/2;USB IP68 dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.00 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 400.0mm x 124.0mm (front panel),

392.0mm x 110.0mm (back panel).

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.00 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 400.0mm x 124.0mm (front panel), 392.0mm x

110.0mm (back panel).

K-TEK-A400TB-KPK-TEK-A400TB-KPK-TEK-A400TB-KPK-TEK-A400TB-KP

K-TEK-B400TB-KPK-TEK-B400TB-KPK-TEK-B400TB-KPK-TEK-B400TB-KP
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K-TEK-420TB-KPK-TEK-420TB-KPK-TEK-420TB-KPK-TEK-420TB-KP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 81 Keys Vandal Proof IP65 Stainless Steel Keyboard with IP65 static 38.0mm trackball module ,

numeric keypad (optional PINPAD with Encryption Electronics Controller supporting DES/TDES),
with top panel mounting solution.

.

Product Name IP Rated TB

K-TEK-A420-MTB Keyboard; IP65 static mechanical trackball with 400 DPI resolution; Numeric Keypad PS/2;USB IP65 static

K-TEK-A420-LTB Keyboard; IP68 dynamic laser trackball with 1200 DPI resolution; Numeric Keypad PS/2;USB IP68 dynamic

K-TEK-A420-OTB Keyboard; IP68 dynamic optical trackball with 800 DPI resolution; Numeric Keypad PS/2;USB IP68 dynamic

K-TEK-B420-MTB Keyboard; IP65 static mechanical trackball with 400 DPI resolution; Numeric Keypad PS/2;USB IP65 static

K-TEK-B420-LTB Keyboard; IP68 dynamic laser trackball with 1200 DPI resolution; Numeric Keypad PS/2;USB IP68 dynamic

K-TEK-B420-OTB Keyboard; IP68 dynamic optical trackball with 800 DPI resolution; Numeric Keypad PS/2;USB IP68 dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology

with protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are

available.

� G.W.G.W.G.W.G.W.:::: 2.10 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 420.0mm x 125.0mm (front panel),

400.0mm x 110.0mm (back panel).K-TEK-A420TBK-TEK-A420TBK-TEK-A420TBK-TEK-A420TB-KP-KP-KP-KP

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser

engraved and etched legends and raised braille on keys

are available.

� G.W.G.W.G.W.G.W.:::: 2.10 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 420.0mm x 125.0mm (front panel),

400.0mm x 110.0mm (back panel).

K-TEK-B420TBK-TEK-B420TBK-TEK-B420TBK-TEK-B420TB-KP-KP-KP-KP
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K-TEK-420TB-KP-FNK-TEK-420TB-KP-FNK-TEK-420TB-KP-FNK-TEK-420TB-KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 97 Keys Vandal proof IP65 Stainless Steel Keyboard long stroke(Model A) or short stroke

(Model B) with integrated numeric keypad and 38mm stainless steel track ball, function keys F1,
F2…F11, F12 are on the top line of keyboard for easy operations. Front panel mounting solution.

Product Name IP Rated TB

K-TEK-A420-MTB-FN Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution; Numeric Keypad; FN Keys PS/2;USB IP65 static

K-TEK-A420-LTB-FN Keyboard; IP6 8 dynamic Laser Trackball with 1200 DPI resolution; Numeric Keypad; FN Keys PS/2;USB IP68 dynamic

K-TEK-A420-OTB-FN Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution; Numeric Keypad; FN Keys PS/2;USB IP68 dynamic

K-TEK-B420-MTB-FN Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution; Numeric Keypad; FN Keys PS/2;USB IP65 static

K-TEK-B420-LTB-FN Keyboard; IP6 8 dynamic Laser Trackball with 1200 DPI resolution; Numeric Keypad; FN Keys PS/2;USB IP68 dynamic

K-TEK-B420-OTB-FN Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution; Numeric Keypad; FN Keys PS/2;USB IP68 dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with
protuberant rectangular keys, with laser engraved and
etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.30 kgs.
� DIMENSIONS:DIMENSIONS:DIMENSIONS:DIMENSIONS: 420.0mm x 145.0mm (front panel),

400.0mm x 125.0mm (back panel).K-TEK-A420TB-K-TEK-A420TB-K-TEK-A420TB-K-TEK-A420TB-KP-FKP-FKP-FKP-FNNNN
� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser
engraved and etched legends and raised braille on keys
are available.

� G.W.G.W.G.W.G.W.:::: 2.30 kgs.
� Dimensions:Dimensions:Dimensions:Dimensions: 420.0mm x 145.0mm (front panel), 400.0mm

x 125.0mm (back panel).K-TEK-B420TBK-TEK-B420TBK-TEK-B420TBK-TEK-B420TB-KP-F-KP-F-KP-F-KP-FNNNN
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K-TEK-K-TEK-K-TEK-K-TEK-A19U-TB-FNA19U-TB-FNA19U-TB-FNA19U-TB-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 97 Keys Compact Format Vandal Proof IP65 19U Stainless Steel Keyboard with full keyboard functionalities,

38mm trackball, carbon-on-gold key switch technology with long stroke (2.0mm), numeric keypad (optional

PINPAD with Encryption Electronics Controller supporting DES/TDES), function keys F1, F2..F10, F11, F12 are

on the top panel for easy operation, top stainless steel plate with mounting holes on both ends for fixing

keyboards.

ProductProductProductProduct CCCClassificationlassificationlassificationlassificationssss andandandand DescriptionsDescriptionsDescriptionsDescriptions IPIPIPIP RatedRatedRatedRated TBTBTBTB

K-TEK-A19UK-TEK-A19UK-TEK-A19UK-TEK-A19U-MTB-MTB-MTB-MTB-KP-FN-KP-FN-KP-FN-KP-FN
Keyboard; IP65 static Mechanical Trackball Module with 400 DPI;

Numeric Keypad; FN Keys (4-in-1, all-in-one)

PS/2;USB IP65 static

K-TEK-A19UK-TEK-A19UK-TEK-A19UK-TEK-A19U-LTB-LTB-LTB-LTB-KP-FN-KP-FN-KP-FN-KP-FN
Keyboard; IP68 dynamic Laser Trackball Module with 1200 DPI;

Numeric Keypad; FN Keys (4-in-1, all-in-one)

PS/2;USB IP68 dynamic

K-TEK-A19UK-TEK-A19UK-TEK-A19UK-TEK-A19U-OTB-OTB-OTB-OTB-KP-FN-KP-FN-KP-FN-KP-FN
Keyboard; IP68 dynamic washable Optical Trackball Module with

800 DPI; Numeric Keypad; FN Keys (4-in-1, all-in-one)

PS/2;USB IP68 dynamic

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology

with protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are

available.

���� G.W.:G.W.:G.W.:G.W.: 2.50 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 482.6mm x 133.3mm (top panel)
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K-TEK-A432TB-KP-FNK-TEK-A432TB-KP-FNK-TEK-A432TB-KP-FNK-TEK-A432TB-KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 97 keys compact format vandal proof IP65 stainless steel keyboard with integrated numeric

keypad, 38mm stainless steel trackball, function keys F1...F12 are on the top line for easy
operation, with long stroke 2.0mm, top panel mounting solution.

Product Name IP Rated TB

K-TEK-A432-MTB-FN
Keyboard; IP65 static mechanical trackball with 400 DPI resolution; Numeric Keypad;

Function Keys

PS/2;USB IP65 static

K-TEK-A432-LTB-FN
Keyboard; IP6 8 dynamic laser trackball with 1200 DPI resolution; Numeric Keypad; Function

Keys

PS/2;USB IP68 dynamic

K-TEK-A432-OTB-FN
Keyboard; IP68 dynamic optical trackball with 800 DPI resolution; Numeric Keypad; Function

Keys

PS/2;USB IP68 dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology

with protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are

available.

���� G.W.:G.W.:G.W.:G.W.: 2.50 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 432.0mm x 155.0mm (front panel),

400.0mm x 125.0mm (back panel)
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K-TEK-A228TP-FN-DTK-TEK-A228TP-FN-DTK-TEK-A228TP-FN-DTK-TEK-A228TP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 92 keys compact format MINI vandal proof IP65 stainless steel keyboard with IP65 dynamic
sealed & ruggedized tough touchpad with scroll function(Optional), function keys F1...F12 are on the top line for
easy operation, with carbon-on-gold key switch technology with long stroke 2.0mm, stand alone desk top version.

Product Name IP Rated TP

K-TEK-A228TP-FN-D IP65 MINI metal keyboard; sealed & ruggedized touchpad; function keys; desktop PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and etched

legends and raised braille on keys are available.

� G.W.:G.W.:G.W.:G.W.: 1.60 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 228.0mm x 142.40mm (front panel);

248.0mm x 162.0mm(rearpanel)
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KKKK-TEK-A343TB-MDT-TEK-A343TB-MDT-TEK-A343TB-MDT-TEK-A343TB-MDT

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 66 keys compact format vandal proof IP65 wall mounting desk top stainless steel Keyboard w/
integrated 38mm stainless steel trackball, carbon-on-gold key switch technology for fasting typing
and accurate data input, direct wall mounting solutions

Product Name IP Rated TB

K-TEK-A343-MTB-MDT
IP65 static Mechanical Trackball with 400 DPI resolution; mounting holes,

wall mounting desk top keyboard

PS/2;USB IP65 static

K-TEK-A343-OTB-MDT
IP68 dynamic washable optical Trackball with 800 DPI resolution; mounting holes,

wall mounting desk top keyboard

PS/2;USB IP68 dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology
with protuberant rectangular keys, with laser engraved
and etched legends and raised braille on keys are
available.

� G.W.G.W.G.W.G.W.:::: 3.00 kgs.
� Dimensions:Dimensions:Dimensions:Dimensions: 403.0mm x 165.0mm x 37.0mm (L x W x H)
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K-TEK-A343TP-MDTK-TEK-A343TP-MDTK-TEK-A343TP-MDTK-TEK-A343TP-MDT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 66 keys compact format vandal proof IP65 wall mounting DESK TOP stainless steel Keyboard

with sealed and ruggedized tough touchpad, carbon-on-gold key switch technology for fasting
typing and accurate data input.

Product Name IP Rated TP

K-TEK-A343TP-MDT
IP65 dynamic sealed ruggedized tough touchpad, mounting hole, wall mounting desk top

keyboard

PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions:403.0mm x 165.0mm x 37.0mm (L x W x H)
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KKKK-TEK-290-FN-DT-TEK-290-FN-DT-TEK-290-FN-DT-TEK-290-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 77 keys compact format vandal proof IP65 stainless steel long stroke(Model A) or short stroke

(Model B) stand alone desk to p keyboard, function keys F1, F2…F11, F12 are on the top line of
keyboard for easy operations.

Product Name IP Rated

K-TEK-A290-FN-DT Keyboard, Function keys; Stand Alone Desk Top Version PS/2;USB IP65 Dynamic

K-TEK-B290-FN-DT Keyboard, Function keys; Stand Alone Desk Top Version PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology

with protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are

available.

� G.W.G.W.G.W.G.W.:::: 1.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 290.0mm x 145.0mm x 20.0mm(Lx W x H)

K-TEK-A290-FN-DTK-TEK-A290-FN-DTK-TEK-A290-FN-DTK-TEK-A290-FN-DT
� KeyKeyKeyKey toptoptoptop style:style:style:style: Metal dome PCB with gold-on-gold key

switch technology with plain/Non-Protuberant rectangular

keys, with laser engraved and etched legends and raised

braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 290.0mm x 145.0mm x 20.0mm(L x W x H)

K-TEK-B290-FN-DTK-TEK-B290-FN-DTK-TEK-B290-FN-DTK-TEK-B290-FN-DT
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K-TEK-340KP-FN-DTK-TEK-340KP-FN-DTK-TEK-340KP-FN-DTK-TEK-340KP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 95 keys Compact Format Vandal-proof IP65 stand alone DESK TOP stainless steel keyboard

with integrated numeric keypad, FN Keys F1, F2...F10, F11, F12 are on the top line for easy
operation, carbon-on-gold key switch technology for fasting typing and accurate data input

Product Name IP Rated

K-TEK-A340KP-FN-DT Keyboard, Numeric Keypad; Function keys; Desk Top Version PS/2;USB IP65 Dynamic

K-TEK-B340KP-FN-DT Keyboard, Numeric Keypad; Function keys; Desk Top Version PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.00 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 343.0mm x 148mm x 20.0mm(L x W x H)

K-TEK-K-TEK-K-TEK-K-TEK-A340KPA340KPA340KPA340KP-FN-DT-FN-DT-FN-DT-FN-DT

K-TEK-K-TEK-K-TEK-K-TEK-B340KPB340KPB340KPB340KP-FN-DT-FN-DT-FN-DT-FN-DT

� KeyKeyKeyKey toptoptoptop style:style:style:style: metal dome PCB with gold-on-gold key

switch technology with flat keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.00 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 343.0mm x 148mm x 20.0mm(Lx W x H)
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KKKK-TEK-361TB-FN-DT-TEK-361TB-FN-DT-TEK-361TB-FN-DT-TEK-361TB-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 79 keys compact format vandal proof IP65 stand alone DESK TOP Stainless Steel keyboard with

integrated 38mm stainless steel track ball, FN keys F1, F2…F11, F12 are on the top line of
keyboard for easy operation,carbon-on-gold key (model A) or gold-on-gold(model B)switch
technology.

Product Name IP Rated TB

K-TEK-A361-MTB-FN-DT Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution, FN keys PS/2;USB IP65 Static

K-TEK-A361-OTB-FN-DT Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution, FN keys PS/2;USB IP68 Dynamic

K-TEK-B361-MTB-FN-DT Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution, FN keys PS/2;USB IP65 Static

K-TEK-B361-OTB-FN-DT Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution, FN keys PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: metal dome PCB with gold-on-gold key switch,

Plain/Non-Protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are available

� G.W.G.W.G.W.G.W.:::: 2.50 kgs.

� DimensionsDimensionsDimensionsDimensions: 361.0mm x 145.0mm x 32.0mm (L x W x H)

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.50 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 361.0mm x 145.0mm x 32.0mm(L x w x H)

K-TEK-A361TB-FN-DTK-TEK-A361TB-FN-DTK-TEK-A361TB-FN-DTK-TEK-A361TB-FN-DT

K-TEK-B361TB-FN-DTK-TEK-B361TB-FN-DTK-TEK-B361TB-FN-DTK-TEK-B361TB-FN-DT
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K-TEK-361TB-FN-MDTK-TEK-361TB-FN-MDTK-TEK-361TB-FN-MDTK-TEK-361TB-FN-MDT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 79 keys compact format vandal proof IP65 stainless steel keyboard with 38mm stainless steel

track ball, FN keys F1...F12 are on the top line for easy operation, with carbon-on-gold (modelA)
or gold-on-gold (model B) key switch technology with long stroke 2.0mm,can be hinged down/ for
wall mounting.

Product Name IP Rated TB

K-TEK-A361-MTB-FN-MDT Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution, FN keys PS/2;USB IP65 Static

K-TEK-A361-OTB-FN-MDT Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution, FN keys PS/2;USB IP68 Dynamic

K-TEK-B361-MTB-FN-MDT Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution, FN keys PS/2;USB IP65 Static

K-TEK-B361-OTB-FN-MDT Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution, FN keys PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: metal dome PCB with gold-on-gold key switch

technology with protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.60 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions:403.0mm x 175.0mm x 37.0mm( L x W x H)

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and etched

legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.60 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions:403.0mm x 175.0mm x 37.0mm( L x W x H)

K-TEK-A361TB-FN-MDTK-TEK-A361TB-FN-MDTK-TEK-A361TB-FN-MDTK-TEK-A361TB-FN-MDT

K-TEK-K-TEK-K-TEK-K-TEK-BBBB361TB-FN-MDT361TB-FN-MDT361TB-FN-MDT361TB-FN-MDT
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K-TEK-361TP-FN-DTK-TEK-361TP-FN-DTK-TEK-361TP-FN-DTK-TEK-361TP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 79 keys compact format vandal proof IP65 stainless steel stand alone DESK TOP keyboard with

integrated sealed and ruggedized touchpad, function keys F1...F12 are on the top line for easy
operation, with carbon-on-gold key switch technology with long stroke 2.0mm for model A, and
metal dome PCB with gold-on-gold key switch with 0.45mm stroke for model B.

Product Name IP Rated TP

K-TEK-A361TP-FN-DT Sealed Ruggedized Touchpad; FN keys; Stand alone Desk Top PS/2;USB IP65 dynamic

K-TEK-B361TP-FN-DT Sealed Ruggedized Touchpad; FN keys; Stand alone Desk Top PS/2;USB IP65 dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and etched

legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.30 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 361.0mm x 145.0mm x 20.0mm(L x w x H)

K-TEK-A361TP-FN-DTK-TEK-A361TP-FN-DTK-TEK-A361TP-FN-DTK-TEK-A361TP-FN-DT
� KeyKeyKeyKey toptoptoptop style:style:style:style: metal dome PCB with gold-on-gold key switch

technology with non-protuberant rectangular keys, with laser

engraved and etched legends and raised braille on keys are

available.

� G.W.G.W.G.W.G.W.:::: 2.30 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 361.0mm x 145.0mm x 20.0mm (L x W x H)

K-TEK-B361TP-FN-DK-TEK-B361TP-FN-DK-TEK-B361TP-FN-DK-TEK-B361TP-FN-DTTTT
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K-TEK-420TB-KP-FN-DTK-TEK-420TB-KP-FN-DTK-TEK-420TB-KP-FN-DTK-TEK-420TB-KP-FN-DT

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 97 Keys Compact Format Vandal proof IP65 DESK TOP Stainless Steel Keyboard with integrated
numeric keypad and 38mm stainless steel trackball, FN keys F1, F2…F11, F12 are on the top line
of keyboard for easy operation, carbon-on-gold key switch technology for fasting typing and
accurate data input.

Product Name IP Rated TB

K-TEK-A420-MTB-FN-DT Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution, keypad, FN keys PS/2;USB IP65 Static

K-TEK-A420-OTB-FN-DT Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution, keypad, FN keys PS/2;USB IP68 Dynamic

K-TEK-B420-MTB-FN-DT Keyboard; IP65 static Mechanical Trackball with 400 DPI resolution, keypad, FN keys PS/2;USB IP65 Static

K-TEK-B420-OTB-FN-DT Keyboard; IP68 dynamic Optical Trackball with 800 DPI resolution, keypad, FN keys PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.80 kgs.

� DIMENSIONS:DIMENSIONS:DIMENSIONS:DIMENSIONS: 420.0mm x 145.0mm x 32.0mm(L x W x H)

K-TEK-K-TEK-K-TEK-K-TEK-A420TBA420TBA420TBA420TB----KP-FKP-FKP-FKP-FN-DTN-DTN-DTN-DT

K-TEK-K-TEK-K-TEK-K-TEK-B420TBB420TBB420TBB420TB----KP-FNKP-FNKP-FNKP-FN-DT-DT-DT-DT

� KeyKeyKeyKey toptoptoptop style:style:style:style: metal dome PCB with gold-on-gold key

switch technology with non-protuberant rectangular keys

with 0.45mm short stroke 0.45mm, with laser engraved

and etched legends and raised braille on keys are

available.

� G.W.G.W.G.W.G.W.:::: 2.80 kgs.

� DIMENSIONS:DIMENSIONS:DIMENSIONS:DIMENSIONS: 420.0mm x 145.0mm x 32.0mm(L x W x H)
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K-TEK-A420TB-KP-FN-MDTK-TEK-A420TB-KP-FN-MDTK-TEK-A420TB-KP-FN-MDTK-TEK-A420TB-KP-FN-MDT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 97 keys compact format vandal proof IP65 stainless steel wall mounting keyboard with integrated

numeric keypad, 38mm stainless steel track ball, function keys F1...F12 are on the top line for
easy operation, with carbon-on-gold key switch technology with long stroke 2.0mm,can be
hinged down/ for wall mounting.

Product Name IP Rated TB

K-TEK-A420-MTB-FN-MDT
IP65 Static 400 DPI Mechanical Trackball; Function Keys; Numeric keypad;

Mounting Holes; Stand alone Desk top.

PS/2;USB IP65 Static

K-TEK-A420-OTB-FN-MDT
IP68 dynamic 800 DPI Optical Trackball; Function Keys; Numeric keypad; Mounting

Holes; Stand alone Desk top.

PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and etched

legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 3.0 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 420.0mm x 175.0mm x 37.0mm (L x W x H)
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K-TEK-420TP-KP-FN-DTK-TEK-420TP-KP-FN-DTK-TEK-420TP-KP-FN-DTK-TEK-420TP-KP-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 97 keys compact format vandal proof IP65 stainless steel stand alone desk top keyboard with

integrated numeric keypad, sealed ruggedized touchpad, FN keys F1...F12 are on the top line
for easy operation, with carbon-on-gold (Model A) or gold-on-gold (Model B) key switch
technology.

Product Name IP Rated TP

K-TEK-A420TP-FN-DT
Sealed Ruggedized Tough Touchpad; Numeric Keypad; FN keys;

Stand alone desk top version

PS/2;USB IP65 Dynamic

K-TEK-B420TP-FN-DT
Sealed Ruggedized Tough Touchpad; Numeric Keypad; FN keys;

Stand alone desk top version

PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.50 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 420.0mm x 145.0mm x 20.0mm (L x W x H)

K-TEK-A420TPK-TEK-A420TPK-TEK-A420TPK-TEK-A420TP-KP-F-KP-F-KP-F-KP-FN-DTN-DTN-DTN-DT
� KeyKeyKeyKey toptoptoptop style:style:style:style: metal dome PCB with gold-on-gold key

switch technology with plain/Non-Protuberant rectangular

keys, with laser engraved and etched legends and raised

braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.50 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 420.0mm x 145.0mm x 20.0mm (L x W x H)

K-TEK-B420TP-K-TEK-B420TP-K-TEK-B420TP-K-TEK-B420TP-KP-FKP-FKP-FKP-FN-DTN-DTN-DTN-DT
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KEYBOARDKEYBOARDKEYBOARDKEYBOARD WITHWITHWITHWITH TOUCHPADTOUCHPADTOUCHPADTOUCHPAD ANDANDANDAND NUMERICNUMERICNUMERICNUMERIC KEYPADKEYPADKEYPADKEYPAD

K-TEK-392TP-KPK-TEK-392TP-KPK-TEK-392TP-KPK-TEK-392TP-KP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 83 keys compact format vandal proof IP65 stainless steel keyboard with integrated numeric

keypad and sealed ruggedized tough touchpad, with carbon-on-gold (Model A) or gold-on-gold
(Model B) key switch technology with long stroke 2.0mm(Model A) or short stroke 0.45mm
(Model B), rear panel mounting solution.

Product Name IP Rated TP

K-TEK-A392TP-KP Keyboard; Sealed Ruggedized Tough Touchpad ; Numeric Keypad PS/2;USB IP65 Dynamic

K-TEK-B392TP-KP Keyboard; Sealed Ruggedized Tough Touchpad ; Numeric Keypad PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 392.0mm x 110.0mm (front panel),

416.0mm x 134.0mm (back panel)K-TEK-A392TP-KPK-TEK-A392TP-KPK-TEK-A392TP-KPK-TEK-A392TP-KP

� KeyKeyKeyKey toptoptoptop style:style:style:style: Metal dome PCB with Gold-on-gold key

switch technology with plain/Non-Protuberant rectangular

keys, with laser engraved and etched legends and raised

braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 392.0mm x 110.0mm (front panel),

416.0mm x 134.0mm (back panel)K-TEK-B392TP-KPK-TEK-B392TP-KPK-TEK-B392TP-KPK-TEK-B392TP-KP
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K-TEK-400TP-KPK-TEK-400TP-KPK-TEK-400TP-KPK-TEK-400TP-KP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 83 Key Vandal proof Stainless Steel Protuberant long stroke (ModelA) or short stroke (Model B)

keyboard with integrated numeric keypad & sealed ruggedized tough touchpad, front panel
mounting solution

Product Name IP Rated TP

K-TEK-A400TP-KP Keyboard; Sealed Ruggedized Tough Touchpad ; Numeric Keypad PS/2;USB IP65 Dynamic

K-TEK-B400TP-KP Keyboard; Sealed Ruggedized Tough Touchpad ; Numeric Keypad PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 400.0mm x 124.0mm(front panel), 392.0mm

x 110.0mm (back panel)

K-TEK-A400TP-KPK-TEK-A400TP-KPK-TEK-A400TP-KPK-TEK-A400TP-KP
� KeyKeyKeyKey toptoptoptop style:style:style:style: metal dome PCB with Gold-on-gold key

switch technology with plain/Non-Protuberant rectangular

keys, with laser engraved and etched legends and raised

braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 400.0mm x 124.0mm(front panel), 392.0mm

x 110.0mm (back panel)
K-TEK-B400TP-KPK-TEK-B400TP-KPK-TEK-B400TP-KPK-TEK-B400TP-KP
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K-TEK-420TP-KPK-TEK-420TP-KPK-TEK-420TP-KPK-TEK-420TP-KP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 81 Key Vandal proof Stainless Steel Protuberant long stroke (Model A) or short stroke (Mode

B) keyboard with integrated numeric keypad & sealed ruggedized tough touchpad with scroll
function (optional),numeric keypad (optional PINPAD with Encryption Electronics Controller
supporting DES/TDES) ,front panel mounting solution.

Product Name IP Rated TP

K-TEK-A420TP Keyboard; Sealed Ruggedized Tough Touchpad ; Numeric Keypad PS/2;USB IP65 Dynamic

K-TEK-B420TP Keyboard; Sealed Ruggedized Tough Touchpad ; Numeric Keypad PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.00 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 420.0mm x 125.0mm (front panel),400.0mm

x 110.0mm (back panel).K-TEK-A420TPK-TEK-A420TPK-TEK-A420TPK-TEK-A420TP-KP-KP-KP-KP

� KeyKeyKeyKey toptoptoptop style:style:style:style: metal dome PCB with gold-on-gold key

switch technology with plain/Non-Protuberant rectangular

keys, with laser engraved and etched legends and raised

braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.00 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 420.0mm x 125.0mm (front panel), 400.0mm

x 110.0mm (back panel).
K-TEK-B420TPK-TEK-B420TPK-TEK-B420TPK-TEK-B420TP-KP-KP-KP-KP
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K-TEK-420TP-KP-FNK-TEK-420TP-KP-FNK-TEK-420TP-KP-FNK-TEK-420TP-KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 97 Key Vandal proof Stainless Steel long stroke(Model A) or short stroke (Model B) Keyboard

with integrated touchpad with scroll function (optional), FN keys F1, F2,…F11, F12 are on the
top line of the keyboard for easy operation.numeric keypad (optional PINPAD with Encryption
Electronics Controller supporting DES/TDES, Front panel mounting solution.

Product Name IP Rated TP

K-TEK-A420TP-FN Keyboard; Sealed Ruggedized Tough Touchpad ; Numeric Keypad, FN keys PS/2;USB IP65 Dynamic

K-TEK-B420TP-FN Keyboard; Sealed Ruggedized Tough Touchpad ; Numeric Keypad, FN keys PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.10 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 420.0mm x 145.0mm (front panel), 400.0mm

x 125.0mm (back panel).K-TEK-A420TPK-TEK-A420TPK-TEK-A420TPK-TEK-A420TP-KP-FN-KP-FN-KP-FN-KP-FN
� KeyKeyKeyKey toptoptoptop style:style:style:style: metal dome PCB with Gold-on-gold key

switch technology with plain/Non-Protuberant rectangular

keys, with laser engraved and etched legends and raised

braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 2.10 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions:420.0mm x 145.0mm (front panel), 400.0mm

x 125.0mm (back panel).K-TEK-B420TPK-TEK-B420TPK-TEK-B420TPK-TEK-B420TP-KP-FN-KP-FN-KP-FN-KP-FN
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KEYBOARDKEYBOARDKEYBOARDKEYBOARD WITHWITHWITHWITH TOUCHPADTOUCHPADTOUCHPADTOUCHPAD

K-TEK-343TPK-TEK-343TPK-TEK-343TPK-TEK-343TP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 69 keys compact format vandal proof IP65 dynamic stainless steel keyboard with IP65 dynamic

sealed & ruggedized tough touchpad with scroll function (optional), one compete silicone rubber
along mounting aluminum plate for easy mounting & sealing with cabinet,) , rear panel mounting
solution.

Product Name IP Rated TP

K-TEK-A343TP Keyboard; Touchpad PS/2;USB IP65 Dynamic

K-TEK-B343TP Keyboard; Touchpad PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.60 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 343.0mm x 105.0mm (front panel), 367.0mm

x 129.0mm (back panel)

K-TEK-A343TPK-TEK-A343TPK-TEK-A343TPK-TEK-A343TP � KeyKeyKeyKey toptoptoptop style:style:style:style: metal dome PCB with gold-on-gold key

switch technology with plain/Non-Protuberant

rectangular keys, with laser engraved and etched

legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.60 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 343.0mm x 105.0mm (front panel),

367.0mm x 129.0mm (back panel)
K-TEK-B343TPK-TEK-B343TPK-TEK-B343TPK-TEK-B343TP
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K-TEK-361TPK-TEK-361TPK-TEK-361TPK-TEK-361TP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 69 Keys compact format vandal-proof stainless steel long stroke (Model A) or short stroke

(Mode B) keyboard with integrated sealed ruggedized tough touchpad with scroll function (optional)
with front panel mounting solution.

Product Name IP Rated TP

K-TEK-A361TP Keyboard; Touchpad PS/2;USB IP65 Dynamic

K-TEK-B361TP Keyboard; Touchpad PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch

technology with protuberant rectangular keys, with laser

engraved and etched legends and raised braille on keys

are available.

� G.W.G.W.G.W.G.W.:::: 1.70 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 361.0mm x 125.0mm (front panel),

343.0mm x 105.0mm (back panel).
K-TEK-A361TPK-TEK-A361TPK-TEK-A361TPK-TEK-A361TP

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology

with plain/Non-Protuberant rectangular keys, with

laser engraved and etched legends and raised

braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.70 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions:361.0mm x 125.0mm (front panel),

343.0mm x 105.0mm (back panel).K-TEK-B361TPK-TEK-B361TPK-TEK-B361TPK-TEK-B361TP
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K-TEK-361TP-FNK-TEK-361TP-FNK-TEK-361TP-FNK-TEK-361TP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 79 keys compact format vandal resistant stainless steel long stroke(Model A) or short stroke

(Mode B) Keyboard with integrated sealed ruggedized tough touchpad with scroll function
(optional), function keys F1, F2…F11, F12 are on the top line of keyboard for easy operations, with
front panel mounting solution.

Product Name IP Rated TP

K-TEK-A361TP-FN Keyboard; Touchpad; Function keys PS/2;USB IP65 Dynamic

K-TEK-B361TP-FN Keyboard; Touchpad; Function keys PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology

with protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are

available.

� G.W.G.W.G.W.G.W.:::: 1.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 361.0mm x 145.0mm (front panel),

343.0mm x 125.0mm (back panel).

K-TEK-A361TP-FNK-TEK-A361TP-FNK-TEK-A361TP-FNK-TEK-A361TP-FN
� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser

engraved and etched legends and raised braille on keys

are available.

� G.W.G.W.G.W.G.W.:::: 1.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 361.0mm x 145.0mm (front panel),

343.0mm x 125.0mm (back panel).

K-TEK-B361TP-FNK-TEK-B361TP-FNK-TEK-B361TP-FNK-TEK-B361TP-FN
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K-TEK-392TPK-TEK-392TPK-TEK-392TPK-TEK-392TP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 68 Keys vandal-proof stainless steel long stroke (ModelA) or short stroke (Mode B) keyboard

with sealed ruggedized tough touchpad with scroll function (optional), with rear panel mounting
solution.

Product Name IP Rated TP

K-TEK-A392TP Keyboard; Touchpad PS/2;USB IP65 Dynamic

K-TEK-B392TP Keyboard; Touchpad PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch

technology with protuberant rectangular keys, with

laser engraved and etched legends and raised

braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.70 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 392.0mm x 110.0mm (front panel),

416.0mm x 134.0mm (back panel).K-TEK-A392TPK-TEK-A392TPK-TEK-A392TPK-TEK-A392TP
� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology

with plain/Non-Protuberant rectangular keys, with

laser engraved and etched legends and raised braille

on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.70 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 392.0mm x 110.0mm (front panel),

416.0mm x 134.0mm (back panel).K-TEK-B392TPK-TEK-B392TPK-TEK-B392TPK-TEK-B392TP
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K-TEK-400TPK-TEK-400TPK-TEK-400TPK-TEK-400TP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 68 Keys vandal-proof stainless steel long stroke (ModelA) or short stroke (Mode B) keyboard

with integrated touchpad with scroll function (optional, with front assembly solution.

Product Name IP Rated TP

K-TEK-A400TP Keyboard; Touchpad PS/2;USB IP65 Dynamic

K-TEK-B400TP Keyboard; Touchpad PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology

with protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are

available.

� G.W.G.W.G.W.G.W.:::: 1.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 400.0mm x 124.0mm (front panel),

� 392.0mm x 110.0mm (back panel).K-TEK-A400TPK-TEK-A400TPK-TEK-A400TPK-TEK-A400TP

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser

engraved and etched legends and raised braille on keys

are available.

� G.W.G.W.G.W.G.W.:::: 1.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 400.0mm x 124.0mm (front panel),

� 392.0mm x 110.0mm (back panel).K-TEK-B400TPK-TEK-B400TPK-TEK-B400TPK-TEK-B400TP
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KEYBOARDKEYBOARDKEYBOARDKEYBOARD WITHWITHWITHWITH NUMERICNUMERICNUMERICNUMERIC KEYPADKEYPADKEYPADKEYPAD

K-TEK-320KPK-TEK-320KPK-TEK-320KPK-TEK-320KP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 79 Keys Compact Format Vandal-proof stainless steel long stroke (ModelA) or short stroke

(Mode B) keyboard with integrated numeric keypad (with optional encryption module supporting
DES/Tripe DES), with rear mounting solution.

Product Name IP Rated TP

K-TEK-A320KP Keyboard; Numeric keypad PS/2;USB IP65 Dynamic

K-TEK-B320KP Keyboard; Numeric keypad PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and etched

legends and raised braille on keys are available.

� G.W.:G.W.:G.W.:G.W.: 1.60KGs.

� Dimensions:Dimensions:Dimensions:Dimensions: 320.0mm x 105.0mm (front panel),

� 344.0mm x 129.0mm (back panel).
K-TEK-A320KPK-TEK-A320KPK-TEK-A320KPK-TEK-A320KP

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are available.

� G.W.:G.W.:G.W.:G.W.: 1.60KGs.

� Dimensions:Dimensions:Dimensions:Dimensions: 320.0mm x 105.0mm (front panel),

� 344.0mm x 129.0mm (back panel).

K-TEK-B320KPK-TEK-B320KPK-TEK-B320KPK-TEK-B320KP
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K-TEK-340KPK-TEK-340KPK-TEK-340KPK-TEK-340KP

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 79 keys Vandal-proof stainless steel long stroke(Model A) or short stroke (Mode B) keyboard
with integrated numeric keypad (with optional encryption module supporting DES/Tripe DES),
with front panel mounting solution.

Product Name IP Rated TP

K-TEK-A340KP Keyboard; Numeric keypad PS/2;USB IP65 Dynamic

K-TEK-B340KP Keyboard; Numeric keypad PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology

with protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are

available.

� G.W.:G.W.:G.W.:G.W.: 1.60KGs.

� Dimensions:Dimensions:Dimensions:Dimensions:340.0mm x 125.0mm (front panel),

� 320.0mm x 110.0mm (back panel).

K-TEK-A340K-TEK-A340K-TEK-A340K-TEK-A340KPKPKPKP
� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser

engraved and etched legends and raised braille on keys

are available.

� G.W.:G.W.:G.W.:G.W.: 1.60KGs.

� Dimensions:Dimensions:Dimensions:Dimensions:340.0mm x 125.0mm (front panel),

� 320.0mm x 110.0mm (back panel).

K-TEK-B340K-TEK-B340K-TEK-B340K-TEK-B340KPKPKPKP



139

K-TEK-340KP-FNK-TEK-340KP-FNK-TEK-340KP-FNK-TEK-340KP-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 95 keys Compact Format Vandal-proof stainless steel long stroke (Model A) or short stroke

(Mode B) keyboard with integrated numeric keypad (with optional encryption module supporting
DES/Tripe DES), and function keys F1, F2…F11, F12 are on the top line of keyboard for easy
operations, with front panel mounting solution.

Product Name IP Rated TP

K-TEK-A340KP-FN Keyboard; Numeric keypad; Function keys PS/2;USB IP65 Dynamic

K-TEK-B340KP-FN Keyboard; Numeric keypad; Function keys PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology

with protuberant rectangular keys, with laser

engraved and etched legends and raised braille on

keys are available.

� G.W.G.W.G.W.G.W.:::: 1.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 340.0mm x 145.0mm (front panel),

� 320.0mm x 125.0mm (back panel).K-TEK-A340K-TEK-A340K-TEK-A340K-TEK-A340KPKPKPKP-FN-FN-FN-FN

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology

with plain/Non-Protuberant rectangular keys, with laser

engraved and etched legends and raised braille on

keys are available.

� G.W.G.W.G.W.G.W.:::: 1.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 340.0mm x 145.0mm (front panel),

� 320.0mm x 125.0mm (back panel).K-TEK-B340K-TEK-B340K-TEK-B340K-TEK-B340KPKPKPKP-FN-FN-FN-FN
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INDUSTRIALINDUSTRIALINDUSTRIALINDUSTRIAL METALMETALMETALMETAL KEYBOARDKEYBOARDKEYBOARDKEYBOARD

K-TEK-224K-TEK-224K-TEK-224K-TEK-224
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 47 keys anti-vandalism metal payphone keyboard with long stroke (Model A) or short stroke

(Mode B) ,with rear mounting solution.

Product Name IP Rated

K-TEK-A224 keyboard PS/2;USB IP65 Dynamic

K-TEK-B224 keyboard PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology with

protuberant rectangular keys, with laser engraved and etched

legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.10 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 224.0mm×110.0mm(front panel),

243.0mm×120.0mm (back panel).

K-TEK-A224K-TEK-A224K-TEK-A224K-TEK-A224
� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser engraved and

etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.10 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions:224.0mm×110.0mm (front panel),

243.0mm× 120.0mm (back panel).

K-TEK-B224K-TEK-B224K-TEK-B224K-TEK-B224
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K-TEK-272K-TEK-272K-TEK-272K-TEK-272
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 64 keys compact format vandal proof IP65 stainless steel keyboard with long stroke (Model A) or

short stroke (Mode B), with rear mounting solution.

Product Name IP Rated

K-TEK-A272 keyboard PS/2;USB IP65 Dynamic

K-TEK-B272 keyboard PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology

with protuberant rectangular keys, with laser

engraved and etched legends and raised braille on

keys are available.

� G.W.G.W.G.W.G.W.:::: 1.20 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 272.0mm x 105.0mm (front panel),

� 296.0mm x 129.0mm (back panel).

K-TEK-A272K-TEK-A272K-TEK-A272K-TEK-A272
� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser

engraved and etched legends and raised braille on keys

are available.

� With firm tactile key feel, short key travel (0.45mm)

switches.

� G.W.G.W.G.W.G.W.:::: 1.20 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 272.0mm x 105.0mm (front panel),

� 296.0mm x 129.0mm (back panel).K-TEK-B272K-TEK-B272K-TEK-B272K-TEK-B272
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K-TEK-290K-TEK-290K-TEK-290K-TEK-290
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 64 keys compact format vandal proof IP65 stainless steel keyboard for fast and accurate data
input with long stroke (Model A) or short stroke (Mode B) , with front panel mounting solution.

Product Name IP Rated

K-TEK-A290 keyboard PS/2;USB IP65 Dynamic

K-TEK-B290 keyboard PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology

with protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are

available.

� G.W.G.W.G.W.G.W.:::: 1.30 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 290.0mm x 125.0mm (front panel), 2

� 72.0mm x 105.0mm (back panel).K-TEK-A290K-TEK-A290K-TEK-A290K-TEK-A290
� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology

with plain/Non-Protuberant rectangular keys, with

laser engraved and etched legends and raised braille

on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.30 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 290.0mm x 125.0mm (front panel),

� 272.0mm x 105.0mm (back panel).

K-TEK-B290K-TEK-B290K-TEK-B290K-TEK-B290
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K-TEK-290-FNK-TEK-290-FNK-TEK-290-FNK-TEK-290-FN
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 77 keys compact format vandal proof IP65 stainless steel long stroke (Model A) or short stroke

(Model B) Keyboard, function keys F1, F2…F11, F12 are on the top line of keyboard for easy
operations, with front panel mounting solution.

Product Name IP Rated

K-TEK-A290-FN Keyboard; Function keys PS/2;USB IP65 Dynamic

K-TEK-B290-FN Keyboard; Function keys PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology

with protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are

available.

� G.W.G.W.G.W.G.W.:::: 1.40 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 290.0mm x 145.0mm (front panel),

� 290.0mm x 125.0mm (back panel).K-TEK-A290-FNK-TEK-A290-FNK-TEK-A290-FNK-TEK-A290-FN
� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser

engraved and etched legends and raised braille on keys

are available.

� G.W.G.W.G.W.G.W.:::: 1.40 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 290.0mm x 145.0mm (front panel),

� 290.0mm x 125.0mm (back panel).
K-TEK-B290-FNK-TEK-B290-FNK-TEK-B290-FNK-TEK-B290-FN
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KKKK-TEK-300-TEK-300-TEK-300-TEK-300
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 64 keys Vandal-proof Stainless Steel Industrial Long Stroke (Model A) or short stroke (Model B)

Keyboard, with rear panel mounting solution.

Product Name IP Rated

K-TEK-A300 keyboard PS/2;USB IP65 Dynamic

K-TEK-B300 keyboard PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology

with protuberant rectangular keys, with laser

engraved and etched legends and raised braille on

keys are available.

� G.W.G.W.G.W.G.W.:::: 1.30 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 300.0mm x 110.0mm (front panel),

324.0mm x 134.0mm (back panel).

K-TEK-A300K-TEK-A300K-TEK-A300K-TEK-A300
� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology

with plain/Non-Protuberant rectangular keys, with

laser engraved and etched legends and raised braille

on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.30 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 300.0mm x 110.0mm (front panel),

324.0mm x 134.0mm (back panel).
K-TEK-B300K-TEK-B300K-TEK-B300K-TEK-B300
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SLIMSLIMSLIMSLIM KIOSKKIOSKKIOSKKIOSK KEYBOARDKEYBOARDKEYBOARDKEYBOARD

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser engraved

and etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.10 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions:220.0mm×101.0mm (front panel),

236.0mm× 109.0mm (back panel).

K-TEK-B220K-TEK-B220K-TEK-B220K-TEK-B220

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 64 keys vandal proof IP65 MINI stainless steel keyboard, metal dome PCB with short
stroke (0.45mm), with rear mounting solution.

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology

with plain/Non-Protuberant rectangular keys, with

laser engraved and etched legends and raised braille

on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.20 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 285.0mm×95.0mm (front panel),

330.0mm×115.0mm (back panel).

K-TEK-B285K-TEK-B285K-TEK-B285K-TEK-B285

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 65 keys vandal proof metal Keyboard with short stroke 0.45mm, with rear mounting solution
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Product Name IP Rated

K-TEK-B220 keyboard PS/2;USB IP65 Dynamic

K-TEK-B285 keyboard PS/2;USB IP65 Dynamic

K-TEK-B295 keyboard PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

K-TEK-B295K-TEK-B295K-TEK-B295K-TEK-B295

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 64 keys vandal resistant metal Keyboard with short stroke with 0.45mm, with rear mounting solution

� KeyKeyKeyKey toptoptoptop style:style:style:style: Gold-on-gold key switch technology with

plain/Non-Protuberant rectangular keys, with laser

engraved and etched legends and raised braille on keys

are available.

� G.W.G.W.G.W.G.W.:::: 1.30 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 295.0mm×105.0mm (front panel),

330.0mm×120.0mm (back panel).
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BANKBANKBANKBANK KIOSKKIOSKKIOSKKIOSK PINPADPINPADPINPADPINPAD KEYBOARDKEYBOARDKEYBOARDKEYBOARD

K-TEK-340K-TEK-340K-TEK-340K-TEK-340-KP-KP-KP-KP-PP-PP-PP-PP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 79 keys compact format vandal proof IP65 stainless steel keyboard with integrated EPP with

encryption module supporting DES/TDES for bank kiosks, ATM/CDM etc. The keyboard is with
long stroke 2.0mm (Model A) or short stock 0.45mm (Model B) for fast and accurate data input.

APPLICATION:APPLICATION:APPLICATION:APPLICATION: This Keyboard is mainly targeted for use for unsupervised or semi-supervised positions of varied
bank access applications, Bank kiosks, ATM, CDMs etc.

Product Name IP Rate

K-TEK-A340PP Keyboard; Pinpad PS/2;USB IP65 Dynamic

K-TEK-B340PP Keyboard; Pinpad PS/2;USB IP65 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-gold key switch technology

with protuberant (Mode A) or gold-on-gold key switch

technology with plain/non-protuberant (Mode B)

rectangular keys, with laser engraved and etched legends

and raised braille on keys are available.

� Standard RS232 serial interface.

� Communication velocity: 19200, 9600, 4800, 2400,

1200bps.

� Data format: N, 8, 1.

� 15 actuators: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, correct, enter,

cancel, backup key 2 defined for ABC.

� Data encryption and decryption (DES/TDES), MAC

Algorithm.

� Encryption rate: < 1 second.

���� G.W.:G.W.:G.W.:G.W.: 1.60 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 340.0mm x 125.0mm (front panel),

320.0mm x 105.0mm (back panel)

K-TEK-A340K-TEK-A340K-TEK-A340K-TEK-A340-KP-KP-KP-KP-PP-PP-PP-PP

K-TEK-B340K-TEK-B340K-TEK-B340K-TEK-B340-KP-KP-KP-KP-PP-PP-PP-PP
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K-TEK-392TB-PPK-TEK-392TB-PPK-TEK-392TB-PPK-TEK-392TB-PP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 83 keys compact format vandal proof IP65 stainless steel keyboard with integrated trackball and

EPP with encryption module supporting DES/TDES for bank kiosk, ATM/CDM etc, with long
stroke 2.0mm (Model A) or short stock 0.45mm (Model B) for fast and accurate data input, with
rear panel mounting solution.

Product Name IP Rate

K-TEK-A392-MTB-PP Keyboard; 400 DPI Mechanical Trackball; Pinpad PS/2;USB IP65 Static

K-TEK-A392-LTB-PP Keyboard; 800 DPI Laser Trackball; Pinpad PS/2;USB IP68 Dynamic

K-TEK-A392-OTB-PP Keyboard; 1200 DPI Optical Trackball; Pinpad PS/2;USB IP68 Dynamic

K-TEK-B392-MTB-PP Keyboard; 400 DPI Mechanical Trackball; Pinpad PS/2;USB IP65 Static

K-TEK-B392-LTB-PP Keyboard; 1200 DPI Laser Trackball; Pinpad PS/2;USB IP68 Dynamic

K-TEK-B392-OTB-PP Keyboard; 800 DPI Optical Trackball; Pinpad PS/2;USB IP68 Dynamic

Other language versions/interfaces/configuration available on request

K-TEK-B392TB-PPK-TEK-B392TB-PPK-TEK-B392TB-PPK-TEK-B392TB-PP

K-TEK-A392TB-PPK-TEK-A392TB-PPK-TEK-A392TB-PPK-TEK-A392TB-PP

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-Gold key switch with

Protuberant (Mode A) or Gold-on-Gold key switch with

plain/non-protuberant (Mode B) rectangular keys, with

laser engraved and etched legends and raised braille on

keys are available.

� Standard RS232 serial interface.

� Communication velocity: 19200, 9600, 4800, 2400,

1200bps.

� Data format: N, 8, 1.

� 15 actuators: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, correct, enter,

cancel, backup key 2 defined for ABC.

� Data encryption and decryption (DES/TDES), MAC

Algorithm.

� Encryption rate: < 1 second.

� G.W.G.W.G.W.G.W.:::: 2.00 kgs

� Dimensions:Dimensions:Dimensions:Dimensions: 392.0mm x 110.0mm (front panel), 416.0mm

x 134.0mm (back panel)
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K-TEK-420TB-PPK-TEK-420TB-PPK-TEK-420TB-PPK-TEK-420TB-PP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 81 keys compact format vandal proof IP65 stainless steel keyboard with integrated trackball and

EPP with encryption module supporting DES/TDES for bank kiosk, ATM/CDM etc, with long
stroke 2.0mm (Model A) or short stock 0.45mm (Mode B), with top panel mounting.

Product Name IP Rated

K-TEK-A420-MTB-PP Keyboard; 400 DPI Mechanical Trackball; Pinpad PS/2;USB IP65 static

K-TEK-A420-LTB-PP Keyboard; 800 DPI Laser Trackball; Pinpad PS/2;USB IP6 8 Dynamic

K-TEK-A420-OTB-PP Keyboard; 1200 DPI Optical Trackball; Pinpad PS/2;USB IP6 8 Dynamic

K-TEK-B420-MTB-PP Keyboard; 400 DPI Mechanical Trackball; Pinpad PS/2;USB IP65 static

K-TEK-B420-LTB-PP Keyboard; 1200 DPI Laser Trackball; Pinpad PS/2;USB IP 68 Dynamic

K-TEK-B420-OTB-PP Keyboard; 800 DPI Optical Trackball; Pinpad PS/2;USB IP6 8 Dynamic

Other language versions/interfaces/configuration available on request

� KeyKeyKeyKey toptoptoptop style:style:style:style: Carbon-on-Gold key switch with

Protuberant (Mode A) or Gold-on-Gold key switch with

plain/non-protuberant (Mode B) rectangular keys, with

laser engraved and etched legends and raised braille on

keys are available.

� Standard RS232 serial interface.

� Communication velocity: 19200, 9600, 4800, 2400,

1200bps.

� Data format: N, 8, 1.

� 15 actuators: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, correct, enter,

cancel, backup key 2 defined for ABC.

� Data encryption and decryption (DES/TDES), MAC

Algorithm.

� Encryption rate: < 1 second.

� G.W.G.W.G.W.G.W.:::: 2.00 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 420.0mm x 124.0mm (front panel),

392.0mm x 105.0mm (back panel)

K-TEK-A420TB-PPK-TEK-A420TB-PPK-TEK-A420TB-PPK-TEK-A420TB-PP

K-TEK-B420TB-PPK-TEK-B420TB-PPK-TEK-B420TB-PPK-TEK-B420TB-PP
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METALMETALMETALMETAL NUMERICNUMERICNUMERICNUMERIC KEYPADSKEYPADSKEYPADSKEYPADS

K-TEK-68KPK-TEK-68KPK-TEK-68KPK-TEK-68KP

K-TEK-A68KPK-TEK-A68KPK-TEK-A68KPK-TEK-A68KP K-TEK-B68KPK-TEK-B68KPK-TEK-B68KPK-TEK-B68KP

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 12 Keys Vandal proof IP65 Stainless Steel Compact Format Numeric keypad with
electronics controller protected by stainless steel housing, carbon-on-gold key switch technology with
long stroke 2.0mm, with top stainless steel panel mounting with rubber sealing gasket.

� Standard PC/AT keyboard interface.

���� 12121212 actuatoractuatoractuatoractuator onononon thethethethe keypad:keypad:keypad:keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9,*, #. Any keys can be re-defined per customers' requirements.

Dimensions:Dimensions:Dimensions:Dimensions: 68.0mm × 90.0mm (front panel)
� G.W.G.W.G.W.G.W.:::: 0.50 kgs.
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K-TEK-B75KPK-TEK-B75KPK-TEK-B75KPK-TEK-B75KP

� Standard PC/AT keyboard interface.

� 10mm x 10mm slim key with compact keypad layout.

� 16161616 actuatoractuatoractuatoractuator onononon thethethethe keypad:keypad:keypad:keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, B space, Up, Down, Menu, Cancel, Enter, 4 x 4 scanning code. Any

keys can be re-defined per customers’ requirements.

� Dimensions:Dimensions:Dimensions:Dimensions: 75.0mm x 73.0mm.

� G.W.G.W.G.W.G.W.:::: 0.60 kgs.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION:16 keys vandal proof IP65 stainless steel keypad with MINI keys, with metal dome PCB with gold-on-gold key

Switch technology, with top panel mounting solution.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 16 Keys Vandal proof IP65 Compact Format Stainless Steel Numeric keypad with electronics controller protected

by stainless steel housing, metal dome PCB with gold-on-gold key switch technology with short stroke 0.45mm,

with top stainless steel panel mounting.

� Standard PC/AT keyboard interface.

� 16 actuator on the keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, Exit, P-Up, P-Down, Enter, Clear, 4 x 4 scanning code. Any keys can be

re-defined per customers’ requirements.

� 8 functional keys: F5, F10, F11, F12 and up/down/right/left arrows (optional).

� Dimensions:Dimensions:Dimensions:Dimensions: 100.0mm x 100.0mm.

� G.W.G.W.G.W.G.W.:::: 0.85 kgs.

K-TEK-B100KPK-TEK-B100KPK-TEK-B100KPK-TEK-B100KP
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K-TEK-88KPK-TEK-88KPK-TEK-88KPK-TEK-88KP

K-TEK-A88KPK-TEK-A88KPK-TEK-A88KPK-TEK-A88KP

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 12 Keys Vandal-proof Stainless Steel Numeric Keypad with Long Stroke (Model A) or short stroke

(Mode B) Keyboard, with top mounting with sealing gasket for easy tightly mounting to enclosure or

panel. Backlight (red/blue/white/green) optional ,electronics controller protected by stainless steel

housing with front mounting solution.

� Standard PC/AT keyboard interface.

���� 12121212 actuatoractuatoractuatoractuator onononon thethethethe keypad:keypad:keypad:keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9,*, #. Any keys can be re-defined per customers' requirements.

� Dimensions:Dimensions:Dimensions:Dimensions: 88.0mm x 102.0mm.

� G.W.G.W.G.W.G.W.:::: 0.50 kgs.

K-TEK-K-TEK-K-TEK-K-TEK-B88B88B88B88KPKPKPKP
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K-TEK-A118KPK-TEK-A118KPK-TEK-A118KPK-TEK-A118KP

� Standard PC/AT keyboard interface.

� 17 actuator on the keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, Numeric Lock , +, -, *, / , . , Enter, 4 x 5 scanning code.

Any keys can be re-defined per customers' requirements.

� Dimensions:Dimensions:Dimensions:Dimensions: 118.0mm x 122.0mm

� G.W.G.W.G.W.G.W.:::: 0.5kgs.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 17 Keys Vandal proof IP65 Compact Format Stainless Steel Numeric keypad with electronics

controller protected by stainless steel housing, carbon-on-gold key switch technology with long

stroke 2.0mm, with top stainless steel panel mounting..

DESCRIPTDESCRIPTDESCRIPTDESCRIPTION:ION:ION:ION: 16 Keys Vandal proof IP65 Compact Format Stainless Steel Numeric keypad with electronics
controller protected by stainless steel housing, carbon-on-gold key switch technology with long
stroke 2.0mm,with desk top version

K-TEK-A118KP-DTK-TEK-A118KP-DTK-TEK-A118KP-DTK-TEK-A118KP-DT

� Standard PC/AT keyboard interface.

� 17 actuator on the keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, Numeric Lock , +, -, *, / , . , Enter, 4 x 5 scanning code.

Any keys can be re-defined per customers' requirements.

� Dimensions:Dimensions:Dimensions:Dimensions: 118.0mm x 122.0mm x 18.0(30.0)mm

� G.W.G.W.G.W.G.W.:::: 1.01.01.01.0 kkkkgs.
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K-TEK-120KPK-TEK-120KPK-TEK-120KPK-TEK-120KP

� Standard PC/AT keyboard interface.

� 16161616 actuatoractuatoractuatoractuator onononon thethethethe keypad:keypad:keypad:keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, ...., Exit, P-Up, P-Down, Enter, Clear, 4 x 4 scanning code. Any keys

can be re-defined per customers’ requirements.

� 8888 functionalfunctionalfunctionalfunctional keys:keys:keys:keys: F5, F10, F11, F12 and up/down/right/left arrows (optional).

� Dimensions:Dimensions:Dimensions:Dimensions: 120.0mm x 98 mm.

� G.W.G.W.G.W.G.W.:::: 1.10 kgs.

K-TEK-A120KPK-TEK-A120KPK-TEK-A120KPK-TEK-A120KP

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 16 Keys Vandal proof IP65 Compact Format Stainless Steel Numeric keypad with electronics controller

protected by stainless steel housing with Long Stroke (Model A) or short stroke (Mode B) Keypad, with front mounting solution.

K-TEK-K-TEK-K-TEK-K-TEK-BBBB120KP120KP120KP120KP
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� Standard PC/at keyboard interface

� 20 actuators on the keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, . , 00, change, pg-up, pg-down, print, card out, ext, return, enter, any key

can re-defined as per customers' requirements

� Dimensions:Dimensions:Dimensions:Dimensions: 120.0mm x 90.0mm.

� G.W.G.W.G.W.G.W.:::: 1.30 kgs.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 20 Keys Vandal proof IP65 Compact format Stainless Steel Numeric keypad with electronics controller

protected by stainless steel housing, metal dome PCB with gold-on-gold key switch technology with short stroke 0.45mm, with

rear panel mounting..

K-TEK-B120KP(20)K-TEK-B120KP(20)K-TEK-B120KP(20)K-TEK-B120KP(20)
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K-TEK-B139KPK-TEK-B139KPK-TEK-B139KPK-TEK-B139KP

� Standard PC/at keyboard interface

� 20202020 actuatorsactuatorsactuatorsactuators:::: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, ., Exit, P-Up, P-Down, Enter, Clear, 4 x 4 scanning code.

� 22224444 actuatoractuatoractuatoractuatorssss: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, . , -, F1, F2, F3, F4, F5, F6 ,Backspace, Enter, ESC, Del, Pgup, Pgdn, 4 x 6 scanning

code.

� Any keys can be re-defined per customers’ requirements.

� Dimensions:Dimensions:Dimensions:Dimensions: 139.0mm x 98.0mm (front panel)

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 20/24 Keys Vandal-proof Stainless Steel Numeric Keypad, with top panel mounted

K-TEK-K-TEK-K-TEK-K-TEK-B139KPB139KPB139KPB139KP

K-TEK-K-TEK-K-TEK-K-TEK-B139KP(24)B139KP(24)B139KP(24)B139KP(24)
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� Standard PC/at keyboard interface

� 16161616 actuators:actuators:actuators:actuators: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, correct, enter, cancel, backup key 3 defined for ABC.

� Dimensions:Dimensions:Dimensions:Dimensions: 160.0mm x 102.3mm (Front Panel).

� G.W.G.W.G.W.G.W.:::: 1.20 kgs.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 16 Keys Vandal proof IP65 Compact Format Stainless Steel Numeric keypad with electronics controller protected by

stainless steel housing, metal dome PCB with gold-on-gold key switch technology with short stroke 0.45mm, with rear

panel mounting.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 16 keys compact format vandal-proof IP65 stainless steel keypad with gold-on-gold key switch technology for

accurate data input, with top panel mounting solution.

K-TEK-B160KPK-TEK-B160KPK-TEK-B160KPK-TEK-B160KP

K-TEK-B100KP(TopK-TEK-B100KP(TopK-TEK-B100KP(TopK-TEK-B100KP(Top PanelPanelPanelPanel Mounting)Mounting)Mounting)Mounting)

� Standard PC/at keyboard interface

� 16161616 actuators:actuators:actuators:actuators: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, ., Exit, P-Up, P-Down, Enter, Clear, 4 x 4 scanning code. Any keys can be

re-defined per customers’ requirements.

� Dimensions:Dimensions:Dimensions:Dimensions: 100.0mm x 100.0mm.

� G.W.G.W.G.W.G.W.:::: 1.20 kgs.
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K-TEK-B179KP-28K-TEK-B179KP-28K-TEK-B179KP-28K-TEK-B179KP-28

Description:Description:Description:Description: 28 Keys Vandal proof IP65 Compact Format Stainless Steel Numeric keypad with electronics controller protected by

stainless steel housing, metal dome PCB with gold-on-gold key switch technology with short stroke 0.45mm, with top panel mounting.

� Standard PC/at keyboard interface

� 28282828 actuatoractuatoractuatoractuator on the keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, . , -, F1, F2, F3, F4, F5, F6,F7,F8,F9.F10.,Backspace, Enter, ESC,

Del,..., 4 x 7 scanning code. Any keys can be re-defined per customers' requirements.

� Dimensions:Dimensions:Dimensions:Dimensions: 179.0mm x 130.0mm (front panel)

� G.W.G.W.G.W.G.W.:::: 1.80 kgs.
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ATMATMATMATM PINPADPINPADPINPADPINPAD

K-TEK-A120PPK-TEK-A120PPK-TEK-A120PPK-TEK-A120PP

� Standard RS232 serial interface.

� CommunicationCommunicationCommunicationCommunication velocity:velocity:velocity:velocity: 19200, 9600, 4800, 2400, 1200bps.

� DataDataDataData format:format:format:format: N, 8, 1.

� 16161616 actuators:actuators:actuators:actuators: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, correct, enter, cancel, backup key 3 defined for ABC.

� DataDataDataData encryptionencryptionencryptionencryption andandandand decryptiondecryptiondecryptiondecryption (DES/TDES).(DES/TDES).(DES/TDES).(DES/TDES).

� EncryptionEncryptionEncryptionEncryption rate:rate:rate:rate:< 1 second.

� Dimensions:Dimensions:Dimensions:Dimensions: 120.0mm x 98.0mm (front plate).

� G.W:G.W:G.W:G.W: 1.00 kg.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 16 keys IP65 vandal-proof stainless steel encryption PINPAD with encryption module supporting DES/TDES is suitable for

ATM/CDM, all kinds of bank terminals etc, with carbon-on-gold key switch technology with long stroke 2.0mm, with top

panel mounting solution

� Standard RS232 serial interface.

� CommunicationCommunicationCommunicationCommunication velocity:velocity:velocity:velocity: 19200, 9600, 4800, 2400, 1200bps.

� DataDataDataData format:format:format:format: N, 8, 1.

� 16161616 actuators:actuators:actuators:actuators: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, correct, enter, cancel, backup key 3 defined for ABC.

� Data encryption and decryption (DES/TDES).

� EncryptionEncryptionEncryptionEncryption rate:rate:rate:rate:< 1 second.

� Dimensions:Dimensions:Dimensions:Dimensions: 120.0mm x 98.0mm (front plate).

� G.W:G.W:G.W:G.W: 1.00 kg.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 16 keys IP65 vandal-proof stainless steel encryption PINPAD with encryption module supporting DES/TDES is

suitable for ATM/CDM, all kinds of bank terminals etc, with gold-on-gold key switch technology with short stroke

0.45mm, with top panel mounting solution.

K-TEK-B120PPK-TEK-B120PPK-TEK-B120PPK-TEK-B120PP
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K-TEK-B100PPK-TEK-B100PPK-TEK-B100PPK-TEK-B100PP
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 16 keys IP65 vandal-proof compact format stainless steel PINPAD with encryption module supporting DES/TDES is

suitable for ATM/CDM, all kinds of bank terminals etc, with rear panel mounting solution.

� Standard RS232 serial interface.

� CommunicationCommunicationCommunicationCommunication velocity:velocity:velocity:velocity: 19200, 9600, 4800, 2400, 1200bps.

� DataDataDataData format:format:format:format: N, 8, 1.

� 16161616 actuators:actuators:actuators:actuators: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, correct, enter, cancel, backup key 3 defined for ABC.The key 2, 3…9 can support the

related English letters under suitable systems.

� Data encryption and decryption (DES/TDES), MAC Algorithm....

� EncryptionEncryptionEncryptionEncryption rate:rate:rate:rate:< 1 second.

� Dimensions:Dimensions:Dimensions:Dimensions:100.0mm x 91.4mm (front panel).

� G.W:G.W:G.W:G.W: 1.00 kg.

� Standard RS232 serial interface.

� CommunicationCommunicationCommunicationCommunication velocity:velocity:velocity:velocity: 19200, 9600, 4800, 2400, 1200bps.

� DataDataDataData format:format:format:format: N, 8, 1.

� 16161616 actuators:actuators:actuators:actuators: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, correct, enter, cancel, backup key 3 defined for ABC.

� Data encryption and decryption (DES/TDES), MAC Algorithm.

� EncryptionEncryptionEncryptionEncryption rate:rate:rate:rate:< 1 second.

� Dimensions:Dimensions:Dimensions:Dimensions: 160.0mm x 102.3mm (front panel) .

� G.W:G.W:G.W:G.W: 1.60kgs.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 16 keys Vandal proof IP65 Stainless Steel PINPAD with Encryption Module Supporting DES/TDES, gold-on-gold

key switch technology with short stroke 0.45mm, rear panel mounting

K-TEK-B160PPK-TEK-B160PPK-TEK-B160PPK-TEK-B160PP

K-TEK-B160PPK-TEK-B160PPK-TEK-B160PPK-TEK-B160PP
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INDUSTRIALINDUSTRIALINDUSTRIALINDUSTRIAL POINTINGPOINTINGPOINTINGPOINTING DEVICESDEVICESDEVICESDEVICES
MAINMAINMAINMAIN FEATURESFEATURESFEATURESFEATURES
� Emulates most popular mice - uses existing mouse driver and mouse software Interfaces for most

workstations and computers.
���� All Metal Mechanicals provide for rugged, smooth, long lasting operation.
���� Optical Encoders provide fast, high resolution, reliable positioning data.

TRACKBALLTRACKBALLTRACKBALLTRACKBALL MODULESMODULESMODULESMODULES

K-TEK-25-MTBK-TEK-25-MTBK-TEK-25-MTBK-TEK-25-MTB

K-TEK-38-MTBK-TEK-38-MTBK-TEK-38-MTBK-TEK-38-MTB K-TEK-38-LTBK-TEK-38-LTBK-TEK-38-LTBK-TEK-38-LTB

K-TEK-38-MTBK-TEK-38-MTBK-TEK-38-MTBK-TEK-38-MTB

TouchTouchTouchTouch BacklightBacklightBacklightBacklight ChameleonChameleonChameleonChameleon TrackballTrackballTrackballTrackball

(IP65 static mechanical trackball) (IP65 static mechanical trackball)

(IP65 static mechanical trackball)

(IP65 static mechanical trackball)

(IP65 dynamic laser trackball)

K-TEK-25-OTBK-TEK-25-OTBK-TEK-25-OTBK-TEK-25-OTB
(IP65 static optical trackball)
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TRACKBALLTRACKBALLTRACKBALLTRACKBALL ANDANDANDAND TOUCHPADTOUCHPADTOUCHPADTOUCHPAD

K-TEK-B65-25-K-TEK-B65-25-K-TEK-B65-25-K-TEK-B65-25-OOOOTBTBTBTB

• Emulates most popular mice - uses existing mouse driver and
mouse software Interfaces for most workstations and computers.

• All Metal Mechanicals provide for rugged, smooth, long lasting

operation.

• Available 50mm, 40mm, 38mm, 25mm, 22mm, 19mm and 16mm

Diameter Stainless steel or Hard Phenolic Resin Ball for smooth,

durable operation and precise cursor positioning.

• Rate Sensitive Dynamic Resolution provides for accelerated

movement of the cursor when the ball is moved fast, while retaining

one-pixel positioning accuracy when the ball is moved slowly.

• Teflon Ball Shields are available for dirt and water protection in
harsh environments.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 25mm (1.0') vandal proof IP68 dynamic stainless steel optical trackball, rear panel mounted. This stainless steel compact

trackball is easy for system integration, and suitable in harsh industrial environment.Stable stainless steel front panel with

mounting holes, extra strong ball for exact positioning and perfect handling, user-friendly mouse switches with soft tactile

feeling, rear side integrated electronics protected by a metal cover.
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:
ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

MechanicalMechanicalMechanicalMechanical Key 2 keys, quality brushed stainless steel

Key top style Plain/non-Protuberant Rectangular Keys,

Front Plate Quality brushed stainless steel

Key Travel 0.45mm

Ball diameter 25.0mm (1.0')

Key switch lifespan more than 3 Mio actuations

Track ball lifespan > 10 Mio revolutions

Track ball resolutions 800 DPI

Back Metal Cover Rear side integrated electronics protected by a metal cover

Actuation Force 1.0N to 3.0N

Mounting Rack Stainless Steel

Dimension
Dimensions with 25mm track ball,
Front plate (W x H): 65.0 x 80.0mm,
Overall (W x H x D): 90.0 x 90.0 x 29.5mm

InterfaceInterfaceInterfaceInterface PS2, USB are available, Y type cable with ports of PS2 and USB

ElectricalElectricalElectricalElectrical Power supply 5V DC+ 10%

Protection level IP68 dynamic (front panel), NEMA3

EMC Standard EN55022(B)

Power consuming
≤1.0W(dynamic)

≤0.2W(static)

Contact Material Gold/Gold

EnvironmentalEnvironmentalEnvironmentalEnvironmental Operating temperature -20ºC~+ 60º C

Storage temperature - 30ºC~+ 70ºC

Operating RH 30～90%

Atmospheric pressure 60～106Kpa.

ReliableReliableReliableReliable Certificates RoHS Compliant, CE and FCC,ESD certified.

MTBF >50000H

MTTR < 30 MIN

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OS9OS9OS9OS9 //// OSXOSXOSXOSX

PackingPackingPackingPacking DetailsDetailsDetailsDetails Each unit to a suitable brown inner box,suitable brown inner boxes to a standard export carton.
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K-TEK-B88-25-OTBK-TEK-B88-25-OTBK-TEK-B88-25-OTBK-TEK-B88-25-OTB
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 dynamic rated vandal proof 25.mm (1.0') vandal proof IP68 stainless steel with 3 mouse keys Optical trackball
module +800DPI resolutions for fast and accurate fixing position, with top panel mounting solution.

• Emulates most popular mice - uses existing mouse driver
and mouse software Interfaces for most workstations and
computers.

• All Metal Mechanicals provide for rugged, smooth, long
lasting operation.

• Available 40mm, 38mm, 25mm, 22mm, 19mm and 16mm
diameter stainless steel or hard phenolic resin ball for
smooth, durable operation and precise cursor positioning.

• Rate Sensitive Dynamic Resolution provides for
accelerated movement of the cursor when the ball is moved
fast, while retaining one-pixel positioning accuracy when
the ball is moved slowly.

• Teflon Ball Shields are available for dirt and water
protection in harsh environments.
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

Mechanical Key 3 keys, quality brushed stainless steel

Key top style Non-protuberant rectangular Keys,

Front Plate Quality brushed stainless steel

Key Travel 0.45mm

Ball diameter 25.4mm/1.0' (19mm, 25mm, 36mm 40mm also available)

Key switch lifespan more than 5 Mio actuations

Track ball lifespan > 10 Mio revolutions

Back Metal Cover Rear side integrated electronics protected by a metal cover

Actuation Force 1.0N to 3.0N

Mounting Rack Stainless steel

Dimension Dimensions with 25mm track ball,
Front plate (W x H): 88.0mm x 88.0mm

Interface PS2, USB are available, Y type cable with ports of PS2 and USB

Electrical Power supply 5V DC+ 10%, keyboard interface

Protection level IP65 (dynamic), NEMA3

EMC Standard EN55022(B)

Power consuming
≤1.00W(dynamic)

≤0.2W(static)

Contact Material Gold-on-Gold

Environmental Operating temperature -20ºC~+ 60º C

Storage temperature - 30ºC~+ 70ºC

Operating RH 30～90%

Atmospheric pressure 60～106Kpa.

Reliable Certificates RoHS compliant, CE and FCC certified. ESD

MTBF >50000h

MTTR < 30min

OSOSOSOS OSOSOSOS isisisis underunderunderunder DOS/Windows95/98/NT/ME/2000/XP/2003/VistaDOS/Windows95/98/NT/ME/2000/XP/2003/VistaDOS/Windows95/98/NT/ME/2000/XP/2003/VistaDOS/Windows95/98/NT/ME/2000/XP/2003/Vista/WIN/WIN/WIN/WIN 7777,,,, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac
OS9OS9OS9OS9 //// OSXOSXOSXOSX

Packing
Details

Each unit to a suitable brown box, suitable brown boxes to a standard export carton.
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K-TEK-A83-38-MTBK-TEK-A83-38-MTBK-TEK-A83-38-MTBK-TEK-A83-38-MTB

� Available 50.0mm, 40mm, 38mm, 25mm, 22mm, 19mm and

16mm Diameter Stainless steel or Hard Phenolic Resin Ball

for smooth, durable operation and precise cursor

positioning.

� Rate Sensitive Dynamic Resolution provides for accelerated

movement of the cursor when the ball is moved fast, while

retaining one-pixel positioning accuracy when the ball is

moved slowly.

� Teflon Ball Shields are available for dirt and water protection

in harsh environments (optional).

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 38.0mm (1.5') vandal proof IP65 static stainless steel mechanical trackball, with rear panel mounting

solution.This stainless steel compact trackball is easy for system integration, and suitable in harsh industrial

environment. Stable stainless steel front panel with mounting holes, extra strong ball for exact positioning and

perfect handling, user-friendly mouse switches with soft tactile feeling, rear side integrated electronics protected

by a metal cover.
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:
ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

MechanicalMechanicalMechanicalMechanical Key 2 keys, quality brushed stainless steel

Key top style Protuberant Rectangular Keys,

Front Plate Quality brushed stainless steel

Key Travel 2.0mm

Ball diameter 38.1mm/1.50" (19mm, 25mm, 36mm 40mm also available)

Key switch lifespan more than 10 Mio actuations

Track ball lifespan > 10 Mio revolutions

Track ball resolutions 400 DPI

Back Metal Cover Rear side integrated electronics protected by a metal cover

Actuation Force 1.0N to 3.0N

Mounting Rack Aluminum alloy

Dimension Dimensions with 38mm track ball, Front plate (W x H): 83.0 x
110.0mm, Back panel (W x H ): 107.0 x 134.0mm

InterfaceInterfaceInterfaceInterface PS2, USB are available, Y type cable with ports of PS2 and USB

ElectricalElectricalElectricalElectrical Power supply 5V DC+ 10%, keyboard interface

Protection level IP65 Static (front panel), NEMA3

EMC Standard EN55022(B)

Power consuming
≤1.00W(dynamic)

≤0.2W(static)

Contact Material Gold/Carbon

EnvironmentalEnvironmentalEnvironmentalEnvironmental Operating temperature -20ºC~+ 60º C

Storage temperature - 30ºC~+ 70ºC

Operating RH 30～90%

Atmospheric pressure 60～106Kpa.

ReliableReliableReliableReliable Certificates RoHS Compliant, CE and FCC,ESD certified.

MTBF >50000H

MTTR < 30MIN

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OS9OS9OS9OS9 ////
OSXOSXOSXOSX

PackingPackingPackingPacking DetailsDetailsDetailsDetails Each unit to a suitable brown box, suitable brown boxes to a standard export carton.
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K-TEK-A83-38-LTBK-TEK-A83-38-LTBK-TEK-A83-38-LTBK-TEK-A83-38-LTB

• Emulates most popular mice - uses existing mouse driver and mouse

software Interfaces for most workstations and computers.

• All Metal Mechanicals provide for rugged, smooth, long lasting

operation.

• Laser Encoders provide fast, high resolution more than 1000DPI,
reliable positioning data.

• Available 38mm diameter Stainless steel for smooth, durable

operation and precise cursor positioning.

• Rate Sensitive Dynamic Resolution provides for accelerated
movement of the cursor when the ball is moved fast, while retaining

one-pixel positioning accuracy when the ball is moved slowly.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 38.0mm (1.5') vandal proof IP65 dynamic stainless steel LASER trackball with high resolution 1200DPI, with rear

panel mounting solution.This stainless steel compact trackball is easy for system integration, and suitable in harsh

industrial environment. Stable stainless steel front panel with mounting holes, extra strong ball for exact positioning

and perfect handling, user-friendly mouse switches with soft tactile feeling, rear side integrated electronics protected

by a metal cover.
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ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

MechanicalMechanicalMechanicalMechanical Key 2 keys, quality brushed stainless steel

Key top style Protuberant Rectangular Keys

Front Plate Quality brushed stainless steel

Key Travel 2.0mm

Ball diameter 38.1mm/1.50' (19mm, 25mm, 36mm 40mm, 50mm also available soon)

Key switch lifespan more than 10 Mio actuations

Track ball lifespan > 10 Mio revolutions

Track ball Resolutions 1200DPI

Back Metal Cover Rear side integrated electronics protected by a metal cover

Actuation Force 0.6 N to 1.2 N

Mounting Rack Aluminum alloy

Dimension
Dimensions with 38.0mm track ball,
Front plate (W x H): 83.0 x 110.0mm
Overall (W x H x D): 107.0 x 134.0 x 40.7mm

InterfaceInterfaceInterfaceInterface PS2, USB are available, Y type cable with ports of PS2 and USB

ElectricalElectricalElectricalElectrical Power supply 5V DC+ 10%

Protection level IP65 dynamic (front panel), NEMA3

EMC Standard EN55022(B)

Power consuming
≤1.0W(dynamic)

≤0.2W(static)

Contact Material Gold/Carbon

EnvironmentalEnvironmentalEnvironmentalEnvironmental Operating
temperature

-20°C-+ 60°C

Storage temperature - 30°C-+ 70°C

Operating RH 30-90%

Atmospheric pressure 60-106Kpa.

ReliableReliableReliableReliable Certificates RoHS Compliant, CE and FCC,ESD certified. IP65 front panel.

MTBF >50000H

MTTR < 30 MIN

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OS9OS9OS9OS9 //// OSXOSXOSXOSX

PackingPackingPackingPacking DetailsDetailsDetailsDetails Each unit to a suitable brown inner box, suitable brown inner boxes to a standard export carton.

PackingPackingPackingPacking DetailsDetailsDetailsDetails

TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:
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K-TEK-K-TEK-K-TEK-K-TEK-BBBB83-38-83-38-83-38-83-38-OOOOTBTBTBTB

• Emulates most popular mice - uses existing mouse driver and mouse

software Interfaces for most workstations and computers.

• All Metal Mechanicals provide for rugged, smooth, long lasting and no

noisy operation.

• Laser Encoders provide high resolution more than +800DPI, fast and

reliable positioning data.

• Available 38mm diameter Stainless steel for smooth, quick and

durable operation and precise cursor positioning.

• Rate Sensitive Dynamic Resolution provides for accelerated

movement of the cursor when the ball is moved fast, while retaining

one-pixel positioning accuracy when the ball is moved slowly.

• can be mounted horizontally, and vertically.

• no metal bearings inside, operation is very smooth, and easy without

any noise.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 dynamic rated vandal proof 38mm (1.5’) stainless steel optical trackball with IP65 dynamic sealed stainless

mouse buttons and IP68 dynamic rated washable stainless steel optical trackball module with +800 DPI

resolutions for fast and accurate fixing position, with rear panel mounting solution.
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ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

Mechanical Key 2 or 3 keys, quality brushed stainless steel

Key top style sealed round stainless steel buttons with tactile feeling

Front Plate Quality brushed stainless steel

Key Travel 1.00 mm

Ball diameter 38.1mm/1.50" (19mm, 25mm, 36mm 40mm also available)

Key switch lifespan more than 10 Mio actuations

Track ball lifespan > 10 Mio revolutions

Back Metal Cover Rear side integrated electronics protected by a metal cover

Actuation Force 1.0N to 3.0

Mounting Rack top stainless steel plate with mounting screw bolts

Dimension Dimensions with 38mm track ball,
Front plate (W x H): 107.0mm x 120.0mm

Interface PS2, USB are available, Y type cable with ports of PS2 and USB

Electrical Power supply 5V DC+ 10%, mouse interface

Protection level IP65 dynamic (front panel), NEMA3, IK10

EMC Standard EN55022(B)

Power consuming
≤1.00W(dynamic)

≤0.2W(static)

Contact Material sealed stainless steel buttons

Environmental Operating temperature -20ºC~+ 60º C

Storage temperature - 30ºC~+ 70ºC

Operating RH 30～90%

Atmospheric pressure 60～106Kpa.

Reliable Certificates RoHS compliant, CE and FCC certified, ESD

MTBF >50000H

MTTR < 30min

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WinWindows95/98/NT/ME/2000/XP/2003/Vista/WinWindows95/98/NT/ME/2000/XP/2003/Vista/WinWindows95/98/NT/ME/2000/XP/2003/Vista/Win 7,7,7,7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OS9OS9OS9OS9 ////
OSXOSXOSXOSX

Packing Details Each unit to a suitable brown box, suitable brown boxes to a standard export carton.

TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:
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K-TEK-K-TEK-K-TEK-K-TEK-BBBB83-38-83-38-83-38-83-38-LLLLTBTBTBTB

• Emulates most popular mice - uses existing mouse driver and mouse

software Interfaces for most workstations and computers.

• All Metal Mechanicals provide for rugged, smooth, long lasting and no

noisy operation.

• Laser Encoders provide high resolution more than 1200DPI, fast and

reliable positioning data.

• Available 38mm diameter Stainless steel for smooth, quick and

durable operation and precise cursor positioning.

• Rate Sensitive Dynamic Resolution provides for accelerated

movement of the cursor when the ball is moved fast, while retaining

one-pixel positioning accuracy when the ball is moved slowly.

• can be mounted horizontally, and vertically.

• no metal bearings inside, operation is very smooth, and easy without

any noise.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 dynamic rated vandal proof 38mm (1.5’) stainless steel laser trackball with IP65 dynamic sealed stainless

mouse buttons and IP68 dynamic rated washable stainless steel laser trackball module with +1200 DPI high

resolutions for fast and accurate fixing position, with rear panel mounting solution.
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ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

Mechanical Key 2 or 3 keys, quality brushed stainless steel buttons

Key top style round sealed stainless steel buttons with tactile feeling

Front Plate Quality brushed stainless steel

Key Travel 1.00 mm

Ball diameter 38.1mm/1.50' (16mm, 19mm, 25mm also available)

Key switch lifespan more than 10 Mio actuations

Track ball lifespan > 10 Mio revolutions

Back Metal Cover Rear side integrated electronics protected by a metal cover

Actuation Force 1.0 N to 3.0 N

Mounting Rack Aluminum alloy

Dimension
Dimensions with 38.0mm track ball,
Front plate (W x H): 83.0 x 110.0mm
Overall (W x H x D): 107.0 x 134.0 x 40.7mm

Interface PS2, USB are available, Y type cable with ports of PS2 and USB

Electrical Power supply 5V DC+ 10%, mouse interface

Protection level IP65 dynamic (front panel), NEMA3, IK10

EMC Standard EN55022(B)

Power consuming
≤1.0W(dynamic)

≤0.2W(static)

Contact Material Stainless steel switch

Environmental Operating temperature -20°C-+ 60°C

Storage temperature - 30°C-+ 70°C

Operating RH 30-90%

Atmospheric pressure 60-106Kpa.

Reliable Certificates RoHS compliant, CE and FCC certified. IP65 front panel, ESD

MTBF >50000H

MTTR < 30min

OS OS is under Windows95/98/NT/ME/2000/XP/2003/Vista/Win 7, Linux, Unix, Mac OS9 / OSX

Packing
Details

Each unit to a suitable brown inner box, suitable brown inner boxes to a standard export
carton.

TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:



174

K-TEK-A107-38-MTBK-TEK-A107-38-MTBK-TEK-A107-38-MTBK-TEK-A107-38-MTB

• Emulates most popular mice - uses existing mouse driver and

mouse software Interfaces for most workstations and computers.

• All Metal Mechanicals provide for rugged, smooth, long lasting

operation.

• Available 50mm, 40mm, 38mm, 25mm, 22mm, 19mm and 16mm

Diameter Stainless steel or Hard Phenolic Resin Ball for smooth,

durable operation and precise cursor positioning.

• Rate Sensitive Dynamic Resolution provides for accelerated

movement of the cursor when the ball is moved fast, while retaining

one-pixel positioning accuracy when the ball is moved slowly.

• Teflon Ball Shields are available for dirt and water protection in

harsh environments.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 static Vandal proof Stainless Steel Trackball with IP65 static 38mm mechanical trackball module with 400

DPI resolutions, stainless steel housing projects the trackball module, with front panel mounting solutions.
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:
ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

MechanicalMechanicalMechanicalMechanical Key 2 keys, quality brushed stainless steel

Key top style Protuberant Rectangular Keys,

Front Plate Quality brushed stainless steel

Key Travel 2.0mm

Ball diameter 38.1mm/1.50" (19mm, 25mm, 36mm, 40mm, 50mm also available)

Key switch lifespan more than 10 Mio actuations

Track ball lifespan > 10 Mio revolutions

Track ball resolutions 400 DPI

Back Metal Cover Rear side integrated electronics protected by a metal cover

Actuation Force 1.0N to 3.0N

Mounting Rack Aluminum alloy

Dimension
Dimensions with 38mm track ball,
Front plate (W x H): 107.0mm x 120.0mm

InterfaceInterfaceInterfaceInterface PS2, USB are available, Y type cable with ports of PS2 and USB

ElectricalElectricalElectricalElectrical Power supply 5V DC+ 10%,

Protection level IP65 static (front panel), NEMA3

EMC Standard EN55022(B)

Power consuming
≤1.00W(dynamic)

≤0.2W(static)

Contact Material Gold/Carbon

EnvironmentalEnvironmentalEnvironmentalEnvironmental Operating temperature -20ºC~+ 60º C

Storage temperature - 30ºC~+ 70ºC

Operating RH 30～90%

Atmospheric pressure 60～106Kpa.

ReliableReliableReliableReliable Certificates RoHS Compliant, CE and FCC,ESD certified.

MTBF >50000H

MTTR < 30MIN

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OS9OS9OS9OS9 ////
OSXOSXOSXOSX

PackingPackingPackingPacking DetailsDetailsDetailsDetails Each unit to a suitable brown box, suitable brown boxes to a standard export carton.
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K-TEK-A107-38-LTBK-TEK-A107-38-LTBK-TEK-A107-38-LTBK-TEK-A107-38-LTB

• Emulates most popular mice - uses existing mouse

driver and mouse software Interfaces for most

workstations and computers.

• All Metal Mechanicals provide for rugged, smooth,

long lasting operation.

• Available 40mm, 38mm, 25mm, 22mm, 19mm and

16mm Diameter Stainless steel or Hard Phenolic

Resin Ball for smooth, durable operation and precise

cursor positioning.

• Rate Sensitive Dynamic Resolution provides for
accelerated movement of the cursor when the ball is

moved fast, while retaining one-pixel positioning

accuracy when the ball is moved slowly.

• Teflon Ball Shields are available for dirt and water

protection in harsh environments.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 38.0mm (1.5') vandal proof IP65 static stainless steel laser trackball (IP68 optical trackball optional),with top panel

mounting solution.



177

TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:
ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

MechanicalMechanicalMechanicalMechanical Key 2 keys, quality brushed stainless steel

Key top style Protuberant Rectangular Keys,

Front Plate Quality brushed stainless steel

Key Travel 2.0mm

Ball diameter 38.1mm/1.50" (19mm, 25mm, 36mm 40mm also available)

Key switch lifespan more than 10 Mio actuations

Track ball lifespan > 10 Mio revolutions

Trackball resolutions 1200 DPI

Back Metal Cover Rear side integrated electronics protected by a metal cover

Actuation Force 1.0N to 3.0N

Mounting Rack Aluminum alloy

Dimension
Dimensions with 38mm track ball,
Front plate (W x H): 107.0mm x 120.0mm

InterfaceInterfaceInterfaceInterface PS2, USB are available, Y type cable with ports of PS2 and USB

ElectricalElectricalElectricalElectrical Power supply 5V DC+ 10%,

Protection level IP65 dynamic (front panel), NEMA3

EMC Standard EN55022(B)

Power consuming
≤1.00W(dynamic)

≤0.2W(static)

Contact Material Gold/Carbon

EnvironmentalEnvironmentalEnvironmentalEnvironmental Operating temperature -20ºC~+ 60º C

Storage temperature - 30ºC~+ 70ºC

Operating RH 30～90%

Atmospheric pressure 60～106Kpa.

ReliableReliableReliableReliable Certificates RoHS Compliant, CE and FCC,ESD certified.

MTBF >50000H

MTTR < 30 MIN

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OS9OS9OS9OS9 ////
OSXOSXOSXOSX

PackingPackingPackingPacking DetailsDetailsDetailsDetails Each unit to a suitable brown box, suitable brown boxes to a standard export carton.
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K-TEK-K-TEK-K-TEK-K-TEK-B107B107B107B107-38--38--38--38-OOOOTBTBTBTB

• Emulates most popular mice - uses existing mouse driver and mouse

software Interfaces for most workstations and computers.

• All Metal Mechanicals provide for rugged, smooth, long lastingand no

noisy operation.

• Laser Encoders provide high resolution more than +800DPI, fast and

reliable positioning data.

• Available 38mm diameter Stainless steel for smooth, quick and

durable operation and precise cursor positioning.

• Rate Sensitive Dynamic Resolution provides for accelerated

movement of the cursor when the ball is moved fast, while retaining

one-pixel positioning accuracy when the ball is moved slowly.

• can be mounted horizontally, and vertically.

• no metal bearings inside, operation is very smooth, and easy without

any noise.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 dynamic rated vandal proof 38mm (1.5’) stainless steel optical trackball with IP65 dynamic sealed stainless

mouse buttons and IP68 dynamic rated washable stainless steel optical trackball module with +800 DPI

resolutions for fast and accurate fixing position, with rear panel mounting solution.
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ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

Mechanical Key 2 or 3 keys, quality brushed stainless steel

Key top style sealed round stainless steel buttons with tactile feeling

Front Plate Quality brushed stainless steel

Key Travel 1.00 mm

Ball diameter 38.1mm/1.50" (19mm, 25mm, 36mm 40mm also available)

Key switch lifespan more than 10 Mio actuations

Track ball lifespan > 10 Mio revolutions

Back Metal Cover Rear side integrated electronics protected by a metal cover

Actuation Force 1.0N to 3.0

Mounting Rack top stainless steel plate with mounting screw bolts

Dimension Dimensions with 38mm track ball,
Front plate (W x H): 107.0mm x 120.0mm

Interface PS2, USB are available, Y type cable with ports of PS2 and USB

Electrical Power supply 5V DC+ 10%, mouse interface

Protection level IP65 dynamic (front panel), NEMA3, IK10

EMC Standard EN55022(B)

Power consuming
≤1.00W(dynamic)

≤0.2W(static)

Contact Material sealed stainless steel buttons

Environmental Operating temperature -20ºC~+ 60º C

Storage temperature - 30ºC~+ 70ºC

Operating RH 30～90%

Atmospheric pressure 60～106Kpa.

Reliable Certificates RoHS compliant, CE and FCC certified, ESD

MTBF >50000H

MTTR < 30min

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WinWindows95/98/NT/ME/2000/XP/2003/Vista/WinWindows95/98/NT/ME/2000/XP/2003/Vista/WinWindows95/98/NT/ME/2000/XP/2003/Vista/Win 7,7,7,7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OS9OS9OS9OS9 ////
OSXOSXOSXOSX

Packing Details Each unit to a suitable brown box, suitable brown boxes to a standard export carton.

TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:
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K-TEK-K-TEK-K-TEK-K-TEK-B107B107B107B107-38--38--38--38-LLLLTBTBTBTB

• Emulates most popular mice - uses existing mouse driver and mouse

software Interfaces for most workstations and computers.

• All Metal Mechanicals provide for rugged, smooth, long lasting and no

noisy operation.

• Laser Encoders provide high resolution more than 1200DPI, fast and

reliable positioning data.

• Available 38mm diameter Stainless steel for smooth, quick and

durable operation and precise cursor positioning.

• Rate Sensitive Dynamic Resolution provides for accelerated

movement of the cursor when the ball is moved fast, while retaining

one-pixel positioning accuracy when the ball is moved slowly.

• can be mounted horizontally, and vertically.

• no metal bearings inside, operation is very smooth, and easy without

any noise.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 dynamic rated vandal proof 38mm (1.5’) stainless steel laser trackball with IP65 dynamic sealed stainless

mouse buttons and IP68 dynamic rated washable stainless steel laser trackball module with +1200 DPI high

resolutions for fast and accurate fixing position, with rear panel mounting solution.
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ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

Mechanical Key 2 or 3 keys, quality brushed stainless steel

Key top style sealed round stainless steel buttons with tactile feeling

Front Plate Quality brushed stainless steel

Key Travel 1.00 mm

Ball diameter 38.1mm/1.50" (19mm, 25mm, 36mm 40mm also available)

Key switch lifespan more than 10 Mio actuations

Track ball lifespan > 10 Mio revolutions

Back Metal Cover Rear side integrated electronics protected by a metal cover

Actuation Force 1.0N to 3.0

Mounting Rack top stainless steel plate with mounting screw bolts

Dimension Dimensions with 38mm track ball,
Front plate (W x H): 107.0mm x 120.0mm

Interface PS2, USB are available, Y type cable with ports of PS2 and USB

Electrical Power supply 5V DC+ 10%, mouse interface

Protection level IP65 dynamic (front panel), NEMA3, IK10

EMC Standard EN55022(B)

Power consuming
≤1.00W(dynamic)

≤0.2W(static)

Contact Material sealed stainless steel buttons

Environmental Operating temperature -20ºC~+ 60º C

Storage temperature - 30ºC~+ 70ºC

Operating RH 30～90%

Atmospheric pressure 60～106Kpa.

Reliable Certificates RoHS compliant, CE and FCC certified. ESD

MTBF >50000H

MTTR < 30min

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WinWindows95/98/NT/ME/2000/XP/2003/Vista/WinWindows95/98/NT/ME/2000/XP/2003/Vista/WinWindows95/98/NT/ME/2000/XP/2003/Vista/Win 7,7,7,7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OS9OS9OS9OS9 ////
OSXOSXOSXOSX

Packing Details Each unit to a suitable brown box, suitable brown boxes to a standard export carton.

TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:
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K-TEK-B107F-38-OTBK-TEK-B107F-38-OTBK-TEK-B107F-38-OTBK-TEK-B107F-38-OTB

• IP68 dynamic waterproof (from the top)
• Solid State Optical Navigation Technology
• Fixed Ball Versions
• Maintenance free with no moving parts
• Intrinsically and ESD safe operation
• Retro-fittable into most existing OEM designs
• Quadrature, PS/2 and USB outputs
• Anti-vandal options
• Output cables and switch input cables (option)
• Decontamination Friendly

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP68 rated washable 38.0mm (1.5') vandal proof optical trackball with sealed 3 stainless steel buttons mouse

buttons, with top panel mounting solution.
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:
ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

Mechanical Key 3 sealed stainless steel buttons, quality brushed stainless
steel

Key top style Protuberant Round Keys,

Front Plate Quality brushed stainless steel

Key Travel 2.0mm

Ball Epoxy Resin, or stainless steel 38mm/1.50'

Key switch lifespan more than 10 Mio actuations

Track ball lifespan > 10 Mio revolutions

Track ball resolutions 800 DPI

Back Metal Cover Rear side integrated electronics protected by a metal cover

Tracking Force 20 grams Nominal Continuous Friction / Scraper Ring

Dimension Dimensions with 38mm track ball,
Front plate (W x H): 107.0mm x 120.0mm

Interface PS2, USB are available, Y type cable with ports of PS2 and USB

Electrical Power supply 5V DC+ 10%

Protection level IP65 dynamic (front panel), NEMA3

EMC Standard EN55022(B)

Power consuming
≤1.00W(dynamic)

≤0.2W(static)

Contact Material Gold/Gold

Environmenta
l

Operating temperature -20ºC~+ 60º C

Storage temperature - 30ºC~+ 70ºC

Operating RH 30～90%

Atmospheric pressure 60～106Kpa.

Reliable Certificates RoHS Compliant, CE and FCC,ESD certified.

MTBF >50000H

MTTR < 30 MIN

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac
OS9OS9OS9OS9 //// OSXOSXOSXOSX

Packing
Details

Each unit to a suitable brown box, suitable brown boxes to a standard export carton.
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K-TEK-B107R-38-OTBK-TEK-B107R-38-OTBK-TEK-B107R-38-OTBK-TEK-B107R-38-OTB

• IP68 dynamic waterproof (from the top)
• Solid State Optical Navigation Technology
• Ball tracking force can be set from loose (10 grams) to high

(120 grams) in 4 steps; ball can be removed.
• Maintenance free with no moving parts
• Intrinsically and ESD safe operation
• Retro-fittable into most existing OEM designs
• Quadrature, PS/2 and USB outputs
• Anti-vandal options
• Output cables and switch input cables (option)
• Decontamination Friendly

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP68 rated washable 38.0mm (1.5') vandal proof optical trackball module with variable friction ring and 3

sealed stainless steel mouse buttons, the ball can be moved out for cleaning and washing,with top panel

mounting solution.
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:

ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

Mechanical Key 3 sealed stainless steel buttons, quality brushed stainless
steel

Key top style Protuberant Rectangular Keys,

Front Plate Quality brushed stainless steel

Key Travel 2.0mm

Ball Epoxy Resin or stainless steel 38mm/1.50'

Key switch lifespan more than 10 Mio actuations

Track ball lifespan > 10 Mio revolutions

Track ball resolutions 800 DPI

Back Metal Cover Rear side integrated electronics protected by a metal cover

Tracking Force 5 - 200 grams Nominal Continuous Variable Friction
Ring/Removable Ball

Dimension Dimensions with 38mm track ball,
Front plate (W x H): 107.0mm x 120.0mm

Interface PS2, USB are available, Y type cable with ports of PS2 and USB

Electrical Power supply 5V DC+ 10%,

Protection level IP65 dynamic (front panel), NEMA3

EMC Standard EN55022(B)

Power consuming
≤1.00W(dynamic)

≤0.2W(static)

Contact Material Gold/Gold

Environmenta
l

Operating temperature -20ºC~+ 60º C

Storage temperature - 30ºC~+ 70ºC

Operating RH 30～90%

Atmospheric pressure 60～106Kpa.

Reliable Certificates RoHS Compliant, CE and FCC,ESD certified.

MTBF >50000H

MTTR < 30 MIN

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac
OS9OS9OS9OS9 //// OSXOSXOSXOSX

Packing
Details

Each unit to a suitable brown box, suitable brown boxes to a standard export carton.
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K-TEK-A107-38-MTB-DTK-TEK-A107-38-MTB-DTK-TEK-A107-38-MTB-DTK-TEK-A107-38-MTB-DT

� Emulates most popular mice - uses existing mouse driver and mouse

software Interfaces for most workstations and computers.

� All Metal Mechanicals provide for rugged, smooth, long lasting operation.

� Available 50mm,40mm, 38mm, 25mm, 22mm, 19mm and 16mm Diameter

Stainless steel or Hard Phenolic Resin Ball for smooth, durable operation

and precise cursor positioning.

� Rate Sensitive Dynamic Resolution provides for accelerated movement of

the cursor when the ball is moved fast, while retaining one-pixel positioning

accuracy when the ball is moved slowly.

� Teflon Ball Shields are available for dirt and water protection in harsh

environments.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION:IP65 static Vandal proof Stainless Steel Trackball with IP65 static 38mm mechanical trackball module with 400

DPI resolutions, stainless steel housing projects the trackball module, with front panel mounting solutions,

stand alone desk top version with stainless steel housing.
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:

ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

MechanicalMechanicalMechanicalMechanical Key 2 keys, quality brushed stainless steel

Key top style Protuberant Rectangular Keys,

Front Plate Quality brushed stainless steel

Key Travel 2.0mm

Ball diameter 38.1mm/1.50" (19mm, 25mm, 36mm, 40mm also available)

Key switch lifespan more than 10 Mio actuations

Track ball lifespan > 10 Mio revolutions

Track ball resolutions 400 DPI

Back Metal Cover Rear side integrated electronics protected by a metal cover

Actuation Force 1.0N to 2.0N

Mounting Rack Aluminum alloy

Dimension 38mm track ball, 107.0mm x 120.0mm x 32.0mm (L x W x H)

InterfaceInterfaceInterfaceInterface PS2, USB are available, Y type cable with ports of PS2 and USB

ElectricalElectricalElectricalElectrical Power supply 5V DC+ 10%,

Protection level IP65 static (front panel), NEMA3

EMC Standard EN55022(B)

Power consuming
≤1.00W(dynamic)

≤0.2W(static)

Contact Material Gold/Carbon

EnvironmentalEnvironmentalEnvironmentalEnvironmental Operating temperature -20ºC~+ 60º C

Storage temperature - 30ºC~+ 70ºC

Operating RH 30～90%

Atmospheric pressure 60～106Kpa.

ReliableReliableReliableReliable Certificates RoHS Compliant, CE and FCC,ESD certified.

MTBF >20000H

MTTR < 30MIN

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OS9OS9OS9OS9 ////
OSXOSXOSXOSX

PackingPackingPackingPacking DetailsDetailsDetailsDetails Each unit to a suitable brown box, suitable brown boxes to a standard export carton.
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K-TEK-B80TPK-TEK-B80TPK-TEK-B80TPK-TEK-B80TP

� The small and compact size for easy mounting, the

light weight for easy moving.

� Smooth, durable operation and precise cursor

positioning.

� Rate Sensitive Dynamic Resolution provides for

accelerated movement of the cursor when the fingers

move fast, while retaining one-pixel positioning

accuracy when the fingers move slowly.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 Sealed and Ruggedized Tough Touchpad with scroll function optional, with stainless steel housing protects the

electronics module, with rear panel mounting. This small and compact touchpad is easy for system integration, and

suitable in harsh industrial environment. Stable stainless steel front panel with mounting holes, rear side integrated

electronics protected by a metal cover.
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

ITEM SPECIFICATION

MechanicalMechanicalMechanicalMechanical Front Plate Quality brushed stainless steel

Touchpad thickness 1.3 mm PCB thickness inclusive of mylar layer

Validated touch width 46.50mm (max)

Validated touch length 62.50mm (max)

Mounting Rack Aluminum alloy

Back Metal Cover Rear side integrated electronics protected by a metal cover

Touchpad lifespan > 10 Mio times

Dimensions
Touchpad: 65.0mm x 49.0mm;
Front Panel: 80.0mm x 80.0mm,
Rear Mounting Panel: 95.0mm x 90.0mm

InterfaceInterfaceInterfaceInterface PS2 and USB both available

ElectricalElectricalElectricalElectrical Power supply 5V DC+ 10%,

Work current 4.0 mA (normal)

X/Y position sensing resolution: 1000 points/inch (40 points/mm)

X/Y position reporting: Relative

Tracking speed: Maximum 1,016 m/sec

Protection level: IP65 dynamic (front panel)

Static Release: 15 KV (front panel)

EMC Standard: EN55022(B)

EnvironmentalEnvironmentalEnvironmentalEnvironmental Operating temperature: -20°C to +60°C

Storage temperature: - 40°C to + 70°C

Operating RH: 10%-95%

Atmospheric pressure: 60-106Kpa

ReliabilityReliabilityReliabilityReliability MTBF >50000H

MTTR < 30 MIN

Touchpad Lifespan >10 million actuations

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMacOS9OS9OS9OS9 //// OSXOSXOSXOSX
PackingPackingPackingPacking DetailsDetailsDetailsDetails Each unit to a suitable brown inner box, suitable brown inner boxes to a standard export

carton.
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K-TEK-A83TPK-TEK-A83TPK-TEK-A83TPK-TEK-A83TP

� The small and compact size for easy mounting, the light weight for

easy moving.

� Smooth, durable operation and precise cursor positioning.

� Rate Sensitive Dynamic Resolution provides for accelerated

movement of the cursor when the fingers move fast, while retaining

one-pixel positioning accuracy when the fingers move slowly.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION:IP65 Sealed and Ruggedized Touchpad with scroll function optional, with stainless steel housing protects the

electronics module, with rear panel mounting.
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:

ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

MechanicalMechanicalMechanicalMechanical Front Plate Quality brushed stainless steel

Touchpad thickness 1.3 mm PCB thickness inclusive of mylar layer

Validated touch width 46.50mm (max)

Validated touch length 62.50mm (max)

Mounting Rack Aluminum alloy

Back Metal Cover Rear side integrated electronics protected by a metal cover

Touchpad lifespan > 10 Mio times

Dimensions
Touchpad: 65.0mm x 49.0mm;
Front Panel: 83.0mm x 110.0mm ,
Rear Mounting Panel: 107.0mm x 134.0mm

InterfaceInterfaceInterfaceInterface PS2 and USB both available

ElectricalElectricalElectricalElectrical Power supply 5V DC+ 10%,

Work current 4.0 mA (normal)

X/Y position sensing resolution: 1000 points/inch (40 points/mm)

X/Y position reporting: Relative

Tracking speed: Maximum 1,016 m/sec

Protection level: IP65 dynamic (front panel)

Static Release: 15 KV (front panel)

EMC Standard: EN55022(B)

EnvironmentalEnvironmentalEnvironmentalEnvironmental Operating temperature: -20°C to +60°C

Storage temperature: - 40°C to + 70°C

Operating RH: 10%-95%

Atmospheric pressure: 60-106Kpa

ReliabilityReliabilityReliabilityReliability MTBF >50000H

MTTR < 30MIN

Touchpad Lifespan >10 million actuations

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OS9OS9OS9OS9 ////
OSXOSXOSXOSX

PackingPackingPackingPacking DetailsDetailsDetailsDetails Each unit to a suitable brown inner box, suitable brown inner boxes to a standard export
carton.
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K-TEK-K-TEK-K-TEK-K-TEK-BBBB83TP83TP83TP83TP

� The small and compact size for easy mounting, the light weight for

easy moving.

� Smooth, durable operation and precise cursor positioning.

� Rate Sensitive Dynamic Resolution provides for accelerated

movement of the cursor when the fingers move fast, while retaining

one-pixel positioning accuracy when the fingers move slowly.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 Sealed and Ruggedized Touchpad with scroll function optional, with stainless steel housing protects the

electronics module, IP65 dynamic rated sealed stainless steel This small and compact touchpad is easy for

system integration, and suitable in harsh industrial environment. Stable stainless steel front panel with mounting

holes, rear side integrated electronics protected by a metal cover
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:

ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

MechanicalMechanicalMechanicalMechanical Front Plate Quality brushed stainless steel

Touchpad thickness 1.3 mm PCB thickness inclusive of mylar layer

Validated touch width 46.50mm (max)

Validated touch length 62.50mm (max)

Mounting Rack Aluminum alloy

Back Metal Cover Rear side integrated electronics protected by a metal cover

Touchpad lifespan > 10 Mio times

Dimensions
Touchpad: 65.0mm x 49.0mm;
Front Panel: 83.0mm x 110.0mm ,
Rear Mounting Panel: 107.0mm x 134.0mm

InterfaceInterfaceInterfaceInterface PS2 and USB both available

ElectricalElectricalElectricalElectrical Power supply 5V DC+ 10%,

Work current 4.0 mA (normal)

X/Y position sensing resolution: 1000 points/inch (40 points/mm)

X/Y position reporting: Relative

Tracking speed: Maximum 1,016 m/sec

Protection level: IP65 dynamic (front panel)

Static Release: 15 KV (front panel)

EMC Standard: EN55022(B)

EnvironmentalEnvironmentalEnvironmentalEnvironmental Operating temperature: -20°C to +60°C

Storage temperature: - 40°C to + 70°C

Operating RH: 10%-95%

Atmospheric pressure: 60-106Kpa

ReliabilityReliabilityReliabilityReliability MTBF >50000H

MTTR < 30MIN

Touchpad Lifespan >10 million actuations

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OS9OS9OS9OS9 ////
OSXOSXOSXOSX

PackingPackingPackingPacking DetailsDetailsDetailsDetails Each unit to a suitable brown inner box, suitable brown inner boxes to a standard export
carton.
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K-TEK-A143TPK-TEK-A143TPK-TEK-A143TPK-TEK-A143TP

• The small and compact size for easy mounting, the
light weight for easy moving.  Smooth, durable
operation and precise cursor positioning.

• Rate Sensitive Dynamic Resolution provides for
accelerated movement of the cursor when the fingers
move fast, while retaining one-pixel positioning
accuracy when the fingers move slowly.

DESCRIPTIONDESCRIPTIONDESCRIPTIONDESCRIPTION::::IP65 Sealed and Ruggedized Touchpad with scroll function optional, with stainless steel housing protects the

electronics module, with rear panel mounting .This small and compact touchpad is easy for system

integration, and suitable in harsh industrial environment. Stable stainless steel front panel with mounting

holes, rear side integrated electronics protected by a metal cover
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:

ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

MechanicalMechanicalMechanicalMechanical Front Plate Quality brushed stainless steel

Touchpad thickness 1.3 mm PCB thickness inclusive of mylar layer

Validated touch width 46.50mm (max)

Validated touch length 62.50mm (max)

Mounting Rack Aluminum alloy

Back Metal Cover Rear side integrated electronics protected by a metal cover

Touchpad lifespan > 10 Mio times

Dimensions
Touchpad: 65.0mm x 49.0mm;
Front Panel Diameter: 143.0mm

InterfaceInterfaceInterfaceInterface PS2 and USB both available

ElectricalElectricalElectricalElectrical Power supply 5V DC+ 10%,

Work current 4.0 mA (normal)

X/Y position sensing resolution: 1000 points/inch (40 points/mm)

X/Y position reporting: Relative

Tracking speed: Maximum 1,016 m/sec

Protection level: IP65 dynamic (front panel)

Static Release: 15 KV (front panel)

EMC Standard: EN55022(B)

EnvironmentalEnvironmentalEnvironmentalEnvironmental Operating temperature: -20°C to +60°C

Storage temperature: - 40°C to + 70°C

Operating RH: 10%-95%

Atmospheric pressure: 60-106Kpa

ReliabilityReliabilityReliabilityReliability MTBF >50000h

MTTR < 30min

Touchpad Lifespan >10 million actuations

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OS9OS9OS9OS9 ////
OSXOSXOSXOSX

PackingPackingPackingPacking DetailsDetailsDetailsDetails Each unit to a suitable brown inner box, suitable brown inner boxes to a standard export
carton.
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K-TEK-A107TPK-TEK-A107TPK-TEK-A107TPK-TEK-A107TP

� The small and compact size for easy mounting, the light

weight for easy moving.

� Smooth, durable operation and precise cursor

positioning.

� Rate Sensitive Dynamic Resolution provides for

accelerated movement of the cursor when the fingers

move fast, while retaining one-pixel positioning

accuracy when the fingers move slowly.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 dynamic sealed and ruggedized tough touchpad with scroll function (optional), with stainless steel

housing protects the electronics module, raised buttons for mouse keys, stainless steel top panel mounted.
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:

ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

MechanicalMechanicalMechanicalMechanical Front Plate Quality brushed stainless steel

Touchpad thickness 1.3 mm PCB thickness inclusive of mylar layer

Validated touch width 46.50mm (max)

Validated touch length 62.50mm (max)

Mounting Rack Aluminum alloy

Back Metal Cover Rear side integrated electronics protected by a metal cover

Touchpad lifespan > 10 Mio times

Dimensions
Touchpad: 65.0mm x 49.0mm;
Front Panel: 107.0mm x 120.0mm

InterfaceInterfaceInterfaceInterface PS2 and USB both available

ElectricalElectricalElectricalElectrical Power supply 5V DC+ 10%,

Work current 4.0 mA (normal)

X/Y position sensing resolution: 1000 points/inch (40 points/mm)

X/Y position reporting: Relative

Tracking speed: Maximum 1,016 m/sec

Protection level: IP65 dynamic (front panel)

Static Release: 15 KV (front panel)

EMC Standard: EN55022(B)

EnvironmentalEnvironmentalEnvironmentalEnvironmental Operating temperature: -20°C to +60°C

Storage temperature: - 40°C to + 70°C

Operating RH: 10%-95%

Atmospheric pressure: 60-106Kpa

ReliabilityReliabilityReliabilityReliability MTBF >50000h

MTTR < 30min

Touchpad Lifespan >10 million actuations

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OS9OS9OS9OS9 ////
OSXOSXOSXOSX

PackingPackingPackingPacking DetailsDetailsDetailsDetails Each unit to a suitable brown inner box, suitable brown inner boxes to a standard export
carton.
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K-TEK-K-TEK-K-TEK-K-TEK-BBBB107TP107TP107TP107TP

� The small and compact size for easy mounting, the light

weight for easy moving.

� Smooth, durable operation and precise cursor positioning.

� Rate Sensitive Dynamic Resolution provides for accelerated

movement of the cursor when the fingers move fast, while

retaining one-pixel positioning accuracy when the fingers

move slowly.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 dynamic sealed and stainless steel ruggedized touchpad with IP65 dynamic sealed stainless steel mouse

buttons, with top panel mounting. This small and compact touchpad is easy for system integration, and suitable in

harsh industrial environment. Stable stainless steel front panel with mounting nails, rear side integrated electronics

protected by a metal cover.
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:

ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

Mechanical Front Plate Quality brushed stainless steel

Touchpad thickness 1.3 mm PCB thickness inclusive of mylar layer

Validated touch width 46.50mm (max)

Validated touch length 62.50mm (max)

Mounting Rack top stainless steel plate with mounting screw bolts

Back Metal Cover Rear side integrated electronics protected by a metal cover

Touchpad lifespan > 10 Mio times

Dimensions
Touchpad: 65.0mm x 49.0mm; Front Mounting Panel:
107.0mm x 120.0mm (front panel),

Interface PS2 and USB both available

Electrical Power supply 5V DC+ 10%,

Work current 4.0 mA (normal)

X/Y position sensing resolution: 1000 points/inch (40 points/mm)

X/Y position reporting: Relative

Tracking speed: Maximum 1,016 m/sec

Protection level: IP65 dynamic (front panel)

Static Release: 15 KV (front panel)

EMC Standard: EN55022(B)

Environmen
tal

Operating temperature: -20°C to +60°C

Storage temperature: - 40°C to + 70°C

Operating RH: 10%-95%

Atmospheric pressure: 60-106Kpa

Reliability MTBF >50000H

MTTR < 30min

Touchpad Lifespan >10 million actuations

OS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WinWindows95/98/NT/ME/2000/XP/2003/Vista/WinWindows95/98/NT/ME/2000/XP/2003/Vista/WinWindows95/98/NT/ME/2000/XP/2003/Vista/Win 7,7,7,7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac
OS9OS9OS9OS9 //// OSXOSXOSXOSX

Packing
Details

Each unit to a suitable brown inner box, suitable brown inner boxes to a standard
export carton.
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K-TEK-A107TP-DTK-TEK-A107TP-DTK-TEK-A107TP-DTK-TEK-A107TP-DT

� The light weight for easy moving.

� Smooth, durable operation and precise cursor positioning.

� Rate Sensitive Dynamic Resolution provides for accelerated

movement of the cursor when the fingers move fast, while

retaining one-pixel positioning accuracy when the fingers

move slowly.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 dynamic sealed and ruggedized tough touchpad with scroll function (optional), with stainless steel housing

protects the electronics module, raised buttons for mouse keys, stand alone desk top version with stainless

steel housing.
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:

ITEMITEMITEMITEM SPECIFICATIONSPECIFICATIONSPECIFICATIONSPECIFICATION

MechanicalMechanicalMechanicalMechanical Front Plate Quality brushed stainless steel

Touchpad thickness 1.3 mm PCB thickness inclusive of mylar layer

Validated touch width 46.50mm (max)

Validated touch length 62.50mm (max)

Mounting Rack Aluminum alloy

Back Metal Cover Rear side integrated electronics protected by a metal cover

Touchpad lifespan > 10 Mio times

Dimensions
Touchpad: 65.0mm x 49.0mm;
107.0mm x 120.0mm x 20.0mm (L x W x H)

InterfaceInterfaceInterfaceInterface PS2 and USB both available

ElectricalElectricalElectricalElectrical Power supply 5V DC+ 10%,

Work current 4.0 mA (normal)

X/Y position sensing resolution: 1000 points/inch (40 points/mm)

X/Y position reporting: Relative

Tracking speed: Maximum 1,016 m/sec

Protection level: IP65 dynamic (front panel)

Static Release: 15 KV (front panel)

EMC Standard: EN55022(B)

EnvironmentalEnvironmentalEnvironmentalEnvironmental Operating temperature: -20°C to +60°C

Storage temperature: - 40°C to + 70°C

Operating RH: 10%-95%

Atmospheric pressure: 60-106Kpa

ReliabilityReliabilityReliabilityReliability MTBF >20000h

MTTR < 30min

Touchpad Lifespan >10 million actuations

OSOSOSOS OSOSOSOS isisisis underunderunderunder Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7,Windows95/98/NT/ME/2000/XP/2003/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OS9OS9OS9OS9 ////
OSXOSXOSXOSX

PackingPackingPackingPacking DetailsDetailsDetailsDetails Each unit to a suitable brown inner box, suitable brown inner boxes to a standard export
carton.
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K-TEK-A160TB-38-KPK-TEK-A160TB-38-KPK-TEK-A160TB-38-KPK-TEK-A160TB-38-KP

� KeyKeyKeyKey toptoptoptop style:style:style:style: Protuberant rectangular keys, with laser engraved and etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.00 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 160.0mm × 125.0mm (front panel) 140.0mm × 105.0mm (back panel).

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION:IP65 static Vandal proof Stainless Steel Trackball with IP65 static 38mm m trackball module with integrated

numeric keypad, stainless steel top panel mounted
APPLICATION:APPLICATION:APPLICATION:APPLICATION: This trackball is mainly targeted for use for unsupervised or semi-supervised positions of varied access

applications, internet terminals and information kiosks, ticket vending machines, gas stations, Internet public

phones etc.

� KeyKeyKeyKey toptoptoptop style:style:style:style: Protuberant rectangular keys, with laser engraved and etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 0.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 160.0mm x 125.0mm (front panel), 140.0mm × 105.0mm (back panel).

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 dynamic sealed and ruggedized tough touchpad with scroll function(optional), carbon-on-gold key switch

technology with stroke 2.0mm,with numeric keypad integrated,top panel mounted

K-TEK-A160TP-KPK-TEK-A160TP-KPK-TEK-A160TP-KPK-TEK-A160TP-KP
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K-TEK-A160TB-38-KP-DTK-TEK-A160TB-38-KP-DTK-TEK-A160TB-38-KP-DTK-TEK-A160TB-38-KP-DT

� KeyKeyKeyKey toptoptoptop style:style:style:style: Protuberant rectangular keys, with laser engraved and etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.60 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 160.0mm x 125.0mm x 32.0mm ( L x W x H)

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: stand alone desk top vandal proof IP65 static stainless steel trackball with 17 Keys Stainless Steel Keypad.
APPLICATION:APPLICATION:APPLICATION:APPLICATION: This trackball is mainly targeted for use for unsupervised or semi-supervised positions of varied access

applications, internet terminals and information kiosks, ticket vending machines, gas stations, Internet public

phones etc.

� KeyKeyKeyKey toptoptoptop style:style:style:style: Protuberant rectangular keys, with laser engraved and etched legends and raised braille on keys are available.

� G.W.G.W.G.W.G.W.:::: 1.20 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 160.0mm x 125.0mm x 20.0mm ( L x W x H)

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: Stand alone desk top vandal proof IP65 dynamic sealed ruggedized & tough touchpad with integrated keypad, with

carbon-on-gold key switch technology.

K-TEK-A160TP-KP-DK-TEK-A160TP-KP-DK-TEK-A160TP-KP-DK-TEK-A160TP-KP-DTTTT
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K-TEK-K-TEK-K-TEK-K-TEK-B160TP-KPB160TP-KPB160TP-KPB160TP-KP

K-TEK-B160TB-KPK-TEK-B160TB-KPK-TEK-B160TB-KPK-TEK-B160TB-KP

� KeyKeyKeyKey toptoptoptop stylestylestylestyle: Non-protuberant rectangular keys, laser engraved & etched legends & raised braille on keys are
� G.W.G.W.G.W.G.W.:::: 0.80 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 160.0mm x 125.0mm (front panel), 140.0mm × 105.0mm (back panel).

� Rate Sensitive Dynamic Resolution provides for accelerated movement of the cursor when the fingers move fast, while retaining

one-pixel positioning accuracy when the fingers move slowly.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 dynamic sealed and ruggedized tough touchpad with scroll function (optional), metal dome PCB with

gold-on-gold key switch technology with short stroke 0.45mm, with numeric keypad integrated, stainless steel top panel mounted.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: IP65 rated dynamic with IP68 dynamic washable optical trackball, integrated keypad, with
gold-on-gold key switch technology, with top panel mounting solution

� KeyKeyKeyKey toptoptoptop stylestylestylestyle : Non-protuberant rectangular keys, laser engraved & etched legends & raised braille on keys are
� G.W.G.W.G.W.G.W.:::: 1.20 kgs.

� Dimensions:Dimensions:Dimensions:Dimensions: 160.0mm x 125.0mm (front panel), 140.0mm × 105.0mm (back panel).
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TECHNICALTECHNICALTECHNICALTECHNICAL SPECIFICATION:SPECIFICATION:SPECIFICATION:SPECIFICATION:

ITEM SPECIFICATION

Mechanical Front Plate Quality brushed stainless steel

Touchpad thickness 1.3 mm PCB thickness inclusive of mylar layer

Validated touch width 46.50mm (max)

Validated touch length 62.50mm (max)

Mounting Rack Aluminum alloy

Back Metal Cover Rear side integrated electronics protected by a metal cover

Dimensions Front Mounting Panel: 160.0mm x 125.0mm (front panel)

Interface PS2 and USB both available

Electrical Power supply 5V DC+ 10%,

Work current 4.0 mA (normal)

X/Y position sensing resolution: 1000 points/inch (40 points/mm)

X/Y position reporting: Relative

Tracking speed: Maximum 1,016 m/sec

Protection level: IP65 (front panel)

Static Release: 15 KV (front panel)

EMC Standard: EN55022(B)

Environmental Operating temperature: -20 °C to +60°C

Storage temperature: - 40°C to + 70°C

Operating RH: 10%-95%

Atmospheric pressure: 60-106Kpa

Reliability MTBF >50000H

MTTR < 30min

Key switch lifespan >5 million actuations

OS OS is under Windows95/98/NT/ME/2000/XP/2003/Vista/Win 7, Linux, Unix, Mac OS9 /
OSX

Packing Details Each unit to a suitable brown inner box, suitable brown inner boxes to a standard export
carton.
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PUBLICPUBLICPUBLICPUBLIC TELEPHONETELEPHONETELEPHONETELEPHONE SETSETSETSET

16 Keys Vandal Proof IP65 Stainless
Steel Telephone Keypad

Anti-vandal Phone Handle Set Phone connector

Metal phone fork

12 Keys Vandal Proof IP65 Stainless
Steel Telephone Keypad
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FUNCTIONFUNCTIONFUNCTIONFUNCTION KEYPADKEYPADKEYPADKEYPAD

MAINMAINMAINMAIN FEATURESFEATURESFEATURESFEATURES

� Stainless steel fascia and key-tops guard willful destruction, against corrosion, shock, dust, falling raining, splashing,

hose-directed water and vandal resistant, operation under hostile environments.

� Internet friendly key layout, key-tops are sunk laser-etched in legends and characters via using high quality ink for easy

readability, long life to prevent lettering rub-off. Or protrusive engraving available

� With firm tactile key feel, short travel switches, with unique double over-travel protection.

� Waterproof/dirt-proof execution according to degree of protection IP65/IP54, waterproof and dirt proof encapsulation with

unique membrane.

� Easily mounting into enclosure or panel.

MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA

� KeyKeyKeyKey SwitchSwitchSwitchSwitch Technology:Technology:Technology:Technology: Carbon-on-gold technology for Model A

Gold-on-gold technology for Model B

� ActuationActuationActuationActuation Force:Force:Force:Force:

Model A, 0.6N+/-0.1N (pressure point)

Model B, 2N+/-0.1N (pressure point),

� KeyKeyKeyKey travel:travel:travel:travel: 2mm for long stroke (Model A) .

0.45mm for short stroke (Model B),

� Lettering:Lettering:Lettering:Lettering: laser engraving, or raised letters.

� FrontFrontFrontFront panel:panel:panel:panel: brushed stainless steel.

� Actuator/keysActuator/keysActuator/keysActuator/keys materials:materials:materials:materials: stainless steel.

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA

� PowerPowerPowerPower supplysupplysupplysupply voltage:voltage:voltage:voltage: 5V DC.

� PowerPowerPowerPower Consumption:Consumption:Consumption:Consumption: Under 150mW for operation, under 50mW for non-operation

� ElectricalElectricalElectricalElectrical lifetime:lifetime:lifetime:lifetime: > 5 years

� EMC:EMC:EMC:EMC:EN55022(B)

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY

� OperatingOperatingOperatingOperating temperature:temperature:temperature:temperature:-5°C to +45°C

� StorageStorageStorageStorage temperature:temperature:temperature:temperature:-10 °C to +50°C

� OperatingOperatingOperatingOperating RH:RH:RH:RH: 30 ～ 90%

� AtmosphericAtmosphericAtmosphericAtmospheric pressure:pressure:pressure:pressure: 60 ～ 106Kpa.

RELIABILITYRELIABILITYRELIABILITYRELIABILITY

� ProtectionProtectionProtectionProtection Level:Level:Level:Level: IP65

� VandalVandalVandalVandal resistantresistantresistantresistant IK09 for model A, IK10 for model B

� KeyKeyKeyKey LifespanLifespanLifespanLifespan >10 million actuations for model A,

5 million actuations for model B.

� MTBFMTBFMTBFMTBF >50000H

� MTTRMTTRMTTRMTTR <30MIN
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K-TEK-A98FKK-TEK-A98FKK-TEK-A98FKK-TEK-A98FK

� KeyKeyKeyKey toptoptoptop style:style:style:style: Protuberant square keys, etched graphics are available.

� Dimensions:Dimensions:Dimensions:Dimensions: 98.0mm x 65.0mm

� G.W.G.W.G.W.G.W.:::: 0.25 kgs

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 3 Keys Vandal proof IP65 Stainless Steel Mouse Button with carbon-on-gold key switch technology for

accurate and fasting data input, with electronics controller, with top stainless steel panel mounting solution.

� KeyKeyKeyKey toptoptoptop style:style:style:style: Plain/Non-Protuberant rectangular keys, with laser engraved and etched legends and raised braille on keys

are available.

� Dimensions:Dimensions:Dimensions:Dimensions: 100.0mm x 25.0mm

� G.W.G.W.G.W.G.W.:::: 0.20 kgs

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 5 Keys Vandal proof IP65 Stainless Steel dot matrix function keypad with metal dome PCB with gold-on-gold key

switch technology with stroke 0.45mm, top panel mounting.

K-TEK-B100FKK-TEK-B100FKK-TEK-B100FKK-TEK-B100FK
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K-TEK-B110FKK-TEK-B110FKK-TEK-B110FKK-TEK-B110FK
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 4 Keys Vandal proof IP65 Stainless Steel dot matrix function keypad with metal dome PCB with gold-on-gold

key switch technology with short stroke 0.45mm, without electronics controller, top panel mounting.

� KeyKeyKeyKey toptoptoptop style:style:style:style: Plain/Non-Protuberant rectangular keys, with laser engraved and etched legends and raised braille on keys

are available.

� Dimensions:Dimensions:Dimensions:Dimensions: 116.0mm x 27.0mm

� G.W.G.W.G.W.G.W.:::: 0.30 kgs

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION:4 Keys Vandal proof IP65 Stainless Steel dot matrix function keypad with metal dome PCB with gold-on-gold key

switch technology with short stroke 0.45mm, without electronics controller, top panel mounting.

K-TEK-B116FKK-TEK-B116FKK-TEK-B116FKK-TEK-B116FK

� KeyKeyKeyKey toptoptoptop style:style:style:style: Plain/Non-Protuberant rectangular keys, with laser engraved and etched legends and raised braille on keys are

available.

� Dimensions:Dimensions:Dimensions:Dimensions: 110.0mm x 24.0mm

� G.W.G.W.G.W.G.W.:::: 0.30 kgs
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K-TEK-B160FKK-TEK-B160FKK-TEK-B160FKK-TEK-B160FK

� KeyKeyKeyKey toptoptoptop style:style:style:style: Plain/Non-Protuberant rectangular keys, with laser engraved and etched legends and raised braille on keys are

available.

� Dimensions:Dimensions:Dimensions:Dimensions: 160.0mm x 40.0mm.

� G.W.G.W.G.W.G.W.:::: 0.40 kgs.

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 4 keys vandal proof IP65 function keypad in super quality stainless steel, with gold-on-gold key switch technology.
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ACCESSACCESSACCESSACCESS CONTROLCONTROLCONTROLCONTROL KEYPADKEYPADKEYPADKEYPAD

K-TEK-A68KP-ACK-TEK-A68KP-ACK-TEK-A68KP-ACK-TEK-A68KP-AC
DescriptionDescriptionDescriptionDescription:12 keys vandal proof IP65 Stainless Steel keypad with dot matrix circuit with socket on the back
panel of PCB for connecting electronics controller, with carbon-on-gold key switch technology with long stroke
2.0mm for fast and accurate data input, rear panel mounting.
DimensionDimensionDimensionDimension::::68mm x 90mm （front panel）
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MAINMAINMAINMAIN FEATUREFEATUREFEATUREFEATURE
Imposing stainless steel design, specially designed keyboards meet the highest demands with regard to design,
functionality, longevity and high protection level.
Stainless steel fascia and key-tops guard willful destruction, vandal-proof, against corrosion, weather-proof
especially under extreme climatic conditions, water proof/dirt proof, operation under hostile environments.
Waterproof execution according to IP65 protection from top panel, top stainless steel plate with flat keyboard
surface for easy cleaning, threaded bolts & sealing gasket for easy tightly mounting to enclosure or panel.
An excellent tactile feel with short stroke switches and allow users to achieve stable and accurate data input, with
firm tactile perception for comfortable operation
key-tops are laser-etched in legends and characters for easy readability, long life to prevent lettering rub-off.
Metal keys are protected against twisting and levering which can not be dislodged from front, or defaced removing
key covers. Ease of customizing with multiple languages, to accommodate foreign or custom variants.

MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA
Actuator/keys: 12 keys, 1.50mm thickness super quality SUS304 brushed stainless steel flat key.
Key top style: Non-protuberant rectangular keys, laser engraved & etched legends & raised braille on keys are
available
Key Size: 14.0mm x 14.0mm for normal keys, 14.0mm x 28.0mm for enter key
Key travel: 2.0mm
Actuation Force: 2.0N+/-0.1N for key 14.0mm x 14.0mm (pressure point) 4.0N+/-0.1N for key 14.0mm x 28.0mm
(pressure point)
Switch life: more than 5 million of operations.
Front Plate: 1.5mm thickness super quality brushed stainless steel
Back Plate: 1.5mm thickness super quality stainless steel
G.W.: 0.30KGs
Dimension:68.0mm x 90.0mm (Front Panel)

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY
Operating temperature:-20oC to +60oC
Storage temperature: -30oC to +70oC
Operating RH: 30-90%
Atmospheric pressure: 60-106Kpa.
Saline mist: 96 hours, IEC 60512-6
Damp heat test at + 40oC: 21 days, IEC 60512-6
Dry heat test at + 85oC: 10 days, IEC 60512-6

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
RoHS Compliant, CE and FCC, ESD
Protection Level: IP65(front panel)
Vandal resistant IK10
Key Lifespan >5 million actuations
MTBF >50000H
MTTR <30min



213

K-TEK-B68KP-ACK-TEK-B68KP-ACK-TEK-B68KP-ACK-TEK-B68KP-AC
DescriptionDescriptionDescriptionDescription:12 keys vandal proof IP65 Stainless Steel keypad with dot matrix circuit with socket on the back
panel of PCB for connecting electronics controller, with metal dome PCB with gold-on-gold key switch
technology with short stroke 0.45mm with tactile feeling, rear stainless steel panel mounting
DimensionDimensionDimensionDimension:68mm x 90mm (front panel)
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MAINMAINMAINMAIN FEATUREFEATUREFEATUREFEATURE
Imposing stainless steel design, specially designed keyboards meet the highest demands with regard to design,
functionality, longevity and high protection level.
Stainless steel fascia and key-tops guard willful destruction, vandal-proof, against corrosion, weather-proof
especially under extreme climatic conditions, water proof/dirt proof, operation under hostile environments.
Waterproof execution according to IP65 protection from top panel, top stainless steel plate with flat keyboard

surface for easy cleaning, threaded bolts & sealing gasket for easy tightly mounting to enclosure or panel.
An excellent tactile feel with short stroke switches and allow users to achieve stable and accurate data input, with
firm tactile perception for comfortable operation
key-tops are laser-etched in legends and characters for easy readability, long life to prevent lettering rub-off.
Metal keys are protected against twisting and levering which can not be dislodged from front, or defaced removing
key covers.
Ease of customizing with multiple languages, to accommodate foreign or custom variants.

MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA
Actuator/keys: 12 keys, 1.50mm thickness super quality SUS304 brushed stainless steel flat key.
Key top style: Non-protuberant rectangular keys, laser engraved & etched legends & raised braille on keys are
available
Key Size: 14.0mm x 14.0mm for normal keys, 14.0mm x 28.0mm for enter key
Key travel: 0.45mm
Actuation Force: 2.0N+/-0.1N for key 14.0mm x 14.0mm (pressure point) 4.0N+/-0.1N for key 14.0mm x 28.0mm
(pressure point)
Switch life: more than 5 million of operations.
Front Plate: 1.5mm thickness super quality brushed stainless steel
Back Plate: 1.5mm thickness super quality stainless steel
G.W.: 0.30KGs
Dimension:68.0mm x 90.0mm (Front Panel)

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY
Operating temperature:-20oC to +60oC
Storage temperature: -30oC to +70oC
Operating RH: 30-90%
Atmospheric pressure: 60-106Kpa.
Saline mist: 96 hours, IEC 60512-6
Damp heat test at + 40oC: 21 days, IEC 60512-6
Dry heat test at + 85oC: 10 days, IEC 60512-6

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
RoHS Compliant, CE and FCC, ESD
Protection Level: IP65(front panel)
Vandal resistant IK10
Key Lifespan >5 million actuations
MTBF >50000H
MTTR <30min
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K-TEK-A88KP-ACK-TEK-A88KP-ACK-TEK-A88KP-ACK-TEK-A88KP-AC
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION:12 keys vandal proof IP65 Stainless Steel keypad with dot matrix circuit with socket on the back panel of PCB for

connecting electronics controller, with carbon-on-gold key switch technology for fast and accurate data input, top

panel mounting. Backlight (red/blue/white/green) optional

DIMENSIONS:DIMENSIONS:DIMENSIONS:DIMENSIONS: 88.0mm x 102.0mm (top panel)
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MAINMAINMAINMAIN FEATUREFEATUREFEATUREFEATURE
� Stainless steel fascia and key-tops guard willful destruction, against corrosion, shock, dust, falling raining, splashing,

hose-directed water and vandal resistant, operation under hostile environments.

� key-tops are sunk laser-etched in legends and characters via using high quality ink for easy readability, long life to prevent

lettering rub-off. Or protrusive engraving available.

� With carbon-on-gold key contact with long stroke 2.0mm, with unique double over-travel protection.

� Waterproof/dirt-proof execution according to degree of protection IP65, waterproof and dirt proof encapsulation with unique

membrane.

� Easily mounting into enclosure or panel, and is provided with PS/2, or USB, RS232, connection output cables that plug

directly into the host computer for normal keypad operations.

���� OS:OS:OS:OS: Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX

COMMUNICATIONCOMMUNICATIONCOMMUNICATIONCOMMUNICATION PARAMETERPARAMETERPARAMETERPARAMETER
� USB, PS2 or RS232 are all available.

� 12 actuator on the keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9,*, #.Any keys can be re-defined per customers' requirements.

MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA
� Switching material: Carbon-on-Gold.

� Actuation Force: 0.6N +/-0.1N (pressure point).

� Key Travel: 2.0mm.

� Lettering: laser engraving, or raised letters.

� Front panel: brushed stainless steel.

� Actuator/keys materials: stainless steel.

� Dimensions: 88.0mm x 102.0mm.

� G.W.: 0.50 kgs.

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA
� Power supply voltage: 5V DC.

� Power Consumption: Under 300mW for operation, under 200mW for non-operation.

� Electrical lifetime: > 5 years.

� EMC:EN55022(B).

� Communication interface: PS2, USB or RS232 are all available.

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY
� Operating temperature:-20°C to +60°C.

� Storage temperature: -30°C to +70°C.

� Operating RH: 30-90%.

� Atmospheric pressure: 60-106Kpa.

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
� RoHS Compliant, CE and FCC,ESD

� Protection Level: IP65(front panel)

� Vandal resistant IK09

� Key Lifespan >10 million actuations.

� MTBF >50000H.

� MTTR <30min.
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K-TEK-B88KP-ACK-TEK-B88KP-ACK-TEK-B88KP-ACK-TEK-B88KP-AC
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 12 keys vandal proof IP65 Stainless Steel keypad with dot matrix circuit with socket on the back

panel of PCB for connecting electronics controller, with metal dome PCB with gold-on-gold key
switch technology with short stroke 0.45mm with tactile feeling, top stainless steel panel
mounting.

DIMENSIONS:DIMENSIONS:DIMENSIONS:DIMENSIONS: 88.0mm x 102.0mm (top panel)
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MAINMAINMAINMAIN FEATUREFEATUREFEATUREFEATURE
� Stainless steel fascia and key-tops guard willful destruction, against corrosion, shock, dust, falling raining,

splashing, hose-directed water and vandal resistant, operation under hostile environments.
� key-tops are sunk laser-etched in legends and characters via using high quality ink for easy readability,

long life to prevent lettering rub-off. Or protrusive engraving available.
� With firm tactile key feel, short travel switches, with unique double over-travel protection.
� Waterproof/dirt-proof execution according to degree of protection IP65, waterproof and dirt proof

encapsulation with unique membrane.
� Easily mounting into enclosure or panel, and is provided with PS/2, or USB, RS232, connection output

cables that plug directly into the host computer for normal keypad operations.
���� OS:OS:OS:OS: Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX

COMMUNICATIONCOMMUNICATIONCOMMUNICATIONCOMMUNICATION PARAMETERPARAMETERPARAMETERPARAMETER
� USB, PS2 or RS232 are all available.
� 12 actuator on the keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9,*, #. Any keys can be re-defined per customers'

requirements.

MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA
� Switching material: Gold-on-Gold.
� Actuation Force: 2.0+/-0.1N (pressure point).
� Key Travel: 0.45mm.
� Lettering: laser engraving, or raised letters.
� Front panel: brushed stainless steel.
� Actuator/keys materials: stainless steel.
� Dimensions: 88.0mm x 102.0mm.
���� G.W.: 0.50 kgs....

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA
� Power supply voltage: 5V DC.
� Power Consumption: Under 300mW for operation, under 200mW for non-operation.
� Electrical lifetime: > 5 years.
� EMC:EN55022(B).
� Communication interface: PS2, USB or RS232 are all available.

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY
� Operating temperature:-20°C to +60°C.
� Storage temperature: -30°C to +70°C.
� Operating RH: 30-90%.
� Atmospheric pressure: 60-106Kpa.

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
� RoHS Compliant, CE and FCC,ESD
� Protection Level: IP65(front panel)
� Vandal resistant IK10
� Key Lifespan >5 million actuations .
� MTBF >50000H.
� MTTR <30min
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K-TEK-A120KP-ACK-TEK-A120KP-ACK-TEK-A120KP-ACK-TEK-A120KP-AC
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 16 keys vandal proof IP65 Stainless Steel keypad with dot matrix circuit with socket on the back

panel of PCB for connecting electronics controller, with carbon-on-gold key switch technology
for fast and accurate data input, top panel mounting. Backlight (red/blue/white/green) optional

DIMENSIONS:DIMENSIONS:DIMENSIONS:DIMENSIONS: 120.0mm x 98.0mm (Front Panel)
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MAINMAINMAINMAIN FEATUREFEATUREFEATUREFEATURE
� Stainless steel fascia and key-tops guard willful destruction, against corrosion, shock, dust, falling raining,

splashing, hose-directed water and vandal resistant, operation under hostile environments.
� key-tops are sunk laser-etched in legends and characters via using high quality ink for easy readability,

long life to prevent lettering rub-off. Or protrusive engraving available.
� With carbon-on-gold key contact with long stroke 2.0mm, with unique double over-travel protection.
� Waterproof/dirt-proof execution according to degree of protection IP65, waterproof and dirt proof

encapsulation with unique membrane.
� Easily mounting into enclosure or panel, and is provided with PS/2, or USB, RS232, connection output

cables that plug directly into the host computer for normal keypad operations.
���� OS:OS:OS:OS: Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX

COMMUNICATIONCOMMUNICATIONCOMMUNICATIONCOMMUNICATION PARAMETERPARAMETERPARAMETERPARAMETER
� USB, PS2 or RS232 are all available.
� 16 actuator on the keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, ., Exit, P-Up, P-Down, Enter, Clear, 4 x 4 scanning

code. Any keys can be re-defined per customers’ requirements.

MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA
� Switching material: Carbon-on-Gold.
� Actuation Force: 0.6N +/-0.1N (pressure point).
� Key Travel: 2.0mm.
� Lettering: laser engraving, or raised letters.
� Front panel: brushed stainless steel.
� Actuator/keys materials: stainless steel.
� Dimensions: 120.0mm x 98.0mm (Front Panel)
� G.W.: 0.70 kgs.

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA
� Power supply voltage: 5V DC.
� Power Consumption: Under 300mW for operation, under 200mW for non-operation.
� Electrical lifetime: > 5 years.
� EMC:EN55022(B).
� Communication interface: PS2, USB or RS232 are all available.

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY
� Operating temperature:-20°C to +60°C.
� Storage temperature: -30°C to +70°C.
� Operating RH: 30-90%.
� Atmospheric pressure: 60-106Kpa.

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
� RoHS Compliant, CE and FCC,ESD
� Protection Level: IP65(front panel)
� Vandal resistant IK09
� Key Lifespan >10 million actuations.
� MTBF >50000H.
� MTTR <30min.
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K-TEK-B120KP-ACK-TEK-B120KP-ACK-TEK-B120KP-ACK-TEK-B120KP-AC
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 16 keys vandal proof IP65 Stainless Steel keypad with dot matrix circuit with socket on the back

panel of PCB for connecting electronics controller, with metal dome PCB with gold-on-gold key
switch technology with short stroke 0.45mm with tactile feeling, top stainless steel panel
mounting..

DIMENSIONS:DIMENSIONS:DIMENSIONS:DIMENSIONS: 120.0mm x 98.0mm (Front Panel)
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MAINMAINMAINMAIN FEATUREFEATUREFEATUREFEATURE
� Stainless steel fascia and key-tops guard willful destruction, against corrosion, shock, dust, falling raining,

splashing, hose-directed water and vandal resistant, operation under hostile environments.
� key-tops are sunk laser-etched in legends and characters via using high quality ink for easy readability,

long life to prevent lettering rub-off. Or protrusive engraving available.
� With firm tactile key feel, short travel switches, with unique double over-travel protection.
� Waterproof/dirt-proof execution according to degree of protection IP65, waterproof and dirt proof

encapsulation with unique membrane.
� Easily mounting into enclosure or panel, and is provided with PS/2, or USB, RS232, connection output

cables that plug directly into the host computer for normal keypad operations.
���� OS:OS:OS:OS: Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7,Windows95/98/NT/ME/2000/2003/XP/Vista/WIN7, Linux,Linux,Linux,Linux, Unix,Unix,Unix,Unix, MacMacMacMac OSXOSXOSXOSX

COMMUNICATIONCOMMUNICATIONCOMMUNICATIONCOMMUNICATION PARAMETERPARAMETERPARAMETERPARAMETER
� USB, PS2 or RS232 are all available.
� 16 actuator on the keypad: 0, 1, 2, 3, 4, 5, 6, 7, 8, 9, ., Exit, P-Up, P-Down, Enter, Clear, 4 x 4 scanning

code. Any keys can be re-defined per customers’ requirements.

MECHANICALMECHANICALMECHANICALMECHANICAL DATADATADATADATA
� Switching material: Gold-on-Gold.
� Actuation Force: 2.0+/-0.1N (pressure point).
� Key Travel: 0.45mm.
� Lettering: laser engraving, or raised letters.
� Front panel: brushed stainless steel.
� Actuator/keys materials: stainless steel.
� Dimensions: 120.0mm x 98.0mm (Front Panel)
���� G.W.: 0.70 kgs....

ELECTRICALELECTRICALELECTRICALELECTRICAL DATADATADATADATA
� Power supply voltage: 5V DC.
� Power Consumption: Under 300mW for operation, under 200mW for non-operation.
� Electrical lifetime: > 5 years.
� EMC:EN55022(B).
� Communication interface: PS2, USB or RS232 are all available.

ENVIRONMENTALENVIRONMENTALENVIRONMENTALENVIRONMENTAL ADAPTABILITYADAPTABILITYADAPTABILITYADAPTABILITY
� Operating temperature:-20°C to +60°C.
� Storage temperature: -30°C to +70°C.
� Operating RH: 30-90%.
� Atmospheric pressure: 60-106Kpa.

RELIABILITYRELIABILITYRELIABILITYRELIABILITY
� RoHS Compliant, CE and FCC,ESD
� Protection Level: IP65(front panel)
� Vandal resistant IK10
� Key Lifespan >5 million actuations .
� MTBF >50000H.
� MTTR <30min



223

STANDSTANDSTANDSTAND ALONEALONEALONEALONE DESKTOPDESKTOPDESKTOPDESKTOP SPECIALSPECIALSPECIALSPECIAL PLASTICPLASTICPLASTICPLASTIC KEYBOARDKEYBOARDKEYBOARDKEYBOARD

K-TEK-C400TB-FN-DTK-TEK-C400TB-FN-DTK-TEK-C400TB-FN-DTK-TEK-C400TB-FN-DT
DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 88 keys super slim stand alone desk top plastic keyboard with MINI plastic trackball with
11.0mm for easy operation, both USB & PS2 are available.

DIMENSIONS:DIMENSIONS:DIMENSIONS:DIMENSIONS: 400.0mm x 133.0mm x 13.0mm (L x W x H)

MAINMAINMAINMAIN FEATURE:FEATURE:FEATURE:FEATURE:
� Super slim keyboard design, laser printed keys
� Comfortable and soft-touch typing
� Membrane key switch, noise free
� Multiple language versions available
� 12 function keys
� Within mouse with 11.0mm Plastic trackball
� Dimensions: 400.0mm x 133.0mm x 13.0mm

PERFORMANCEPERFORMANCEPERFORMANCEPERFORMANCE PARAMETER:PARAMETER:PARAMETER:PARAMETER:
� 89 keys
� 11.0mm diameter plastic trackball
� Key switch elasticity: 55+7g
� Keystroke lifetime: over 10 million times
� Keystroke pulling power: ≥ 1.5 Kg
� Operating temperature: -10℃～45℃
� Working humidity: 10%～90%
� Connector: PS/2, USB
� OS: DOS/Windows95/98/NT/ME/2000/2003/XP, Linux, Unix.
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K-TEK-C400TP-FN-DTK-TEK-C400TP-FN-DTK-TEK-C400TP-FN-DTK-TEK-C400TP-FN-DT

DESCRIPTION:DESCRIPTION:DESCRIPTION:DESCRIPTION: 88 keys super slim stand alone desk top plastic keyboard with 12 function keys and integrated
ruggedized touchpad with scroll function optional, both USB & PS2 are available

DIMENSIONS:DIMENSIONS:DIMENSIONS:DIMENSIONS: 400.0mm x 133.0mm x 13.0mm (L x W x H)

MAINMAINMAINMAIN FEATUREFEATUREFEATUREFEATURE
� Super slim keyboard design, laser printed keys
� Comfortable and soft-touch typing
� Membrane key switch, noise free
� Multiple language versions available
� 12 function keys
� Integrated ruggedized touchpad
� Dimensions: 400.0mm x 133.0mm x 13.0mm

PerformancePerformancePerformancePerformance ParameterParameterParameterParameter
� 89 keys
� Key switch elasticity: 55+7g
� Keystroke lifetime: over 10 million times
� Keystroke pulling power: ≥ 1.5 Kg
� Operating temperature: -10℃~45℃
� Working humidity: 10%~90%
� Connector: PS/2, USB
���� OS: Windows95/98/NT/ME/2000/2003/XP/Linux, Unix
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APPENDIXAPPENDIXAPPENDIXAPPENDIX 1-1-1-1- StandardStandardStandardStandard andandandand CustomizedCustomizedCustomizedCustomized KeyboardKeyboardKeyboardKeyboard LayoutsLayoutsLayoutsLayouts

CCCChinesehinesehinesehinese-E-E-E-Englishnglishnglishnglish

JJJJapaneseapaneseapaneseapanese

KKKKoreanoreanoreanorean

TTTThaihaihaihai
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AAAAzerbaijanzerbaijanzerbaijanzerbaijan

BulgarianBulgarianBulgarianBulgarian

CCCCroatianroatianroatianroatian

CCCCzechzechzechzech
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KazKazKazKazaaaakhkhkhkh

EstonianEstonianEstonianEstonian

HHHHungarianungarianungarianungarian

LatvianLatvianLatvianLatvian
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PPPPolisholisholisholish

RRRRomanianomanianomanianomanian

SSSSlovakialovakialovakialovakia

SSSSlovenialovenialovenialovenia
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RRRRussianussianussianussian

TTTTurkishurkishurkishurkish

UKUKUKUK EEEEnglishnglishnglishnglish

USUSUSUS EEEEnglishnglishnglishnglish
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IIIIrelandrelandrelandreland EEEEnglishnglishnglishnglish

SSSSouthouthouthouth AfricanAfricanAfricanAfrican EEEEnglishnglishnglishnglish

FFFFrenchrenchrenchrench

CCCCanadiananadiananadiananadian FFFFrenchrenchrenchrench
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BBBBelgiumelgiumelgiumelgium

DDDDanishanishanishanish

BBBBelgiumelgiumelgiumelgium DDDDutchutchutchutch

DDDDutchutchutchutch
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FFFFinnishinnishinnishinnish

IIIItaliantaliantaliantalian

SSSSpanishpanishpanishpanish

PPPPortugueseortugueseortugueseortuguese
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SSSSwedishwedishwedishwedish

SSSSwisswisswisswiss-F-F-F-Frenchrenchrenchrench

NNNNorwegianorwegianorwegianorwegian

GGGGermanermanermanerman
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FFFFarsiarsiarsiarsi

HHHHebrewebrewebrewebrew

AAAArabicrabicrabicrabic

FFFFyro-yro-yro-yro-MMMMacedonian-layoutacedonian-layoutacedonian-layoutacedonian-layout



235

NepaliNepaliNepaliNepali

ARBICARBICARBICARBIC

BELGIUMBELGIUMBELGIUMBELGIUM
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POLANDPOLANDPOLANDPOLAND

DENMARKDENMARKDENMARKDENMARK

GERMANYGERMANYGERMANYGERMANY
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RUSSIANRUSSIANRUSSIANRUSSIAN

FRANCHFRANCHFRANCHFRANCH

FINNISHFINNISHFINNISHFINNISH
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KOREANKOREANKOREANKOREAN

HOLANDHOLANDHOLANDHOLAND

USUSUSUS STANDARDSTANDARDSTANDARDSTANDARD LAYOUTLAYOUTLAYOUTLAYOUT
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SLOVAKIASLOVAKIASLOVAKIASLOVAKIA

TURKEYTURKEYTURKEYTURKEY

SPANISHSPANISHSPANISHSPANISH
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ARBICARBICARBICARBIC

BELGIUMBELGIUMBELGIUMBELGIUM

POLANDPOLANDPOLANDPOLAND
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FARSIFARSIFARSIFARSI

DENMARKDENMARKDENMARKDENMARK

GERMANYGERMANYGERMANYGERMANY
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RUSSIANRUSSIANRUSSIANRUSSIAN

FRANCHFRANCHFRANCHFRANCH

FINNISHFINNISHFINNISHFINNISH
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KOREANKOREANKOREANKOREAN

HOLANDHOLANDHOLANDHOLAND

CANADACANADACANADACANADA
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CZECHCZECHCZECHCZECH

CROATIACROATIACROATIACROATIA

LITHUANIALITHUANIALITHUANIALITHUANIA
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US-AMERICANUS-AMERICANUS-AMERICANUS-AMERICAN

PORTUGALPORTUGALPORTUGALPORTUGAL

SPANISHSPANISHSPANISHSPANISH
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ENGLANDENGLANDENGLANDENGLAND

ITALYITALYITALYITALY

HUNGARYHUNGARYHUNGARYHUNGARY
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GREECEGREECEGREECEGREECE

HEBREWHEBREWHEBREWHEBREW

SPANISHSPANISHSPANISHSPANISH
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TURKEYTURKEYTURKEYTURKEY

THAILANDTHAILANDTHAILANDTHAILAND

SLOVAKIASLOVAKIASLOVAKIASLOVAKIA
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SWITZERLANDSWITZERLANDSWITZERLANDSWITZERLAND

SWEDENSWEDENSWEDENSWEDEN

U.SU.SU.SU.S ---- AMERICANAMERICANAMERICANAMERICAN
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ARABICARABICARABICARABIC

Brazil-PortugalBrazil-PortugalBrazil-PortugalBrazil-Portugal

GERMANYGERMANYGERMANYGERMANY
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RUSSIANRUSSIANRUSSIANRUSSIAN

U.U.U.U. SSSS

PORTUGALPORTUGALPORTUGALPORTUGAL
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ENGLANDENGLANDENGLANDENGLAND

ITALYITALYITALYITALY

HUNGARYHUNGARYHUNGARYHUNGARY
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GREECEGREECEGREECEGREECE

HEBREWHEBREWHEBREWHEBREW

SPANISHSPANISHSPANISHSPANISH
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TURKEYTURKEYTURKEYTURKEY

THAILANDTHAILANDTHAILANDTHAILAND

SLOVAKIASLOVAKIASLOVAKIASLOVAKIA
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SWITZERLANDSWITZERLANDSWITZERLANDSWITZERLAND

SWSWSWSWEDENEDENEDENEDEN

NORWAYNORWAYNORWAYNORWAY
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U.S-AMERICANU.S-AMERICANU.S-AMERICANU.S-AMERICAN

LITHUANIALITHUANIALITHUANIALITHUANIA

CROATIACROATIACROATIACROATIA
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CZECHCZECHCZECHCZECH

CANADACANADACANADACANADA

HOLANDHOLANDHOLANDHOLAND
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KOREANKOREANKOREANKOREAN

FINNISHFINNISHFINNISHFINNISH

FRENCHFRENCHFRENCHFRENCH
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RUSSIANRUSSIANRUSSIANRUSSIAN

GERMANYGERMANYGERMANYGERMANY

DENMARKDENMARKDENMARKDENMARK
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FARSIFARSIFARSIFARSI

POLANDPOLANDPOLANDPOLAND

BELGIUMBELGIUMBELGIUMBELGIUM
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Brazil-PortugalBrazil-PortugalBrazil-PortugalBrazil-Portugal

ARABICARABICARABICARABIC

PPPPERSIAERSIAERSIAERSIA
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BelgiumBelgiumBelgiumBelgium

GERMANYGERMANYGERMANYGERMANY

FRANCHFRANCHFRANCHFRANCH
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POLANDPOLANDPOLANDPOLAND

KOREANKOREANKOREANKOREAN

SSSSLOVAKIANLOVAKIANLOVAKIANLOVAKIAN
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ENGLANDENGLANDENGLANDENGLAND

GREECEGREECEGREECEGREECE

ITALIANITALIANITALIANITALIAN
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RUSSIANRUSSIANRUSSIANRUSSIAN

HEBREWHEBREWHEBREWHEBREW

SPANISHSPANISHSPANISHSPANISH
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TURKEYTURKEYTURKEYTURKEY

THAILANDTHAILANDTHAILANDTHAILAND

TAIWAN-CHINESETAIWAN-CHINESETAIWAN-CHINESETAIWAN-CHINESE LAYOUTLAYOUTLAYOUTLAYOUT
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ARABICARABICARABICARABIC

PPPPORTUGALORTUGALORTUGALORTUGAL

HUNGARYHUNGARYHUNGARYHUNGARY
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JAPANESEJAPANESEJAPANESEJAPANESE

HOLANDHOLANDHOLANDHOLAND

CANADACANADACANADACANADA
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CZEKHCZEKHCZEKHCZEKH

U.S-U.S-U.S-U.S- STANDARDSTANDARDSTANDARDSTANDARD LAYOUTLAYOUTLAYOUTLAYOUT

FINNISHFINNISHFINNISHFINNISH
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ARABICARABICARABICARABIC

BRAZIL-PORTUGALBRAZIL-PORTUGALBRAZIL-PORTUGALBRAZIL-PORTUGAL LAYOUTLAYOUTLAYOUTLAYOUT

GERMANYGERMANYGERMANYGERMANY
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RUSSIANRUSSIANRUSSIANRUSSIAN

FRANCHFRANCHFRANCHFRANCH

FINNISHFINNISHFINNISHFINNISH
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KOREANKOREANKOREANKOREAN

HOLANDHOLANDHOLANDHOLAND

CANADACANADACANADACANADA
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CZECHCZECHCZECHCZECH

US-AMERICANUS-AMERICANUS-AMERICANUS-AMERICAN

PORTUGUESEPORTUGUESEPORTUGUESEPORTUGUESE
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JAPANJAPANJAPANJAPAN

SWITZERLANDSWITZERLANDSWITZERLANDSWITZERLAND

THAILANDTHAILANDTHAILANDTHAILAND
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TURKEYTURKEYTURKEYTURKEY

SPANISHSPANISHSPANISHSPANISH

ENGLANDENGLANDENGLANDENGLAND
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METALMETALMETALMETAL KEYPADKEYPADKEYPADKEYPAD LAYOUTLAYOUTLAYOUTLAYOUT
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FrenchFrenchFrenchFrench

GermanGermanGermanGerman

DDDDutchutchutchutch

SSSSwedishwedishwedishwedish
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USUSUSUS EEEEnglishnglishnglishnglish

JJJJapaneseapaneseapaneseapanese

USUSUSUS ENGLISHENGLISHENGLISHENGLISH

SPANISHSPANISHSPANISHSPANISH
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Brazilian-PortugueseBrazilian-PortugueseBrazilian-PortugueseBrazilian-Portuguese

GermanGermanGermanGerman

BelgiumBelgiumBelgiumBelgium----DutchDutchDutchDutch

FRANCHFRANCHFRANCHFRANCH
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USUSUSUS EnglishEnglishEnglishEnglish

UKUKUKUK EnglishEnglishEnglishEnglish

ItalianItalianItalianItalian

JapaneseJapaneseJapaneseJapanese
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ThaiThaiThaiThaiLANDLANDLANDLAND

CZECHCZECHCZECHCZECH

TURKEYTURKEYTURKEYTURKEY

RUSSIANRUSSIANRUSSIANRUSSIAN
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CROATIANCROATIANCROATIANCROATIAN

LITHUANIALITHUANIALITHUANIALITHUANIA

NORWEGIANNORWEGIANNORWEGIANNORWEGIAN



283

HUNGARYHUNGARYHUNGARYHUNGARY

ITALIANITALIANITALIANITALIAN

UK-ENGLANDUK-ENGLANDUK-ENGLANDUK-ENGLAND
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FrenchFrenchFrenchFrench

GermanGermanGermanGerman

JapaneseJapaneseJapaneseJapanese

SwedishSwedishSwedishSwedish
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Swiss-FrenchSwiss-FrenchSwiss-FrenchSwiss-French

USUSUSUS EnglishEnglishEnglishEnglish

RUSSIANRUSSIANRUSSIANRUSSIAN

DENMARKDENMARKDENMARKDENMARK
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BelgiumBelgiumBelgiumBelgium----DutchDutchDutchDutch

POLANDPOLANDPOLANDPOLAND

DENMARKDENMARKDENMARKDENMARK
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GermanGermanGermanGerman

RUSSIANRUSSIANRUSSIANRUSSIAN

FRENCHFRENCHFRENCHFRENCH
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FINLANDFINLANDFINLANDFINLAND

KOREANKOREANKOREANKOREAN

HOLANDHOLANDHOLANDHOLAND
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CANADACANADACANADACANADA

CZECHCZECHCZECHCZECH

US-ENGLISHUS-ENGLISHUS-ENGLISHUS-ENGLISH
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NORWEGIANNORWEGIANNORWEGIANNORWEGIAN

PORTUGUESEPORTUGUESEPORTUGUESEPORTUGUESE

TURKEYTURKEYTURKEYTURKEY
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SPANISHSPANISHSPANISHSPANISH

HEBREWHEBREWHEBREWHEBREW

GREECEGREECEGREECEGREECE
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US-AMERICANUS-AMERICANUS-AMERICANUS-AMERICAN

ENGLANDENGLANDENGLANDENGLAND

GERMANYGERMANYGERMANYGERMANY
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FRANCHFRANCHFRANCHFRANCH

RUSSIANRUSSIANRUSSIANRUSSIAN

DANMARKDANMARKDANMARKDANMARK
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APPENDIXAPPENDIXAPPENDIXAPPENDIX 2-Certificates2-Certificates2-Certificates2-Certificates

StainlessStainlessStainlessStainless steelsteelsteelsteel KeyboardKeyboardKeyboardKeyboard CECECECE CertificateCertificateCertificateCertificate StainlessStainlessStainlessStainless steelsteelsteelsteel KeyboardKeyboardKeyboardKeyboard CECECECE CertificateCertificateCertificateCertificate

StainlessStainlessStainlessStainless steelsteelsteelsteel KeyboardKeyboardKeyboardKeyboard CECECECE CertificateCertificateCertificateCertificate StainlessStainlessStainlessStainless steelsteelsteelsteel KeyboardKeyboardKeyboardKeyboard CECECECE CertificateCertificateCertificateCertificate
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StainlessStainlessStainlessStainless steelsteelsteelsteel KeyboardKeyboardKeyboardKeyboard FCCFCCFCCFCC CertificateCertificateCertificateCertificate StainlessStainlessStainlessStainless steelsteelsteelsteel KeyboardKeyboardKeyboardKeyboard FCCFCCFCCFCC CertificateCertificateCertificateCertificate

StainlessStainlessStainlessStainless steelsteelsteelsteelKeyboardKeyboardKeyboardKeyboard FCCFCCFCCFCC CertificateCertificateCertificateCertificate StainlessStainlessStainlessStainless steelsteelsteelsteel KeyboardKeyboardKeyboardKeyboard FCCFCCFCCFCC CertificateCertificateCertificateCertificate
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StainlessStainlessStainlessStainless steelsteelsteelsteel KeyboardKeyboardKeyboardKeyboard RoHSRoHSRoHSRoHS CertificateCertificateCertificateCertificate StainlessStainlessStainlessStainless steelsteelsteelsteel KeyboardKeyboardKeyboardKeyboard RoHSRoHSRoHSRoHS CertificateCertificateCertificateCertificate

StainlessStainlessStainlessStainless steelsteelsteelsteel KeyboardKeyboardKeyboardKeyboard RoHSRoHSRoHSRoHS CertificateCertificateCertificateCertificate stainlessstainlessstainlessstainless steelsteelsteelsteelKeyboardKeyboardKeyboardKeyboard RoHSRoHSRoHSRoHS CertificateCertificateCertificateCertificate
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MilitaryMilitaryMilitaryMilitary KeyboardKeyboardKeyboardKeyboard CECECECE CertificateCertificateCertificateCertificate MilitaryMilitaryMilitaryMilitary KeyboardKeyboardKeyboardKeyboard CECECECE CertificateCertificateCertificateCertificate

MilitaryMilitaryMilitaryMilitary KeyboardKeyboardKeyboardKeyboard FCCFCCFCCFCC CertificateCertificateCertificateCertificate MilitaryMilitaryMilitaryMilitary KeyboardKeyboardKeyboardKeyboard FCCFCCFCCFCC CCCCertificateertificateertificateertificate
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MilitaryMilitaryMilitaryMilitary KeyboardKeyboardKeyboardKeyboard RoHSRoHSRoHSRoHS CertificateCertificateCertificateCertificate MilitaryMilitaryMilitaryMilitary KeyboardKeyboardKeyboardKeyboard RoHSRoHSRoHSRoHS CertificateCertificateCertificateCertificate

MedicalMedicalMedicalMedical KeyboardKeyboardKeyboardKeyboard CECECECE CCCCertificateertificateertificateertificate MedicalMedicalMedicalMedical KeyboardKeyboardKeyboardKeyboard CECECECE CertificateCertificateCertificateCertificate
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MedicalMedicalMedicalMedical KeyboardKeyboardKeyboardKeyboard FCCFCCFCCFCC CertificateCertificateCertificateCertificate MedicalMedicalMedicalMedical KeyboardKeyboardKeyboardKeyboard FCCFCCFCCFCC CertificateCertificateCertificateCertificate

MedicalMedicalMedicalMedical KeyboardKeyboardKeyboardKeyboard RoHSRoHSRoHSRoHS CertificateCertificateCertificateCertificate
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IPIPIPIP 65656565 KeyboardKeyboardKeyboardKeyboard TestTestTestTest ReportReportReportReport IPIPIPIP 65656565 KeyboardKeyboardKeyboardKeyboard TestTestTestTest ResultResultResultResult

IPIPIPIP 65656565 KeyboardKeyboardKeyboardKeyboard TestTestTestTest ResultResultResultResult IPIPIPIP 65656565 KeyboardKeyboardKeyboardKeyboard TestTestTestTest ResultResultResultResult
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IPIPIPIP 68686868 KeyboardKeyboardKeyboardKeyboard TestTestTestTest ReportReportReportReport IPIPIPIP 68686868 KeyboardKeyboardKeyboardKeyboard TestTestTestTest ResultResultResultResult

IPIPIPIP 65656565 KeyboardKeyboardKeyboardKeyboard TestTestTestTest ResultResultResultResult IPIPIPIP 65656565 KeyboardKeyboardKeyboardKeyboard TestTestTestTest ResultResultResultResult
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APPENDIXAPPENDIXAPPENDIXAPPENDIX 3-Metal3-Metal3-Metal3-Metal KeyboardKeyboardKeyboardKeyboard AccessoriesAccessoriesAccessoriesAccessories
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APPENDIXAPPENDIXAPPENDIXAPPENDIX 4-Medical4-Medical4-Medical4-Medical KeyboardKeyboardKeyboardKeyboard AccessoriesAccessoriesAccessoriesAccessories
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The right
Key[board] solution
to your problem-
KEYKEYKEYKEY TETETETECHNOLOGYCHNOLOGYCHNOLOGYCHNOLOGY (CHINA)(CHINA)(CHINA)(CHINA) LIMITEDLIMITEDLIMITEDLIMITED

Address:Address:Address:Address: B702B702B702B702 &&&& B703,SouthB703,SouthB703,SouthB703,South towertowertowertowerⅠ,,,, TiananTiananTiananTianan CyberCyberCyberCyber Park,Park,Park,Park, HuangHuangHuangHuang GeGeGeGe NorthNorthNorthNorth RoadRoadRoadRoad ,Long,Long,Long,Long GangGangGangGang CentralCentralCentralCentral City,City,City,City, Shenzhen,Shenzhen,Shenzhen,Shenzhen,
GuangDong,GuangDong,GuangDong,GuangDong, P.R.P.R.P.R.P.R. China.China.China.China. ZIPZIPZIPZIP 518518518518172172172172

TEL:TEL:TEL:TEL: +86+86+86+86 755755755755 86220478,86220478,86220478,86220478, 86220573,86220573,86220573,86220573, 86220574,86220574,86220574,86220574, 86220575,86220575,86220575,86220575, 89312478,89312478,89312478,89312478, 89312573,89312573,89312573,89312573, 89312574,89312574,89312574,89312574, 89312575,89312575,89312575,89312575,
FAX:FAX:FAX:FAX: +86+86+86+86 755755755755 88889312931293129312576,576,576,576, 88889312931293129312579579579579

E-mail:E-mail:E-mail:E-mail: info@key-tek.cninfo@key-tek.cninfo@key-tek.cninfo@key-tek.cn,,,, key-tek@key-tek@key-tek@key-tek@key-tek.cnkey-tek.cnkey-tek.cnkey-tek.cn
Websites:Websites:Websites:Websites: www.key-tek.cnwww.key-tek.cnwww.key-tek.cnwww.key-tek.cn,,,, www.ikb-mkb.comwww.ikb-mkb.comwww.ikb-mkb.comwww.ikb-mkb.com,,,, http://key-thttp://key-thttp://key-thttp://key-teeeek.en.alibaba.comk.en.alibaba.comk.en.alibaba.comk.en.alibaba.com,,,, http://www.globalsources.com/key-tek.cohttp://www.globalsources.com/key-tek.cohttp://www.globalsources.com/key-tek.cohttp://www.globalsources.com/key-tek.co

MSN:MSN:MSN:MSN: keytechnologychinalimited@hotmail.comkeytechnologychinalimited@hotmail.comkeytechnologychinalimited@hotmail.comkeytechnologychinalimited@hotmail.com
SKYPE:SKYPE:SKYPE:SKYPE: keytechnologychinalimitedkeytechnologychinalimitedkeytechnologychinalimitedkeytechnologychinalimited

mailto:info@info@key-tek.cn
mailto:info@info@key-tek.cn
http://www.key-tek.cn
http://www.globalsources.com/key-tek.co
http://www.key-tek.cn/contact.htm

